Landmarks Board
City of Springfield
Meeting will be held by teleconference and at
Historic City Hall
830 Boonville Avenue
May 5, 2021
5:30 p.m.
Paden Chambers (Chair)
Commercial Street
Representative
Kaitlyn McConnell (ViceChair)
At-Large Representative

I

Roll Call

II

Minutes
March 10, 2021
March 24, 2021

III

Unfinished Business
A. Certificate of Appropriateness
a. 203-205 W. Commercial – Install signage
B. Certified Local Government Review (none)
C. Pre-Application Review (none)

IV

New Business
A. Certificates of Appropriateness
a. 305 E. Walnut – Install signage
b. 1348 N. Washington – Construct detached garage
B. Certified Local Government Review (none)
C. Pre-Application Review (none)
D. Local Historic Site Nomination Review
a. Historic Site nomination – 1125 S. Delaware Avenue

V

Communications

VI

Reports
A. Report on committees (none)
B. Application (none)
C. Demolition
D. Historic Sites and Districts
a. Jefferson Avenue Footbridge
b. Potential Local Nominations
c. Discussion on Preservation of Historic Building Signage
E. Communications (none)
F. Awards and Recognition
G. Design Guidelines

Layne Hunton
Architect Representative
Paul Lewis
Historian Representative
Vacant
Real Estate Representative
Kent Brown
Mid-Town Representative
Vacant
Walnut Street Representative
Vacant
At-Large Representative
Adam Letterman
At-Large Representative

H. Administrative approval of C of A’s (none)
VII

Any other matters that fall under the jurisdiction of the Board

VIII

Adjournment

Note: In accordance with ADA guidelines, if you need special accommodations when attending any City
meeting, please notify the City Clerk’s office at 864-1443 at least 3 days prior to the scheduled meeting.

MINUTES OF THE LANDMARKS BOARD
DATE: March 10, 2021
TIME: 5:30pm
The special meeting and public hearing of the Landmarks Board was held on the above date and time via Zoom.
Staff members: Michael Sparlin, Senior Planner and Tom Rykowski, Assistant Attorney
ROLL CALL:
Landmarks Board members: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair), Kent Brown, Layne Hunton,
Adam Letterman, Paul Lewis, and Kent Brown. Absent: None.
APPROVAL OF MINUTES: Minutes from December 2, and December 16, 2020 were approved.
NEW BUSINESS:
Certificate of Appropriateness:
203-205 W. Commercial Street – Sara Bowles, Pinnacle Sign Group, presented the proposed sign. The wall sign would
be attached to the mortar of the brick building.
Mr. Paden Chambers asked if the sign has already been installed.
Ms. Bowles said the sign has been installed and Pinnacle is trying to get the sign into compliance.
Mr. Chambers presented a photograph of the historic sign that was uncovered from the building. He stated that this was
the day that the historic sign was being painted over. He asked if Pinnacle Sign Group was consulted to preserve the
historic sign.
Ms. Bowles stated that they were not because the historic sign has already been painted over.
Mr. Chambers stated that the proposed sign is consistent with the guidelines however the owner decided to paint over the
historic sign which is not consistent with “do no harm” of the historic building. This proposal is now trying to cover up the
historic sign.
Ms. Kaitlyn McConnell expressed her support of Paden’s comments and appreciate that Pinnacle is trying to get the
signage into compliance.
Ms. Sara Bowles said that Pinnacle researches if the building is historic and they received this project later in the process
Ms. McConnell asked MR. Sparlin what could be done in this case.
Mr. Michael Sparlin stated that there are ways alterations can be remediated but in this case, was not sure if a single
layer of paint could be removed and not the original historic sign.
Mr. Paden closed the public hearing.
Ms. Kaitlyn McConnell stated that the new sign meets the guidelines however the historic sign has been removed and
asked about what do we do in this case.
Mr. Paden Chambers stated that he will not approve the application until the owner has explored the options of removing
the paint from the sign.
Mr. Layne Hunton stated that it’s disappointing that the sign was painted over and that the Board has options in this case.
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Mr. Tom Rykowski went over the ordinance rules. There is some uncertainty with the project history.
Ms. Bowles stated the City BDS department issued a permit to install the sign and she is trying to get it approved.
Mr. Chambers stated that the photo was taken on September 24, 2020 (the photo of the historic sign being painted).
Mr. Letterman asked if the painted sign has to be removed if this is denied.
Mr. Tom Rykowski stated that the Board can deny with statements as to why it was denied and then the applicant can
appeal the discussion with a Certificate of Hardship or an appeal to the Board of Adjustment, etc.
Mr. Paul Lewis asked if the Board could table the case to get more information.
Mr. Tom Rykowski suggested that tabling the case would be helpful in this situation to request more information, if that is
okay with the Chair and the applicant.
Mr. Sparlin suggested that the Board could table the case to request more information from the owner.
Board Action
Paden Chambers motioned to table Certificate of Appropriateness (203-205 W. Commercial Street) to the April 7, 2021
Landmarks Board meeting to get additional information of this proposal. Paul Lewis seconded the motion. The motion
carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair), Kent Brown, Layne Hunton, Adam
Letterman, Paul Lewis, and Kent Brown. Nays: None. Abstain: None. Absent: None.
Certificate of Appropriateness:
237 S. Florence Avenue – Sara Bowles, Pinnacle Sign Group, on behalf of the Springfield Little Theatre. They are
proposing a new wall sign that faces St. Louis Street and a new parking lot, and the owners would like for people to see
the integrated changeable copy board.
Mr. Kent Brown asked if the sign is to be drilled into the brick wall.
Ms. Bowles stated that the sign would need to be drilled into the brick due to the weight.
Mr. Adam Letterman asked about if the sign required electricity.
Ms. Bowles stated that it does and there is an electrical source at that corner but are willing to work with the Landmarks
Board on how the connection is ran.
Board Action
Kent Brown motioned to approve Certificate of Appropriateness (237 S. Florence Avenue) as submitted. Paul Lewis
seconded the motion. The motion carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair),
Kent Brown, Layne Hunton, Adam Letterman, Paul Lewis, and Kent Brown. Nays: None. Abstain: None. Absent: None.
Certified Local Government Review: None
Pre-Application Review: None
Local Historic Site Nomination Review:
1125 S. Delaware Avenue - as a historical site nomination
Mr. Sparlin stated that this is to initiate the historical site nomination.
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Mr. Paden Chambers asked if this is for an interior site nomination. He stated that the along with the exterior, the exterior
has important features.
Mr. Sparlin stated that the current application is for exterior regulations. He will follow up with the property owner to see
how they would like to proceed.
Board Action
Paul Lewis motioned to approve the initiation of the Local Historic Site Nomination Review (1125 S. Delaware Avenue).
Kent Brown seconded the motion. The motion carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell
(Vice-Chair), Kent Brown, Layne Hunton, Adam Letterman, Paul Lewis, and Kent Brown. Nays: None. Abstain: None.
Absent: None.
COMMUNICATIONS:
Mr. Sparlin stated that there will be a March 24, 2021 meeting.
Mr. Paden Chambers stated that with the regarding the Certificate of Appropriateness at 203 W. Commercial Street, this
is the second time a project hasn’t been properly permitted and asked Mr. Sparlin what needs to be done to prevent this
from happening.
Mr. Sparlin stated that he will have further conversations with other departments that make them aware of the historic
districts/properties. This case was never forwarded to him for review. He will investigate how this case slipped through.
He takes this seriously and hopes to prevent it in the future.
Mr. Layne Hunton stated that we have seen a few situations like this and that it is a bigger issue for our community.
Mr. Paden Chambers expressed that something needs to be addressed to avoid this situation.
Sara Bowles suggested that it would be helpful to have changes to eCity that flags historic sites and you cannot proceed
until the Landmarks Board has approval the plans.
Mr. Sparlin stated that eCity was designed to flag the historic sites. He will see what happened in this case will find out
what happened and take corrective action to fix it.
REPORTS:
Report on Committees: None
Application: None
Demolition:
Investigate demolition review for private structures of 50+ years.
Board Action
Paden Chambers motioned to approve the removal of “Investigate demolition review for private structures of 50+ years”
and replace with “Preservation of Historic Building Signage” to the agenda. Paul Lewis seconded the motion. The motion
carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair), Kent Brown, Layne Hunton, Adam
Letterman, Paul Lewis, and Kent Brown. Nays: None. Abstain: None. Absent: None.
Historic Site and Districts
Jefferson Avenue Footbridge: Michael Sparlin stated that an e-mail was sent out with the updates.
Potential Local Nomination: None.
Communications: None
Awards and Recognition: None
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Design Guidelines: None
Administrative approval of C of A’s: Recently had a COA on Walnut Street which was approved.
Any other matters that fall under the jurisdiction of the Board: None
ADJOURNMENT:
There being no further business, the meeting was adjourned.

_________________________________________________
Michael Sparlin, Senior Planner
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MINUTES OF THE LANDMARKS BOARD
DATE: March 24, 2021
TIME: 5:30pm
The special meeting and public hearing of the Landmarks Board was held on the above date and time via Zoom.
Staff members: Michael Sparlin, Senior Planner and Tom Rykowski, Assistant Attorney
ROLL CALL:
Landmarks Board members: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair), Kent Brown, Layne Hunton,
Adam Letterman, Paul Lewis, and Kent Brown. Absent: None.
APPROVAL OF MINUTES: None
NEW BUSINESS:
Certificate of Appropriateness:
530, 536, 540 E. Commercial Street – Mr. Eric Albers, representative went over the detailed revisions and designs as
noted in the staff report and submitted materials.
Mr. Layne Hunton asked about the 3rd story portion of the existing building.
Mr. Albers indicated that the this proposed an addition on a 3rd story on the rear of the building.
Mr. Hunton noted that he has no problems with the 3rd floor plans and asked about the new opening.
Mr. Albers noted that there will be a new opening and will be a service door (west side) for the restaurant.
Landmark Board members noted the details in the renovations and signaled support for the project and stated that it will
be a great improvement/addition to Commercial Street and voiced appreciation about the developers preservation of the
historical roots that they are striving for and noted that it is very refreshing.
Mr. Paden Chambers asked about any shifting of the sidewalk/foundation due to excavation in that area.
Mr. Eric Albers noted that they will have a structural engineer evaluate the area and noted that that on previous pictures
that the building had originally stucco.
Mr. Paden Chambers suggested that the new addition does not have to match the existing building.
Paden Chambers closed the public hearing.
Board Action
Kaitlyn McConnell motioned to approve Certificate of Appropriateness (530, 536, 540 E. Commercial Street). Paul Lewis
seconded the motion. The motion carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair),
Kent Brown, Layne Hunton, Adam Letterman, Paul Lewis, and Kent Brown. Nays: None. Abstain: None. Absent: None.
Certified Local Government Review: None
Pre-Application Review: None
Local Historic Site Nomination Review: None
COMMUNICATIONS: None
REPORTS:
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Report on Committees: None
Application: None
Demolition: None
Historic Site and Districts
Jefferson Avenue Footbridge: None.
Potential Local Nomination: None.
Communications: None
Awards and Recognition: None
Design Guidelines: None
Administrative approval of C of A’s: None
Any other matters that fall under the jurisdiction of the Board: None
ADJOURNMENT:
There being no further business, the meeting was adjourned.

_________________________________________________
Michael Sparlin, Senior Planner
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LANDMARKS BOARD
STAFF REPORT
LANDMARKS BOARD PUBLIC HEARING:

MARCH 10, 2021
CASE: Certificate of Appropriateness
DESIGNATION: Commercial Street Historic
District
LOCATION: 203-205 West Commercial Street
APPLICANT: CJ Famous Enterprises LLC
STAFF: Michael Sparlin, 417-864-1091

STAFF RECOMMENDATION: Approve

SUMMARY OF PROPOSAL:
1. Install signage on front elevation as shown in submitted materials
FINDINGS FOR STAFF RECOMMENDATION:
1. This structure is considered a non-contributing structure in the Commercial Street National Historic District and
Commercial Street Local Historic District.
2. The proposed sign is consistent with the recommendations of the Commercial Street Historic District Design
Guidelines

LANDMARKS BOARD
STAFF REPORT
APPLICANT’S DESCRIPTION OF PROPOSAL:
1. Famous Historic Lofts & Offices are proposing new signage of hand-lettering painted on the I-beam and a flat panel
with applied graphics. The flat panel will have 6 attachments into the mortar not the brick to match the guidelines per
Historic Preservation.
STAFF COMMENTS:
1. The proposed sign appears to be consistent with the Commercial Street Design Guidelines. The proposed sign is
located within the graphic channel as defined by the guidelines. The sign appears to be subordinate to the building,
in staff’s determination.
2. All proposed work is required to receive a building permit to be issued by Building Development Services. All other
requirements of the COM-1 District, Zoning Ordinance and Building Code shall apply.

DESIGN GUIDELINES AND STANDARDS
COMMERCIAL STREET DESIGN GUIDELINES:
4.15.1. GUIDELINE:
Keep signs subordinate to buildings. Signs should fit within the existing features of the façade by use of the following
practices:
i.
Align signs with other signs on adjacent buildings whenever possible;
ii.
Sign colors, materials, sizes, shapes, and methods of illumination should reinforce the overall composition of
the façade;
iii.
Letters applied directly to facades are recommended;
iv.
Flush mounted signs are encouraged;
v.
Signs using trademarks and symbols are encouraged.
4.15.2. GUIDELINE:
Content of signs shall be limited to the business name and/or logo.
4.15.3. GUIDELINE:
Animated or flashing signs are not permitted.
4.15.4. GUIDELINE:
Internally-lit signs are acceptable where they do not overpower the building.
4.15.5. GUIDELINE:
A graphic channel shall be respected for business signage, defined as:
i.
8’ above sidewalk to 14’ above sidewalk
ii.
1’ projection perpendicular to the building.
iii.
Variations, due to conditions, may be appropriate, but are subject to the Landmarks Board’s approval.
Historic markers or temporary signs (intended for a specific public event) are permissible outside the graphic channel,
subject to Landmarks Board approval.

LANDMARKS BOARD
STAFF REPORT
4.15.6. GUIDELINE:
Where signs are located on marquees, signage must additionally conform to Guideline 4.9.2 governing marquees on
existing buildings.
4.15.7. GUIDELINE:
Main floor window graphics (non-advertising) shall not exceed 25% coverage of the glass; upper floors shall not exceed
20% of the glass. Advertising graphics are limited to 10% of window area for permanent, and 15% for temporary
graphics.
4.15.8. GUIDELINE:
Flags and banners are permissible outside the graphic channel. Board shall consider these on an individual basis.
4.15.9. GUIDELINE:
Wall advertising graphics were often used around 1900 in commercial districts. Such graphics are permissible.
Proposed wall graphics should be evaluated by the Landmarks Board on a case-by-case basis, for responsiveness
to the overall District atmosphere and theme and the impact on masonry building fabric.
4.15.10. GUIDELINE:
Original marquees should be maintained. New fixed marquees or canopies may be approved if it can be demonstrated
that a canopy was original or that the building type would accept a canopy of the proposed type.
SECRETARY OF THE INTERIOR’S STANDARDS FOR REHABILITATION:
The following standards would apply to this proposed alteration:
2.
The historic character of a property will be retained and preserved. The removal of historic materials or alteration of
features, spaces, and spatial relationships that characterize a property will be avoided.
4.
Most properties change over time; those changes that have acquired historic significance in their own right shall be
retained and preserved.
5.
Distinctive features, finishes, and construction techniques or examples of craftsmanship that characterize a property
shall be preserved.
historic materials, features, and
9.
New additions, exterior alterations, or related new construction will not destroy
spatial relationships that characterize the property. The new work will be differentiated from the old and will be compatible
with the historic materials, features, size, scale and proportion, and massing to protect the integrity of the property and its
environment.

PRESERVATION BRIEF #25 (https://www.nps.gov/tps/how-to-preserve/briefs/25-signs.htm):
New Signs and Historic Buildings
Preserving old signs is one thing. Making new ones is another. Closely related to the preservation of historic signs on
historic buildings is the subject of new signs for historic buildings. Determining what new signs are appropriate for historic
buildings, however, involves a major paradox: Historic sign practices were not always "sympathetic" to buildings. They were

LANDMARKS BOARD
STAFF REPORT
often unsympathetic to the building, or frankly contemptuous of it. Repeating some historic practices, therefore, would
definitely not be recommended.
Yet many efforts to control signage lead to bland sameness. For this reason the National Park Service discourages the
adoption of local guidelines that are too restrictive, and that effectively dictate uniform signs within commercial districts.
Instead, it encourages communities to promote diversity in signs--their sizes, types, colors, lighting, lettering and other
qualities. It also encourages business owners to choose signs that reflect their own tastes, values, and personalities. At the
same time, tenant sign practices can be stricter than sign ordinances. The National Park Service therefore encourages
businesses to fit their sign programs to the building.
The following points should be considered when designing and constructing new signs for historic buildings:
x
x
x
x
x
x

signs should be viewed as part of an overall graphics system for the building. They do not have to do all the "work"
by themselves. The building's form, name and outstanding features, both decorative and functional, also support the
advertising function of a sign. Signs should work with the building, rather than against it.
new signs should respect the size, scale and design of the historic building. Often features or details of the building
will suggest a motif for new signs.
sign placement is important: new signs should not obscure significant features of the historic building. (Signs above
a storefront should fit within the historic signboard, for example.)
new signs should also respect neighboring buildings. They should not shadow or overpower adjacent structures.
sign materials should be compatible with those of the historic building. Materials characteristic of the building's
period and style, used in contemporary designs, can form effective new signs.
new signs should be attached to the building carefully, both to prevent damage to historic fabric, and to ensure the
safety of pedestrians. Fittings should penetrate mortar joints rather than brick, for example, and signloads should be
properly calculated and distributed.

ZONING ORDINANCE:
In addition, the Springfield Zoning Ordinance states:
In the event the Landmarks Board concludes that the request, if granted, will have a detrimental effect upon the Historic
Landmarks or Historic District or any adverse effect on an historical or architectural resource, then the Landmarks Board
shall Deny the request for a certificate.

ARCHITECTURAL SIGNIFICANCE OF PROPERTY:
The Commercial Street Historical Site District Architectural Survey that was prepared for this building stated the
following:
The building front has been remodeled to include new windows on the first level. The entrance has ceramic tile
apparently installed by one of the original tenants.... The windows on the front are different than others on
Commercial Street in the sense that they are more closely spaced.
The National Register nomination identified this property with the following narrative:
The western portion [205 W. Commercial] was constructed between 1902 and 1910; the eastern portion [203 W.
Commercial] was constructed between 1896 and 1891. The two story brick building at 203 East Commercial [at
the east end] was enlarged considerably between 1902 and 1910 by a three-story addition that reiterates the
fenestration and belt courses of the earlier front but deviates in the corbeled treatment of the roof line.

Application for Certificate of Appropriateness
**E>dZKE/^hD/dd> INSTRUCTIONS**
**PLEASE FOLLOW STEPS 1 & 2 BEFORE SUBMITTING THIS APPLICATION**
ϭ͘ Pre-apply and, if needed, pay your processing fees online at thiƐ>/E<
Ϯ͘ Wait for a "pre-screen complete" e-mail from the City of Springfield with
instructions for e-plans review process.
ϯ͘ Complete this application and upload a digital (pdf) copy through e-plans.

Office Use Only
Date Filed:
Received By:
Review:
Administrative



Landmarks Board

The applicant seeks to show the following:
1. That the proposed work will be done in conformance with the Secretary of Interior Standards for Rehabilitation.
2. That the proposed work will be done in conformance with any applicable design guidelines or standards that the
Landmarks Board has established and adopted. (Commercial Street and Walnut Street Districts and Mid-Town
Neighborhood historic sites only)
3. That the proposed work will be done in conformance with all other relevant requirements of the Springfield
Zoning Ordinance.
THEREFORE, applicant requests that the Certificate of Appropriateness be approved for the property as proposed in this
submittal.
We, the signers of this application, do attest to the truth and correctness of all facts and information presented with
this application and understand that, if approved, all work must be done under a building permit issued by the
Department of Building Development Services. Approval of this application does not constitute approval of a building
permit, nor does it certify that the zoning is appropriate for the proposed uses. These are separate processes that
must be initiated by the applicants. We further understand that approval of this application does not constitute
approval for tax certification under the Tax Reform Act of 1986 or amendments thereto.

Signature(s):
ignature(s):

Date:
2/22/2021

Please type or print name(s) clearly:
Sara Bowles - Pinnacle Sign Group

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit A: REQUEST FOR CERTIFICATE OF APPROPRIATENESS

Please use this form only. Form may be photocopied. Please type or print.
For instructions, see pages 5-8
1. Property address: 203 W. Commercial St. Springfield, MO
APPLICANT INFORMATION:
2. Name of current property owner: CJ Famous Ent LLC
If corporation: Corporate Official: Jody Jefferies
Mailing Address: 2311 W. Winchester St. Springfield, MO
Zip Code: 65807
Telephone:
Fax:
jej@bjmweb.com
E-mail:
3. AUTHORIZED REPRESENTATIVE:
(The representative should have the authority to commit the applicant to changes
that may be suggested by the Board):
Name: Sara Bowles - Pinnacle Sign Group
Signature:
Mailing Address:
ddress: 505 N. Glenstone Ave. Springfield MO
Telephone: 417-869-6468
E-mail: sarab@psgsign.com

(Corporate Seal)

Zip Code: 65802

Fax:

4. BUILDING DEVELOPMENT SERVICES DISCUSSION: (Before submitting this application, the applicant should discuss
the project with BDS. Their phone number is 417-864-1059.)
Date of discussion: 2/22/2021

NOTE: The property owner must either sign this application or give City staff a power of attorney showing that another
person is authorized to sign.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit B: DESCRIPTION OF PROPOSED WORK & SUPPORTING INFORMATION
Please use this form only. Form may be photocopied. Please type or print.
1. TYPE OF WORK PROPOSED: (Check all that apply. All work items require a written description of the proposed
work. Additional required supporting information is denoted after each item and must be attached. See
Instructions, page 5. Maximum size for drawings: 11 x 17 inches. NOTE: Even though you check the “Other” or
the “New Construction” box, you must still give information on individual features such as windows, doors, etc.,
included in a large project.)










Addition (1,2, 3, 7)
Awnings (2, 3, 4 or 5, 6)
Building Relocation (1, 2, 3, 7)
Demolition (1, 2, 3, 7)
Door (2, 3, 4 or 5, 6)
Fence (1, 2, 3, 5)
Guttering (2, 3, 4 or 5, 6)









Handicapped Ramp (1, 2, 3)
New Construction (1, 2, 3, 7)
Parking (1, 3)
Porch (1, 2, 3)
Retaining Wall (1, 2, 3)



✔




Sidewalk (1, 3)
Siding (3, 4 or 5)
Sign (1, 2, 3, 6)
Window (2, 3, 4 or 5, 6)
Archeological Site (1, 3, 8)

Roof-New (3, 4 or 5, 7)
Re-roof (3, 4)

Other (specify):

1 – Site Plans
2 – Elevations
3 – Photographs
4 – Sample of materials to be used

5 – Product literature
6 – Drawings
7 – Exhibit C – Why proposed work should be approved
8 – State historic Preservation Officer Comments

2. DESCRIPTION OF PROPOSED WORK: (attach additional pages if necessary)
Famous Historic Lofts & Offices are proposing new signage of hand-lettering painted on the i-beam and a flat
panel with applied graphics. The flat panel will have 6 attachments into the mortar not the brick to match the
guidelines per Historic Preservation.
1) See attachment - "Sitemap"
2) See attachment - "1008-20-EWAL-1-10"
3) See attachment - "South_Elevation"
6) See attachments - "1008-20-EWAL-1-10" & "1008-20-SPEC-1-01"

NOTE: An application is considered incomplete until all supporting materials, as specified in Item 1 above, are attached.

Incomplete applications will not be processed or scheduled for a public hearing.
City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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68' of building frontage

17 SQFT

Sparlin, Michael
From:
Sent:
To:
Cc:
Subject:
Attachments:

Sparlin, Michael
Thursday, June 25, 2020 10:12 AM
Steve Retherford
Debbie Sheals; Jodie Jeffrey; Jinna; Chris Taft; Donnie Volentine
RE: 203 West Commercial Street - Famous Building
conklin sign c street 2.JPG; conklin sign c street.JPG

Hi Steve,
Thank you for reaching out after uncovering the sign. It really is an incredible find. After checking with a variety of
sources and speaking with the Commercial Street representative/Chairman of the Landmarks Board, we would
encourage and recommend preserving the sign. The sign is a historic feature and is an important part of the character. It
serves as a connection to the past development on Commercial Street. Preservation Brief #25
(https://www.nps.gov/tps/how‐to‐preserve/briefs/25‐signs.htm) also recommends retaining, as the sign may be the
only indicator of a building’s historic use.
I can understand the concern with having two names. Perhaps there’s a way to accommodate both without too much
confusion. I think a conversation with the Board in a meeting would be a good idea. I can see where they might be able
to approve a new sign that visually supersedes the old sign, while still respecting it. There is more area that can be used
in the “graphic channel” for new signage.
I’ve attached a picture of another building that has retained its historic sign and also placed their current business
signage in a location that is clearly visible.
People love researching the history of historic buildings in Springfield. It’s quiet the thrill to see old pictures with the
same features today! We believe that retaining signs like these makes the Historic District richer and more interesting.
Please let us know what your plans are. We’d love to hear your plans for the sign/building and see if we can help with
accommodating new signage. Those windows look so good! It’s been creating quiet the excitement in the district!
Michael Sparlin, Senior City Planner
City of Springfield, Missouri
Planning & Development Department
Development Review Office
417.864.1091
From: Sparlin, Michael
Sent: Tuesday, June 23, 2020 10:03 AM
To: Steve Retherford <s.retherford@lscinc.com>
Cc: Debbie Sheals <debsheals@gmail.com>; Jodie Jeffrey <jej@bjmweb.com>; Jinna <jsc25267@gmail.com>; Chris Taft
<C.Taft@lscinc.com>; Donnie Volentine <d.volentine@lscinc.com>
Subject: RE: 203 West Commercial Street ‐ Famous Building
Thank you, Steve, for bringing this to my attention. I’ll do a little research and I might ask the Commercial Street
Representative of the Landmarks Board for guidance. I’ll get back to you soon.
Michael Sparlin, Senior City Planner
City of Springfield, Missouri
1

Planning & Development Department
Development Review Office
417.864.1091
From: Steve Retherford <s.retherford@lscinc.com>
Sent: Monday, June 22, 2020 2:51 PM
To: Sparlin, Michael <msparlin@springfieldmo.gov>
Cc: Debbie Sheals <debsheals@gmail.com>; Jodie Jeffrey <jej@bjmweb.com>; Jinna <jsc25267@gmail.com>; Chris Taft
<C.Taft@lscinc.com>; Donnie Volentine <d.volentine@lscinc.com>
Subject: RE: 203 West Commercial Street ‐ Famous Building
**CAUTION** This email originated from outside the organization. Do not open attachments or click links from sources
you do not know and trust.
‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐
‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐
Good Afternoon Michael,
I hope this email finds you doing well.
As the project is approaching the final stages on the interior portion of the project, the contractors are moving to
complete the exterior work. During the demolition of the existing storefront and the wood fascia that was coving the
now exposed existing structural beam, they discover that the beam had a painted sign referencing the McNier Furniture
– Carpet Co. See attached photo for reference.
I was asked by the Owners and Deb Sheals to reach out to you to see if there was any historical significance for this
signage, as the plan has been to paint the existing structural steel beam to the color as approved on the documents. It
was not know that this existing until it was uncovered. As well the owner does not want to leave the McNier name to
prevent future confusion since they are marketing the building as the “Famous Building”.
Thank you for your time and please feel free to contact me to review.
Steven F. Retherford, AIA
Principal
Facility Design Group, LLC

417‐582‐4007 – office
417‐693‐6188 ‐ cell
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PLANNING AND DEVELOPMENT DEPARTMENT
DEVELOPMENT REVIEW OFFICE
MEMORANDUM
DATE:

April 2, 2021

TO:

Landmarks Board

FROM:

Michael Sparlin
Senior Planner

SUBJECT:

Certificate of Appropriateness – 203 & 205 W. Commercial Street

The purpose of this memo is to detail the project history related to the original sign and
the proposed sign.
On June 22, 2020, Steven Retherford e-mail city staff to seek guidance on the original
sign that had been uncovered when completing exterior work to the structure. City Staff,
after consultation with the Landmark’s Board Commercial Street Representative, Paden
Chambers, recommended that the original sign be preserved. That e-mail chain is
attached.
During the public hearing for the Certificate of Appropriateness for the proposed new
sign, Paden Chambers provided a photograph taken on September 24, 2020 that shows
the original sign being painted over on this date.
A sign permit application was received by the Department of Building Development
Services (BDS) on October 12, 2020. After review by BDS staff, the sign was installed.
On February 19, 2021, BDS staff informed Landmarks Board’s staff that the sign permit
needed review. Landmarks Board staff informed both DBS staff and Pinnacle Signs that
the sign is required to be reviewed by the Landmarks Board.
Since the Landmarks Board meeting on March 10th, I have been in conversation with
other City staff to ensure that a situation like this is prevented in the future. There are few
actionable steps we are taking to aid in the identification of historic properties and the
proper permitting is followed. First, we are making changes to our software to identify
historic properties earlier in the process so that these cases can be forwarded to
Landmarks Board staff and the proper review. Secondly, we will be adjusting our maps
so the historic properties are easier to identify. I will be conducting a training to City staff
members to help them identify historic properties and what regulations are applicable to
these properties. I anticipate these corrective actions will facilitate a better dialogue
between City staff so that the proper permitting is followed and Landmarks Board is
given review of alterations prior to permit issuance.
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LANDMARKS BOARD PUBLIC HEARING:

MAY 5, 2021
CASE: Certificate of Appropriateness
DESIGNATION: Historic Site – Masonic Temple
LOCATION: 305 East Walnut Street
APPLICANT: MBH, LLC
STAFF: Michael Sparlin, 417-864-1091

STAFF RECOMMENDATION: Approve

SUMMARY OF PROPOSAL:
1. Install signage on north elevation as shown in submitted materials.
FINDINGS FOR STAFF RECOMMENDATION:
1. The National Park Services (NPS) Preservation Brief #25 states that new signs should respect the size, scale and
design of the historic building.
2. NPS Preservation Brief #25 also states that sign materials should be compatible with those of the historic building.
Materials characteristic of the building's period and style, used in contemporary designs, can form effective new
signs.
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APPLICANT’S DESCRIPTION OF PROPOSAL:
We are proposing to add a sign on the South face of Hotel Vandivort in Downtown Springfield. It will be for the restaurant,
The Order. It will be of the same style as the existing sign right above it, which is for the hotel.
STAFF COMMENTS:
1. The proposed sign appears to be consistent with the National Park Services (NPS) Preservation Brief #25 which
states that new signs should respect the size, scale and design of the historic building.
2. All proposed work is required to receive a building permit to be issued by Building Development Services. All other
requirements of the Zoning Ordinance and Building Code shall apply.

DESIGN GUIDELINES AND STANDARDS
SECRETARY OF THE INTERIOR’S STANDARDS FOR REHABILITATION:
The following standards would apply to this proposed alteration:
2.
The historic character of a property will be retained and preserved. The removal of historic materials or alteration of
features, spaces, and spatial relationships that characterize a property will be avoided.
4.
Most properties change over time; those changes that have acquired historic significance in their own right shall be
retained and preserved.
5.
Distinctive features, finishes, and construction techniques or examples of craftsmanship that characterize a property
shall be preserved.
9.
New additions, exterior alterations, or related new construction will not destroy historic materials, features, and
spatial relationships that characterize the property. The new work will be differentiated from the old and will be compatible
with the historic materials, features, size, scale and proportion, and massing to protect the integrity of the property and its
environment.

PRESERVATION BRIEF #25 (https://www.nps.gov/tps/how-to-preserve/briefs/25-signs.htm):
New Signs and Historic Buildings
Preserving old signs is one thing. Making new ones is another. Closely related to the preservation of historic signs on
historic buildings is the subject of new signs for historic buildings. Determining what new signs are appropriate for historic
buildings, however, involves a major paradox: Historic sign practices were not always "sympathetic" to buildings. They were
often unsympathetic to the building, or frankly contemptuous of it. Repeating some historic practices, therefore, would
definitely not be recommended.
Yet many efforts to control signage lead to bland sameness. For this reason the National Park Service discourages the
adoption of local guidelines that are too restrictive, and that effectively dictate uniform signs within commercial districts.
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Instead, it encourages communities to promote diversity in signs--their sizes, types, colors, lighting, lettering and other
qualities. It also encourages business owners to choose signs that reflect their own tastes, values, and personalities. At the
same time, tenant sign practices can be stricter than sign ordinances. The National Park Service therefore encourages
businesses to fit their sign programs to the building.
The following points should be considered when designing and constructing new signs for historic buildings:
•
•
•
•
•
•

signs should be viewed as part of an overall graphics system for the building. They do not have to do all the "work"
by themselves. The building's form, name and outstanding features, both decorative and functional, also support the
advertising function of a sign. Signs should work with the building, rather than against it.
new signs should respect the size, scale and design of the historic building. Often features or details of the building
will suggest a motif for new signs.
sign placement is important: new signs should not obscure significant features of the historic building. (Signs above
a storefront should fit within the historic signboard, for example.)
new signs should also respect neighboring buildings. They should not shadow or overpower adjacent structures.
sign materials should be compatible with those of the historic building. Materials characteristic of the building's
period and style, used in contemporary designs, can form effective new signs.
new signs should be attached to the building carefully, both to prevent damage to historic fabric, and to ensure the
safety of pedestrians. Fittings should penetrate mortar joints rather than brick, for example, and signloads should be
properly calculated and distributed.

ZONING ORDINANCE:
In addition, the Springfield Zoning Ordinance states:
In the event the Landmarks Board concludes that the request, if granted, will have a detrimental effect upon the Historic
Landmarks or Historic District or any adverse effect on an historical or architectural resource, then the Landmarks Board
shall Deny the request for a certificate.

ARCHITECTURAL SIGNIFICANCE OF PROPERTY:
From the Springfield Historic Register nomination in 1986:
The brick four story structure has a flat parapet with stone coping. The projecting cornice blow the parapet is
made of pressed metal. Broad pilasters separate the façade into three primary bays. Window opening shave
their original one over one light sash with stone lintels and sills. Between the third and fourth story there is a
centered panel of brick red terra cotta with the words: Masonic Temple. The lodge entrance has a brightly
colored hexagonal tile floor before a recessed entrance. The first floor store fronts have had minor alterations.

Application for Certificate of Appropriateness
**E>dZKE/^hD/dd> INSTRUCTIONS**
**PLEASE FOLLOW STEPS 1 & 2 BEFORE SUBMITTING THIS APPLICATION**
ϭ͘ Pre-apply and, if needed, pay your processing fees online at thiƐ>/E<
Ϯ͘ Wait for a "pre-screen complete" e-mail from the City of Springfield with
instructions for e-plans review process.
ϯ͘ Complete this application and upload a digital (pdf) copy through e-plans.

Office Use Only
Date Filed:
Received By:
Review:
Administrative



Landmarks Board

The applicant seeks to show the following:
1. That the proposed work will be done in conformance with the Secretary of Interior Standards for Rehabilitation.
2. That the proposed work will be done in conformance with any applicable design guidelines or standards that the
Landmarks Board has established and adopted. (Commercial Street and Walnut Street Districts and Mid-Town
Neighborhood historic sites only)
3. That the proposed work will be done in conformance with all other relevant requirements of the Springfield
Zoning Ordinance.
THEREFORE, applicant requests that the Certificate of Appropriateness be approved for the property as proposed in this
submittal.
We, the signers of this application, do attest to the truth and correctness of all facts and information presented with
this application and understand that, if approved, all work must be done under a building permit issued by the
Department of Building Development Services. Approval of this application does not constitute approval of a building
permit, nor does it certify that the zoning is appropriate for the proposed uses. These are separate processes that
must be initiated by the applicants. We further understand that approval of this application does not constitute
approval for tax certification under the Tax Reform Act of 1986 or amendments thereto.

Signature(s):

Date:

04-15-2021

Please type or print name(s) clearly:

John McQueary

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit A: REQUEST FOR CERTIFICATE OF APPROPRIATENESS

Please use this form only. Form may be photocopied. Please type or print.
For instructions, see pages 5-8
1. Property address: 305 E. Walnut Street
APPLICANT INFORMATION:
2. Name of current property owner: MBH, LLC (City of Springfield Via Chapter 100)
If corporation: Corporate Official: John McQueary
Mailing Address: 205 E. Water Street Springfield, MO
Telephone: 417-849-1481
Fax: --Zip Code: 65807
E-mail: JohnPmcq@gmail.com
3. AUTHORIZED REPRESENTATIVE:
(The representative should have the authority to commit the applicant to changes
that may be suggested by the Board):
Name: Anthony Collins
Signature:
Mailing Address:
Telephone:

(Corporate Seal)

Zip Code:

Fax:

E-mail:

4. BUILDING DEVELOPMENT SERVICES DISCUSSION: (Before submitting this application, the applicant should discuss
the project with BDS. Their phone number is 417-864-1059.)
Date of discussion:

NOTE: The property owner must either sign this application or give City staff a power of attorney showing that another
person is authorized to sign.
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Exhibit B: DESCRIPTION OF PROPOSED WORK & SUPPORTING INFORMATION
Please use this form only. Form may be photocopied. Please type or print.
1. TYPE OF WORK PROPOSED: (Check all that apply. All work items require a written description of the proposed
work. Additional required supporting information is denoted after each item and must be attached. See
Instructions, page 5. Maximum size for drawings: 11 x 17 inches. NOTE: Even though you check the “Other” or
the “New Construction” box, you must still give information on individual features such as windows, doors, etc.,
included in a large project.)









Demolition (1, 2, 3, 7)



Other (specify):

Addition (1,2, 3, 7)
Awnings (2, 3, 4 or 5, 6)
Building Relocation (1, 2, 3, 7)

Door (2, 3, 4 or 5, 6)
Fence (1, 2, 3, 5)
Guttering (2, 3, 4 or 5, 6)

1 – Site Plans
2 – Elevations
3 – Photographs
4 – Sample of materials to be used









Handicapped Ramp (1, 2, 3)
New Construction (1, 2, 3, 7)
Parking (1, 3)
Porch (1, 2, 3)
Retaining Wall (1, 2, 3)







Sidewalk (1, 3)
Siding (3, 4 or 5)
Sign (1, 2, 3, 6)
Window (2, 3, 4 or 5, 6)
Archeological Site (1, 3, 8)

Roof-New (3, 4 or 5, 7)
Re-roof (3, 4)

5 – Product literature
6 – Drawings
7 – Exhibit C – Why proposed work should be approved
8 – State historic Preservation Officer Comments

2. DESCRIPTION OF PROPOSED WORK: (attach additional pages if necessary)
We are proposing to add a sign on the South face of Hotel Vandivort in Downtown Springfield. It will be
for the restaurant, The Order. It will be of the same style as the existing sign right above it, which is for
the hotel.

NOTE: An application is considered incomplete until all supporting materials, as specified in Item 1 above, are attached.

Incomplete applications will not be processed or scheduled for a public hearing.
City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit C: WHY PROPOSED WORK SHOULD BE APPROVED
Please use this form only. Form may be photocopied. Please type or print.
When proposing a major project, please use this page to give information in support of your request. (See Exhibit B, item
1, above: “Type of Work Proposed,” key # 7. Suggested items of discussion are included in the Instructions, page 7.)

This image shows an image of the building from the early 1900s. It demonstrates that this type of sign historically existed on this building.
The proposed sign will be of the same style as the main hotel sign which was approved during our main renovation.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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INSTRUCTIONS FOR FILLING AN APPLICATION FOR A CERTIFICATE OF APPROPRAITENESS
Explanation of the Process
A Certificate of Appropriateness ensures that proposed work on the exterior of certain historic-designated properties
conforms to the requirements established by that historic designation. A building permit cannot be issued for the
proposed work until a Certificate of Appropriateness has been approved. Prior to submitting an application, you should
discuss your project with Building Development Services to ensure you are not proposing something that violates the
International Building Code. Even though you might receive a Certificate of Appropriateness from the Development
Review Office staff or the Landmarks Board, the project must also comply with the International Building Code to receive
a building permit.
For staff or the Landmarks Board to approve a Certificate of Appropriateness the following must be considered:
A.
B.
C.
D.

E.

That the proposed work will be done in conformance with the Secretary of Interior's Standards for
Rehabilitation;
That the proposed work will be done in conformance with any design guidelines or standards that the
Landmarks Board has established and adopted;
For new construction, whether the building or structure will be harmonious with or incongruous to the old and
historic aspects of the surroundings;
For demolitions:
x the impact the proposed removal would have on the integrity and continuity of the Historic Landmark or
Historic District of which it is part; and
x the nature of the structure as a representative type; and
x the condition of the structure from the standpoint of structural integrity and the extent of work
necessary to stabilize the structure; and
x The ability of the subject structure or site to produce a reasonable economic return on investment to its
owner; and
x The post-demolition plans for the site and the relation of those plans to the surrounding area.
For archeological sites, the effect of the proposed project on the site and what actions are being undertaken to
record and/or preserve the site.

Completion of the Application
The application must be completed in full and signed by the property owner (unless a power of attorney is provided to
staff) for the application to be considered complete. Exhibits A, B and C (if applicable) will be included with the staff
analysis that will be sent to the Landmarks Board if the request cannot be approved administratively.
Exhibit A
This exhibit provides basic information about the property and the applicant. If the applicant designates a
representative and does not intend to attend the Landmarks Board meeting, it is important that the representative be
able to commit to changes that may be suggested by the Board, otherwise the application may have to be table pending
the applicant’s response.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit B
It is important that Exhibit B be thoroughly completed because it provides essential background information that is used
in staff’s analysis of the request and the Landmarks Board’s basis for approval. The process will proceed much quicker if
staff and the Landmarks Board have a clear understanding of the proposed work. If you think additional information
may be helpful in approving a certificate, you may include that information. If staff or the Landmarks Board determine
additional information is necessary, they will request it. This may result in a two week delay if the Landmarks Board
must table the request to receive the additional information.
In order for Exhibit B to be considered complete, the supporting information listed after each work item must also be
included with the application. If the specific work is not listed, staff can assist in determining what supplemental data
needs to be provided with the application. All supplemental documents must be submitted on a page size no greater
than 11 inches by 17 inches.
Site Plans: A site plan is an outline or bird’s eye view of a lot showing all structures, including fences and patios. It shows
property lines, adjoining streets and alleys, building dimensions, locations of driveways and parking areas, the number of
feet structures are set back from property lines, a north arrow, and the scale of the drawing if it is done to scale. Where
site plans are required, submit one for the existing condition and one for the proposed condition. For minor work, such
as a new sidewalk, only one site plan showing both the existing and new conditions is sufficient. If the proposed work is
attached to an existing building rather than freestanding (i.e., a new sign on the front of a building that fronts directly on
the street), a site plan may not be necessary. An aerial photograph can be substituted for a drawn site plan provided
there is a scale and it is adequately labeled.
Elevations: An elevation is a drawing showing the view of a single side of a building, giving the location of all doors,
windows, awnings, sign channel, roof pitch, etc. and the scale of the drawing if it is drawn to scale. Show all sides
affected by the proposed work. Where elevations are required, submit one for the existing condition and one for the
proposed condition. Photographs may be substituted for elevation drawings provided all details can be seen (not
obscured by plantings or other structures).
Photographs: Photographs showing the existing condition of the area of proposed work are required for all applications.
For example, if awnings are proposed for installation over windows and doors, photographs must be submitted for each
side of the structure where awnings will be installed. The photographs should generally be in color and can be from a
film or digital camera printed at a suitable size to distinguish relevant details. For most applications, digitally
manipulated photographs can also be submitted instead of elevation drawings to show how the proposed work will look
when completed.
Sample of materials to be used: It is often helpful for the staff and Board to see an actual sample of the materials
proposed to be used, i.e., shingles, siding, bricks. If a sample cannot be obtained, literature describing the product can
usually be substituted.
Product literature: Product literature comes from the manufacturer and usually can be obtained from the distributor or
your contractor. It provides a description of the materials proposed to be used and helps in determining the suitability
of that material for the proposed application. A sample of the material to be used can usually be substituted for product
literature.
Drawings: A drawing is an illustration of the proposed work, such as a sign or a window detail.
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State Historic Preservation Officer Comments: For archeological sites, you must submit comments and
recommendations of the State Historic Preservation Officer concerning the effect of the proposed project on the site
and what action(s) should be undertaken to record and/or preserve the site.
Try to describe the proposed work as simply as possible, but be sure to describe all the work to be done. When
replacing a material be sure to identify the existing and proposed material, for example, when re-roofing specify
composition, wood, slate, tile, asphalt or steel.
Exhibit C
Exhibit C is the applicant’s primary opportunity to demonstrate why the Certificate of Appropriateness, for major
alterations to historic structure or site, should be approved by the Landmarks Board. While Exhibit C may be included
with any application, it is only required for the work indicated under Item 1, Exhibit B.
Suggested items of discussion for Why the Proposed Work Should Be Approved (Exhibit B) include.
A.

Explain how the proposed project conforms with the Secretary of Interior's Standards for Rehabilitation,
including the following:
x
x
x
x
x
x

x
x
x

x

B.

Whether the property will be used for its historic purpose or be placed in a new use that requires
minimal change to the defining characteristics of the building and its site and environment.
How the historic character of a property will be retained and preserved. (The removal of historic
materials or alteration of features and spaces that characterize a property is discouraged.)
How the property will be maintained as a physical record of its time, place, and use. (Changes that
create a false sense of historical development, such as adding conjectural features or architectural
elements from other buildings, are discouraged.)
How changes that have occurred over time and acquired historic significance in their own right will be
retained and preserved.
How distinctive features, finishes, and construction techniques or examples of craftsmanship that
characterize a property will be preserved.
Plans to repair rather than replace deteriorated historic features. (Where the severity of deterioration
requires replacement of a distinctive feature, the new feature should match the old in design, color,
texture, and other visual qualities and, where possible, materials. Replacement of missing features
should be substantiated by documentary, physical, or pictorial evidence.)
How the surface cleaning of structures, if appropriate, shall be undertaken. (The gentlest means possible
should be used. Chemical or physical treatments, such as sandblasting, that cause damage to historic
materials should not be used.)
How significant archaeological resources affected by a project will be protected and preserved. What
mitigation measures shall be undertaken if such resources must be disturbed.
How new additions, exterior alterations, or related new construction will not destroy historic materials
that characterize the property. (The new work should be differentiated from the old but be compatible
with the massing, size, scale, and architectural features to protect the historic integrity of the property
and its environment.)
How new additions and adjacent or related new construction will be undertaken so that if removed in
the future, the essential form and integrity of the historic property and its environment will be
unimpaired.

Explain how the project conforms to local design guidelines or standards adopted by the Landmarks Board. Local
design guidelines generally take precedence over the Secretary of Interior's Standards for Rehabilitation. Local
design guidelines have been adopted for the Commercial Street and Walnut Street Districts and the Mid-Town
Neighborhood (historic sites only), and copies are available from the Development Review Office.
City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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C.

For new construction, discuss the extent to which the building or structure will be harmonious with or
incongruous to the old and historic aspects of the surroundings. It is not the intent to discourage contemporary
architectural expression or to encourage the emulation of existing buildings or structures of historic or
architectural interest in specific detail. Harmony or incompatibility is evaluated in terms of the appropriateness
of materials, scale, size, height, and placement of a new building or structure in relationship to existing buildings
and structures and to the overall setting.

D.

For demolitions, discuss.
x The impact the proposed removal will have on the integrity and continuity of the Historic Landmark or
Historic District of which it is part.
x The nature of the resource as a representative type or style of architecture, socio-economic development,
historical association or other element of the original designation criteria applicable to such structure or
site.
x The condition of the resource from the standpoint of structural integrity and the extent of work necessary
to stabilize the structure.
x The ability of the subject structure or site to produce a reasonable economic return on investment to its
owner.
x The post-demolition plans for the site and the relation of those plans to the surrounding area.

E.

For archeological resources, discuss the effect of the proposed project on the site and what action(s) will be
undertaken to record and/or preserve the site.

Deadlines for filing an Application
The Development Review Office accepts applications daily. If the application can be approved administratively,
processing of the application will begin immediately. The Landmarks Board holds regularly scheduled meetings each
month (contact the Development Review Office for a current processing schedule). This application must be in the
Development Review Office no later than the application deadline date listed on the processing schedule (Generally 15
days prior to the meeting where the application will be considered). This application must be complete, or it will be
returned to the applicant and will not be placed on the agenda.
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1'-4"
(mounting plate)

6'-0 3/8"
8"

10"
(sign cabinet)

5'-4"

Paint returns, retainer, mounting arms,
- Manufacture and install double sided, internally illuminated,
mount bracket & screw heads matte black face lit, ﬂag mount sign cabinet; 10” deep cabinet; 3” square
aluminum tube arms welded to 3/8” aluminum mounting plate;
White acrylic faces with black vinyl applied 1st surface

2'-0"

3'-6 3/4"

3/8"

A

EXISTING
NOT TO SCALE
FRONT VIEW
SCALE 3/4” = 1’-0”

SIDE VIEW
SCALE 3/4” = 1’-0”

Double-sided, internally illuminated
sign cabinet

3/8” aluminum mounting bracket
TOP VIEW
SCALE 3/4” = 1’-0”

04-09-21
HV-SGF-EWALL-1A
A-1

HOTEL VANDIVORT
SPRINGFIELD, MO

“THE ORDER” WALL SIGN

1'-6"
19'-0"

3” square mounting arms

22'-6 3/4"

10"

3"

1'-4"

(Qty.8) 3/8” lag and shield
spaced at 12” OC

LOCATION VIEW
SCALE 1/16” = 1’-0”

Anthony Collins
J. Dowden
NOTED

GENESIS
SIGN FINISHES

NIGHT TIME VIEW
NOT TO SCALE

LANDMARKS board
Staff Report
LANDMARKS BOARD PUBLIC HEARING:

MAY 5, 2021
CASE: Certificate of Appropriateness
DESIGNATION: Historic Site – Ledgerwood
House
LOCATION: 1348 N. Washington Avenue
APPLICANT: Joshua and Micha Even
STAFF: Michael Sparlin, 417-864-1091

STAFF RECOMMENDATION: Approve

SUMMARY OF PROPOSAL:
1. Construct a new garage in the rear yard
2. Install new fencing and gate along rear property line, adjacent to alley
3. Install a permeable driveway from rear alley
FINDINGS FOR STAFF RECOMMENDATION:
1. The house at 1348 North Washington Avenue is a contributing structure in the Mid-Town National Historic District.
The property is also listed as a local historic site in the Springfield Historic Register.
2. The proposed garage appears to be consistent with the Mid-Town Design Guidelines and Secretary of the Interior
Standards which recommends that new construction be compatible with the historic materials, features, size, scale
and proportion, and massing to protect the integrity of the property and its environment. The proposed garage will
not be highly visible from Washington Avenue.
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APPLICANT’S DESCRIPTION OF PROPOSAL:
The owners would like to build a detached garage so they can have adequate space for vehicles, yard tools, bicycles,
kayaks and space for small household repairs. The plans will indicate garage doors on two sides so the space can also
function as a covered outdoor area for gatherings that will be connected to an outdoor patio. A covered space for a
bicycle/canoe trailer is proposed on the east side of the garage. New fencing and gates are proposed on the east side of
the lot for privacy and security. A permeable hard surface driveway is proposed from the alley access as indicated on the
plans. Demolition is only mentioned in regard to the existing shed which has no historical significance. The family has
outgrown its usefulness, plus the shed is beyond repair and is quickly becoming an eyesore.
The work will involve typical new construction means and methods and will adhere to all standards provided by the City of
Springfield and Secretary of State regarding historical designation.
STAFF COMMENTS:
1. The Secretary of the Interior Standards recommend that new construction be compatible with the historic materials,
features, size, scale and proportion, and massing to protect the integrity of the property and its environment. Staff
has determined that the proposed garage appears to be consistent with these recommendations.
2. The Mid-Town Design Guidelines provides recommendations for “New Construction” however, they are related to
development of vacant lots within the District. The proposed garage is proposed to be constructed in the rear yard
behind the historic structure and will not be highly visible from Washington Avenue.
3. The Design Guidelines state that the majority of houses in the Mid-Town district have some type of historically
significant outbuilding. It states, “the vast majority of the outbuildings are simple frame garages…constructed after
1910 to accommodate the family’s new automobile.” The subject property does not have a historically significant
outbuilding.
4. All proposed work is required to receive a building permit to be issued by Building Development Services. All other
requirements of the Zoning Ordinance and Building Code shall apply.
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DESIGN STANDARDS & GUIDELINES:
MID-TOWN DESIGN GUIDELINES:
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SECRETARY OF THE INTERIOR’S STANDARDS FOR REHABILITATION:
The following standards would apply to this proposed alteration:
9.
New additions, exterior alterations, or related new construction will not destroy historic materials, features, and
spatial relationships that characterize the property. The new work will be differentiated from the old and will be compatible
with the historic materials, features, size, scale and proportion, and massing to protect the integrity of the property and its
environment.
10. New additions and adjacent or related new construction will be undertaken in such a manner that, if removed in the
future, the essential form and integrity of the historic property and its environment would be unimpaired.
ZONING ORDINANCE:
The Board has the authority to approve or disapprove the proposed application. A building permit will be issued to the
applicant, even if the Board denies the application, sixty (60) days from the date of the application for the building permit.
ARCHITECTURAL SIGNIFICANCE OF PROPERTY:
From the National Register survey:
Listed on July 13, 1989 on the National Register as a Contributing Structure.
Two story frame, asymmetrical plan, three bay residence built c. 1905. The house was has weatherboard siding, a stone
foundation, hipped roof of composition shingles, interior brick chimney, and 1/1 sash windows. Beneath the roof eaves are
large brackets. On the main (W) façade is a one story porch with Tuscan columns and a railing with turned balusters. The
main entrance has an original single light glass and frame door. At the roofline is a hipped dormer.

Exhibit B: DESCRIPTION OF PROPOSED WORK & SUPPORTING INFORMATION
Please use this form only. Form may be photocopied. Please type or print.
1. TYPE OF WORK PROPOSED: (Check all that apply. All work items require a written description of the proposed
work. Additional required supporting information is denoted after each item and must be attached. See
Instructions, page 5. Maximum size for drawings: 11 x 17 inches. NOTE: Even though you check the “Other” or
the “New Construction” box, you must still give information on individual features such as windows, doors, etc.,
included in a large project.)




✔

✔


✔

✔


Addition (1,2, 3, 7)
Awnings (2, 3, 4 or 5, 6)
Building Relocation (1, 2, 3, 7)
Demolition (1, 2, 3, 7)
Door (2, 3, 4 or 5, 6)
Fence (1, 2, 3, 5)
Guttering (2, 3, 4 or 5, 6)


✔





✔


Handicapped Ramp (1, 2, 3)
New Construction (1, 2, 3, 7)
Parking (1, 3)
Porch (1, 2, 3)
Retaining Wall (1, 2, 3)


✔


✔



Sidewalk (1, 3)
Siding (3, 4 or 5)
Sign (1, 2, 3, 6)
Window (2, 3, 4 or 5, 6)
Archeological Site (1, 3, 8)

Roof-New (3, 4 or 5, 7)
Re-roof (3, 4)

Other (specify):

1 – Site Plans
2 – Elevations
3 – Photographs
4 – Sample of materials to be used

5 – Product literature
6 – Drawings
7 – Exhibit C – Why proposed work should be approved
8 – State historic Preservation Officer Comments

2. DESCRIPTION OF PROPOSED WORK: (attach additional pages if necessary)
The owners would like to build a detached garage so they can have adequate space for vehicles, yard tools,
bicycles, kayaks and space for small household repairs. The plans will indicate garage doors on two sides so the
space can also function as a covered outdoor area for gatherings that will be connected to an outdoor patio. A
covered space for a bicycle/canoe trailer is proposed on the east side of the garage. New fencing and gates are
proposed on the east side of the lot for privacy and security. A permeable hard surface driveway is proposed
from the alley access as indicated on the plans. Demolition is only mentioned in regard to the existing shed
which has no historical significance. The family has outgrown its usefulness, plus the shed is beyond repair and is
quickly becoming an eyesore.
The work will involve typical new construction means and methods and will adhere to all standards provided by
the City of Springfield and Secretary of State regarding historical designation.

NOTE: An application is considered incomplete until all supporting materials, as specified in Item 1 above, are attached.

Incomplete applications will not be processed or scheduled for a public hearing.
City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
Page 3 of 8

Exhibit C: WHY PROPOSED WORK SHOULD BE APPROVED
Please use this form only. Form may be photocopied. Please type or print.
When proposing a major project, please use this page to give information in support of your request. (See Exhibit B, item
1, above: “Type of Work Proposed,” key # 7. Suggested items of discussion are included in the Instructions, page 7.)

Many of us have vehicles, yard tools, and outdoor gear that we store in our garage attached to our
modern era home. The Even family is no different - they have outdoor gear, lawn tools and vehicles
they would like to store on their property inside an enclosed structure. The accepted practice for the
neighborhood is to build a detached garage on the alley side of the property. We are also proposing to
access the garage from the alley as shown on the site plan. This is not an unusual request, many of
the homes in this neighborhood have detached garages on the alley side of the lot. Some are small,
some are large and some are in disrepair. The Even garage will be new construction, built with
modern materials that mimic the past in order to preserve the historical value of the property. The
detached garage will enhance the outdoor space by cleaning up the 'clutter' that inevitably ends up in
back yards because of the lack of space inside the home.
Furthermore, a precedence has been set throughout the neighborhood. As shown on page A-3, many
of the homes within the neighborhood and adjoining property owners have detached garages accessed
from the alley. The planed detached garage will blend with the style of the home and integrate certain
aesthetics and architectural details of the home by incorporating materials that mimic the the time
period and historical value of the home while providing a place for typical garage items to be stored
and maintained.
Regarding demolition of the existing shed: Demolition is only mentioned in regard to the existing shed
which has no historical significance. The family has outgrown its usefulness, plus the shed is beyond
repair and is quickly becoming an eyesore. The shed is inconsistent with the historical aspects of the
surroundings and removing it when only enhance the harmonious nature of the neighborhood.
It is the intention of the proposed new structure to adhere to all standards and guidelines adopted by
the Landmarks Board, Mid-Town Neighborhood, City of Springfield building code and Secretary of
State.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
Page 4 of 8
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Even Detached Garage
1348 N. Washington
Springfield, MO 65802

List of exterior materials
Roofing
 Owens Corning – Duration Series
 Website: https://www.owenscorning.com/en-us/roofing/duration-series-shingles
 Color = Estate Gray
 Brochure attached
Windows
 Windsor Next Dimension SH Vinyl Classic Series
 Website: https://www.windsornextdimension.com/classic/double-hung-single-hung-slider
 Color = White 100 series
 GIA = White Ogee style
 Brochure attached
Entry Door
 Waudena Entrance Systems
 Website: https://www.waudena.com/
 Insulated Fiberglass – 1/2 Semi-Divided Clear Glass – 2 Panel
 Brochure attached
Garage Doors
 CloPlay Doors – Grand Harbor
 Website: https://www.clopaydoor.com/grandharbor
 Insulated Steel panel with composite trim boards
 Brochure attached
Siding
 LP Smart Side
 Website: https://lpcorp.com/products/exterior/siding-trim
 5” lap siding (3” exposure)
 Woodgrain texture (smooth also available)
 Color = Painted to match house
Exterior Trim
 LP Smart Side:
 Website: https://lpcorp.com/products/exterior/siding-trim/products/trim-fascia
o Corners = 5/4” x 6” LP corner
o Soffit = 3/8” LP grooved soffit panel
o Frieze Board = 5/4” x 8” LP trim board
o Fascia = 3/4” x 6” LP trim board
o Corbels = Custom cut cedar – painted white
o Window and Door Surround
 Sides = 1x4 LP
 Sill = 2x2 LP
 Head = 1X6 LP
 Cap = 2x2 cedar - custom cut cove – painted white
Gutters
 Ogee Style – Prefinished Metal – Seamless - White
 Downspouts – 3x4 – Prefinished Metal - White
Hardscape
 STANDARTPARK Geo Grid (or similar) – Crushed gravel fill – see attached brochure

EVEN DETACHED GARAGE
ADDENDUM #1

SIDING NOTE CHANGE
DATE: MAY 3, 2021
THIS ADDENDUM MODIFIES AND SUPPLEMENTS THE ORIGINAL ARCHITECTURAL SHEETS
AND ANY PREVIOUSLY ISSUED ADDENDA. THE ITEMS IN THIS ADDENDUM SHALL
SUPERSEDE ANY PORTION OF THE ARCHITECTURAL SHEETS WITH WHICH IT CONFLICTS.
ITEM#1:
THE DRAWING NOTE IN SUBMITTAL SET 1 DATED 4/20/21 REGARDING THE TYPE OF SIDING HAS
BEEN CHANGED AND UPDATED TO REFLECT THE MATERIALS SHEET SPECIFICATIONS:
DRAWING NOTE CHANGE:
“VINYL SIDING TO MATCH EXISTING” HAS BEEN CHANGED TO “LP SMART SIDE 5” LAP SIDING WITH
3 EXPOSURE”
DRAWINGS SHEETS THAT HAVE BEEN CHANGED: A-6 AND A-7
NOTE: IT IS THE INTENTION OF THE SIDING SPECIFICATION TO USE MODERN MATERIALS TO
REPLICATE THE EXISTING SIDING THAT IS CURRENTLY ON THE HOME.
SEE ATTACHED ADDENDUM 1 DRAWING SHEETS PAGES A-6 AND A-7
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TruDeﬁnition

®

DURATION

®

Shingles with Patented SureNail

®

Technology

Colonial Slate†

®

TOTAL PROTECTION. TOTAL CONFIDENCE.
SEAL.

DEFEND.

BREATHE.

TruDeﬁnition

®

DURATION

®

Shingles with Patented SureNail

®

Technology
®

Bold contrast. Deep dimension. TruDeﬁnition.
®

®

TruDeﬁnition Duration Shingles are specially
formulated to provide great contrast and
dimension to any roof. Through the use
of multiple granule colors and shadowing,
TruDeﬁnition Duration Shingles offer a truly
unique and dramatic effect. This exclusive
combination of color and depth is what makes
TruDeﬁnition Duration Shingles like no other.
®

®

®

®

®

®

TruDeﬁnition Duration Shingles are available
in popular colors with bold, lively contrast
and complementing shadow lines for greater
dimension. They feature a Limited Lifetime
Warranty*/‡‡ (for as long as you own your home) and
a 130-MPH Wind Resistance Limited Warranty*.
TruDeﬁnition Duration Shingles are produced
with StreakGuard™ Protection to inhibit the growth of
airborne blue-green algae* that can cause unsightly
dark streaks on your roof. Owens Corning provides
a 10-year Algae Resistance Limited Warranty.*
Beyond the outstanding curb appeal and impressive
warranty coverage, they also come with the advanced
performance of patented SureNail Technology.
®

®

®

The SureNail Difference—
A technological breakthrough in
rooﬁng. The innovative features of
Owens Corning TruDeﬁnition Duration Shingles with
patented SureNail Technology offer the following:
®

®

®

®

Breakthrough Design. Featuring a tough,
woven engineered reinforcing fabric to deliver consistent
fastening during installation.
®

Triple Layer Protection. A unique “triple layer”
of reinforcement occurs when the fabric overlays the
common bond of the shingle laminate layers that offers
excellent fastener holding power.
®

Outstanding Grip. Our enhanced Tru-Bond ‡ sealant
grips tightly to the engineered fabric nailing strip on the
shingle below.
Excellent Adhesive Power. Specially formulated, wide
adhesive bands help keep shingle layers laminated together.
Exceptional Wind Resistance. Engineered to deliver
130-MPH* wind warranty performance with only 4 nails.
Fewer nails required can mean fewer deck penetrations.

®

Excellent Adhesive Power
Outstanding Grip

Triple Layer Protection +
®

Teak†

Breakthrough Design
“No Guess” Wide
Nailing Zone

Double the Common Bond

TruDeﬁnition Duration Shingle Colors
®

®

Amber†

Brownwood†

Chateau Green†

Colonial

Onyx Black†

Quarry Gray†

Shasta White†

Sierra G

Slate†

Gray†

Desert Tan†

Driftwood†

Estate Gra

Slatestone Gray†

Teak†

Terra Cott

ay†

a†

Harbor Blue†

ENERGY STAR
IS FOR ROOFS TOO
®

Product Attributes
Warranty Length*
Limited Lifetime‡‡ (for as long as you own your home)

Similar to the energy-efﬁcient
appliances in your home, rooﬁng
products can help provide
energy-saving qualities. Owens Corning

Wind Resistance Limited Warranty*
130 MPH
Algae Resistance Limited Warranty*

®

10 Years

ENERGY STAR qualiﬁed shingles can help
reduce your heating and cooling bills when
installed properly. These shingles reﬂect solar
energy, helping to decrease the amount of heat
transferred to a home’s interior — and the
amount of air conditioning needed to keep it
comfortable. Actual savings will vary based on
geographic location and individual building
characteristics. Call 1-800-GET-PINK or
®

®

TRU PROtection Non-Prorated Limited Warranty* Period
10 Years

TruDeﬁnition Duration Shingles
Product Speciﬁcations
®

®

Size

13¼" x 39⅜"

Application Exposure

5⅝"

Shingles per Bundle

Not less than 20

®

1-888-STAR-YES for more information.

Average Shingle Count per 3 Bundles

64

Average Coverage per 3 Bundles

98.4 sq. ft.

Applicable Standards and Codes
ASTM D228
ASTM D3018 (Type 1)
ASTM D3161 (Class F Wind Resistance)
ASTM D3462
ASTM D7158 (Class H Wind Resistance)
ASTM E108/UL 790 (Class A Fire Resistance)
ICC-ES AC438#
PRI ER 1378E01
®

Shasta White color meets ENERGY STAR requirements for initial
solar reflectance of 0.25 and 3-year aged solar reflectance of 0.15;
2013 California Building Energy Efficiency Standards, Title 24, Part 6
requirements; rated by the Cool Roof Rating Council (CRRC).

* See actual warranty for complete details, limitations and requirements.
** 2018 Roofing Brand Awareness Study by Owens Corning Roofing and Asphalt, LLC.
† Owens Corning Roofing strives to accurately reproduce photographs of shingles. Due to manufacturing variances, the limitations of the printing process and the variations in natural
lighting, actual shingle colors and granule blends may vary from the photo. The pitch of your roof can also impact how a shingle looks on your home. We suggest that you view a
roofing display or several shingles to get a better idea of the actual color. To accurately judge your shingle and color choice, we recommend that you view it on an actual roof with
a pitch similar to your own roof prior to making your final selection. Color availability subject to change without notice. Ask your professional roofing contractor for samples of colors
available in your area.
+ The amount of Triple Layer Protection may vary on shingle-to-shingle basis.
‡ Tru-Bond is a proprietary premium weathering-grade asphalt sealant that is blended by Owens Corning Roofing and Asphalt, LLC.
‡‡ 40-Year Limited Warranty on commercial projects.
Owens Corning Roofing Preferred Contractors are independent contractors and are not an affiliate of Owens Corning Roofing and Asphalt, LLC, or its affiliated companies.
For patent information, please visit www.owenscorning.com/patents.
SureNail Technology is not a guarantee of performance in all weather conditions.
SureNail Technology is available only on Owens Corning Duration Series Shingles.
ENERGY STAR and the ENERGY STAR mark are registered trademarks of the U.S. Environmental Protection Agency.
# International Code Council Evaluation Services Acceptance Criteria for Alternative Asphalt Shingles.
^ Excludes non-Owens Corning roofing products such as flashing, fasteners, pipe boots and wood decking.
®

®

®

®

®

®

®

HOME SWEET HOME
Your home is your sanctuary. It’s the place
where you want to feel the most comfortable.
Safe. Protected. But no matter how much you
love your house, it seems the work is never
completely done. And if purchasing a new
roof is on your to-do list, it may seem like
a daunting task — especially if your roof is
already damaged or leaking. Since a roof plays
such an important role in protecting you and
your family from the elements, you realize that
you can’t let the damage get out of hand.
Don’t worry, we know that a roof replacement
project is a big, important decision. You can
feel conﬁdent about choosing our rooﬁng
products — Owens Corning has been a
recognized leader in the building industry
for over 75 years. In fact, we’re America’s most
trusted rooﬁng brand.** Not only can we help
you choose the right shingle and rooﬁng
system components, we can also help you
select the right contractor for the job — an
Owens Corning Rooﬁng Preferred Contractor.

Together we can make this a positive experience
— an opportunity, really. This is your chance to
choose a roof that not only has outstanding
performance, but also has exceptional beauty.
So for years to come, you’ll feel great every time
you pull in the driveway.
Protected. Proud. Home.

Total Protection Rooﬁng System

®^

TOTAL PROTECTION SIMPLIFIED™
®

®

®

Owens Corning Total Protection Roofing System ^ integrates engineered Owens Corning components
that work together to address these three primary performance areas, critical to a high-performance roof,
while also making it easy to understand the importance of each. With Owens Corning, it’s easy to
®

confidently deliver total protection, beauty and peace of mind.

SELF-ADHERED ICE
& WATER BARRIER
SYNTHETIC UNDERLAYMENT

STARTER SHINGLES
LAMINATE SHINGLES
HIP & RIDGE SHINGLES

INTAKE VENTS
EXHAUST VENTS

®

PINK FIBERGLAS™
BLOWN-IN
ATTIC INSULATION

OWENS CORNING ROOFING AND ASPHALT, LLC
ONE OWENS CORNING PARKWAY
TOLEDO, OHIO, USA 43659
1- 800 - GET- PINK®
www.owenscorning.com/roofing
Pub. No. 10013980-I. Printed in U.S.A. May 2020.
THE PINK PANTHER ™ & © 1964–2020 Metro-Goldwyn-Mayer Studios Inc.
All Rights Reserved. The color PINK is a registered trademark of Owens Corning.
© 2020 Owens Corning. All Rights Reserved.
(Brookville, Kearny, Medina, Minneapolis, Summit)

Next Dimension Classic Double
Hung & Single Hung
Features and Benefits

Sizes

• Thick, multi-chambered vinyl extrusions
are optimized for superior weathering,
durability and color retention
• 4" frame width on double hungs and
3-7/16" frame width on single hungs with
integral extruded nail fin for strength and
ease of installation; double hung available
in a non-brickmould 3-1/4" standard frame
• Air spaces in chambers provide superior
energy efficiency
• Fusion-welded frame and sash for strong,
leak-resistant construction
• Locking mechanism and check rail
interlock to create a tight seal between
vent and fixed sash for improved weather
performance
• Block and tackle balances provide years
of smooth operation
• Integral lift/pull handle located on bottom
rail for easy access and operation
• Integral weep system for sleek
appearance; no flaps, sponges or screens
• Tilt sash for easy cleaning
• Sloped sill on single hung and double
hung provides a traditional appearance
• Available with simulated divided lite or
inner grille
• Multi-level profile for attractive architectural
sitelines
• Jamb extensions offered as a kit or
applied
• Vent latch option available

Available in hundreds of standard
and custom sizes

Glazing
• Windsor Glazing System provides 3/4"
double pane insulated glass; Cardinal®
LoE 366 glass standard; tinted, tempered,
obscure and laminated glass available
• Custom and special glass types available
• Super Spacer® technology provides
excellent thermal performance and sound
absorption*
• Hot melt butyl secondary seal creates
a moisture and gas barrier for improved
durability and longevity

Colors
• Available in standard white
or clay, with seven additional
painted exterior colors to
choose from
• Interior black available on
black painted exterior units

Optional
vent latch
shown***

Grilles
• 3/4" Profiled Inner Grille
• 5/8" and 7/8" Putty WDL

Hardware
Available in white, clay or black; color
matched to window

Frame
• Brickmould profile with integral
J-channel provides an offset
that allows for more nail fin exposure
and easier installation available on
all Classic products
• Non-brickmould standard frame
available on double hung

Warranty
Lifetime Limited Warranty**
10-year warranty on glass

Performance
Ratings
For current performance
ratings, visit our website at
windsorwindows.com and
click on "Professional Information"
in the menu bar

*Certain sizes, shapes or glazings may be alternate IG system
**See Next Dimension warranty for more details
***Vent latches shown are only available in Classic Double Hung Windows

www.windsorwindows.com

11/2020

Next Dimension Classic Series
SINGLE HUNG

SPECIFICATIONS

PART 1 - GENERAL
1.01 SECTION INCLUDES
A. Factory assembled vinyl single hung windows [including fixed units], glass and glazing, operable
hardware, weatherstripping, and insect screen.
B. Anchorages, attachments, and accessories.
1.02 RELATED SECTIONS
A. Section 01340 - Shop Drawings, Product Data, and Samples.
B. Section 01610 - Delivery, Storage, and Handling.
C. Section 01710 - Final Cleaning.
D. Section 07200 - Batt and Blanket Insulation.
E. Section 07920 - Sealants and Caulking.
F. Section 08800 - Glass and Glazing.
1.03 REFERENCES
A. AMERICAN ARCHITECTURAL MANUFACTURERS ASSOCIATION (AAMA)
1. AAMA/WDMA/CSA 101/I.S.2/A440-05 Standard/Specification for windows, doors, and
unit skylights.
B. AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM):
1. ASTM E-283 - Rate of Air Leakage Through Exterior Windows, Curtain Walls, and Doors.
2. ASTM E-547 - Water Penetration of Exterior Windows, Curtain Walls, and Doors by Cyclic
Static Air Pressure Difference.
3. ASTM E-330 - Structural Performance of Exterior Windows, Curtain Walls, and Doors under
Uniform Static Air Pressure Difference.
4. ASTM E 1300- Standard Practice for Determining Load Resistance of Glass in Buildings
C. AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI).
1.04 PERFORMANCE CRITERIA
A. Single Hung units shall meet requirements in accordance with AAMA/WDMA/CSA
101/I.S.2/A440-05.
B. Air leakage shall not exceed 0.30 cfm per sq.ft. when tested in accordance with ASTM E-283 at
1.57 psf.
C. No water penetration shall be allowed when tested in accordance with ASTM E-547.
D. Window units shall withstand positive and negative wind loads without damage. The units shall
be tested in accordance with ASTM E-330.
1.05 SUBMITTALS
A. Shop drawings shall be submitted in accordance with Section 01340.
B. Product data in the form of general catalogs, test lab reports, product performance, and warranty
information shall be submitted in accordance with Section 01340.
C. Samples showing glazing, construction and finish shall be submitted in accordance with Section
01340.
1.06 DELIVERY, STORAGE, AND HANDLING
A. In compliance with Section 01610, window units shall be delivered undamaged, with protective
packaging. Complete installation and finishing instructions shall be included.
B. Store units in a clean, dry place, off the ground in a 90 degree upright position. Do not store
units under direct sunlight or in temperatures exceeding 140 degrees F.
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Next Dimension Classic Series
SINGLE HUNG

SPECIFICATIONS

PART 2 - PRODUCTS
2.01 MANUFACTURER
A. Next Dimension Classic Series Vinyl Single Hung Windows as manufactured by Windsor
Windows & Doors.
2.02 MATERIALS
A. Frame: All frames are 3 7/16” in width and are manufactured using high performance uPVC
extrusion material. The frame profiles incorporate a brickmould detail with a built-in Jchannel. Each frame corner is fusion welded, increasing strength and maximizing weatherproof performance. All frames include an aluminum reinforced fixed interlock meeting rail
that is end milled to the contour of the jamb. An extruded rigid pre-punched nail fin surrounds
the perimeter of the frame and is fusion welded during the manufacturing process. The nail
fin is set back 1 1/4” from the outside face of the unit leaving an interior jamb width of 2 3/16”.
Factory or field applied jamb extensions kits are available up to 7 1/4”. An accessory groove
surrounds the perimeter of the interior and exterior to facilitate the attachment of mull strips or
drywall and jamb extension receivers. Each frame contains a sloped sill for drainage that
works in conjunction with the sash to remove any moisture that may accumulate from heavy
rain or condensation.
B. Sash: All sash are manufactured using high performance uPVC extrusion material. Each sash
corner is fusion welded, increasing strength and maximizing weather-proof performance.
Dual weatherstrip seals are placed on the around the sash perimeter to further enhance
performance. Each sash contains an interior drainage system that removes any moisture
that may accumulate from heavy rain or condensation. Top rail of operating sash includes an
extruded interlock that engages tightly with the fixed interlock and an extruded lift rail as
affixed to the bottom rail for greater ease of use. Up and down travel is made smooth
through the use of an inverted block and tackle balance system that is concealed within the
jamb. Lower sash tilts in for easy cleaning. A unique locking balance shoe makes sash
removal easy.
C. Finish: Color options include white exterior with white interior and clay exterior with clay interior.
Color is encapsulated within 100% of all extrusions and is warranted for life not to blister, pit,
corrode, flake, or peel.
D. Glazing: All units include 3/4” double pane LoE 366 insulated glass as standard. Glass is set
with snap-in glazing beads and adhesive tape. A wide array of other glass combinations is
offered including clear, tinted, tempered, and obscure.
E. Hardware: Locking system is a sweep lock which engages into an integral fixed meeting rail
groove. Two locks are standard on rough opening widths greater than or equal to 28”.
Spring-loaded, retractable tilt latches are located on the top rails of bottom sash. All
hardware is color matched to the unit and is attached with color-matched screws.
F. Screens : Screen construction is charcoal color fiberglass mesh set into an aluminum frame.
BetterVueTM Screen option is available. All screen frames are color matched to the unit.
Screens reside in extruded channels and are held in place retractable pins. Screens are
easily removed from the inside by retracting the pins and tilting inward. Our insect screens
are intended to allow air and light in and keep insects out. The screen is not intended to stop
children, adults or animals from falling out an open window.
G. Grilles: Rectangular aluminum inner grilles, available as 3/4” profiled, are color matched to the
unit and are installed within the air space. Windsorlite (WDL) simulates true divided lite, but
is created by adhesively fixing the interior and exterior bars to the surfaces of the insulated
glass. WDL bar shape is a 7/8” Putty profile, and is available with or without interior bar.
H. Mulls: Mulled groups within a certain size range will utilize T-Bar mullion posts in one continuous
frame. When T-Bars mullions are not possible, individual units are mulled using vinyl frame
connectors and drip cap over all vertical mulls. Depending on the size, configuration, and
structural requirements, mulled units may include galvanized steel structural or aluminum
reinforcement bars.
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Next Dimension Classic Series
SINGLE HUNG

SPECIFICATIONS

PART 3 - EXECUTION
3.01 EXAMINATION
A. Verify that there is no visible damage to the unit before installation.
3.02 INSTALLATION
A. Verify the rough opening is of the recommended size and that it is plumb, level, and square.
B. Install the window unit in accordance with the manufacturer’s recommendations.
C. Install sealants, backing material, and insulation around opening perimeter in accordance with
Section 07900 and Section 07920.
3.03 ADJUSTMENT AND CLEANING
A. Operate unit and verify that all hardware operates freely. Make any adjustments necessary.
B. Cover the window unit to avoid damage due to spray paint, plaster, and other construction
operations.
C. Remove all visible labels and instructions.
D. Final cleaning of glass in accordance of Section 01710.
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performance in mind, while providing depth and dimension to your entryway.

• Contemporary doors to give your
home a sleek and clean look

•

•

• Full-length composite stiles and
rails with HydroShield provide a
6-sided protection against water

humidity
• Withstands everyday use and all
surfaces are easy to clean

32

•
reinforced skins

every void to protect from heat
loss or gain
• Fire rated up to 20 minutes
(select door styles)
• Limited lifetime warranty

Availability based on 3/0 width.

6/8 height

7/0 height

33

If you want the view and nothing but the view, Clear Glass
is your answer. It is an option that works equally well from
your entry door to your patio door. Most styles available
with Low-E or Rain glass options.
Privacy Rating:

ments
any home style

Availability based on 3/0 width for doors and 14" for sidelites.

42

6/8 height

7/0 height

8/0 height

43

Modern

Availability based on 3/0 width for doors and 14" for sidelites.
6/8 height

7/0 height

8/0 height

(Privacy: 9)
(Privacy: 9)
(Privacy: 1)
(Privacy: 8)
(Privacy: 9)
(Privacy: 6)
(Privacy: 9)
(Privacy: 9)
(Privacy: 9)

62

63

GRAND HARBOR

®

garage doors

Model GH12, SQ24 Windows,
Sandtone Base, Standard White Overlay,
Spade Lift Handles and Step Plates

Model GH12, SQ22 Windows,
Standard White Base, Standard White Overlay

carriage house

LOOKS
for LESS
®

Grand Harbor Garage Doors
Enhance the classic details of your home
without breaking your budget.
When budget is the deciding factor, this low-maintenance,
insulation-optional steel frame carriage house style garage door
combines clean lines and classic charm to provide a popular
style at a great value.
Accented with decorative black wrought iron hardware, these
doors have the appearance of a swing-out door, but offer the
Model GH13 with SQ24 Window Design.
Doors painted by consumer.

convenience of modern overhead operation.

Design 11

Design 12

Design 21

Design 22

Design 31

Design 36

Design 13

SERIES 3

Solid top sections in rectangular, square and
arch designs provide more design options to
complement new home styles.

SERIES 2

Solid Top Sections

SERIES 1

Door Designs

Faux top sections create the illusion of a
window by using a solid dark gray steel
background with arch, square and rectangular
grille overlays. Provides added security while
creating the appearance of a real window.

SERIES 4

Faux Top Sections

All door designs shown with a solid TOP11
Design; additional top sections are shown below.

Design 41

Top/Window Sections
SERIES 1 & SERIES 2

Glazed Top Sections
Glazed top sections in clear or obscure glass and
snap-in grilles create square and rectangular designs.
Wrought iron windows feature a black iron-look
design on a seeded-look acrylic that provides an
Old World European style to complement light
ﬁxtures, entry doors and other decorative features.
Glazed top sections (windows) NOT available in
15'0" and 15'6" width doors.
Note: All glazed top sections available up to WINDC ODE ® W1.
Short glazed top sections, SQ22, plain short and wrought iron
short (WIS) available up to WINDC ODE® W6.

TOP11

TOP12

Wrought Iron Short

TOP13

ARCH1

Wrought Iron Long

XG14

XG24

XA24

Plain Short

REC12

SQ22

Plain Long

REC14

SQ24

ARCH1

Vertical Grille on ARCH1

Grille on ARCH1

SERIES 3 & SERIES 4

Additional charges for optional glass apply.

Additional double width
door designs available.

Contact your local dealer for door width restrictions.
Acrylic windows require special cleaning. Never use products
that contain ammonia or petroleum products to clean acrylic.
Please visit www.clopaydoor.com/acrylic for complete details.

TOP11

ARCH1

Durable Construction

Colors
3 or 2
LAYER
CONSTRUCTION

Standard White

2

1

1

3

2

2

STEEL

3

POLYSTYRENE
INSULATION

1

15 ⁄8"
POLYSTYRENE

INSULATION

R-VALUE

COMPOSITE
OVERLAY

Almond

Desert Tan

Sandtone

Due to the printing process, colors may vary.
Q

Four woodgrain textured, hot-dipped galvanized steel base
door colors: Standard White, Almond, Desert Tan and
Sandtone. Overlay available in Standard White only.

Q

Can be painted using a high-quality exterior latex paint.

Calculated door
section R-value is
in accordance with
DASMA TDS-163.

NON-INSULATED

6.3

Q

24 gauge, 2" steel frame construction with 1 ⁄ 2" composite
overlay for long-lasting performance and durability.

Q

Optional 1-5 ⁄ 8" vinyl-backed insulation improves energy
efﬁciency. 6.3 R-value.

Q

Galvanized torsion springs are attractive and longer lasting.

Q

Nylon rollers are durable and quiet.

Q

Rust-resistant, aluminum bottom weatherseal retainer and
vinyl astragal help seal out the elements.

Color Blast ® ﬁnish offers more than 1,500 Sherwin-Williams ®
color options to complement your home. Clopay’s durable
two-part paint system has been thoroughly tested and is
backed by a ﬁve-year warranty.

Decorative Hardware
STANDARD

OPTIONAL
Operable
Keylock

Beauty and Design

Spade Step Plate

Spade Lift
Handles

Q

Four design series, eight models.

Q

Glazed top sections in clear or obscure glass and snap-in
grilles create square and rectangular designs. Optional faux
windows and wrought iron windows.

Q

Q

Decorative black powder coated spade design lift handles
and step plate provide the ﬁnishing touch. Optional outside
keyed lock and strap hinges maintain the authentic carriage
house style designs.
UV-protected standard white composite square-edged
overlay with smooth ﬁnish.

Size Availability
Door Height

Series 1
Models
GH11, GH12, GH13

Series 2
Models
GH21, GH22

Q

Q

Q

Q

Q



Q

Q

6'6" to 8'0"
8'6" to 12'0"

Series 3
Models
GH31, GH36

Series 4
Model
GH41

Door heights available in 6" increments.

W I N D O W & O V E R L AY

OVERLAY

LIMITED

D I S C O L O R AT I O N

D E L A M I N AT I O N

LIMITED

LIMITED

LIMITED

LIFETIME

10 YEAR

5 YEAR

3 YEAR

WARRANTY

WARRANTY

WARRANTY

HARDWARE

WARRANTY

Environmental Assurance
Clopay doors are compliant with environmental laws and
regulations. Clopay doors do not contain HFCs. All Clopay
doors are compliant with:
Q

California SB 1013

Q

New Jersey A-5583/S-3919 – Greenhouse Gas Bill

Q

Washington HB 1112 – Hydroﬂuorocarbon
Greenhouse Gas Emissions

Q

Canadian regulations amending the ozone-depleting
substances and halocarbon alternatives regulations

*Glazed top sections (windows) NOT available in 15'0" and 15'6" width doors.

Visit clopaydoor.com or call 1-800-2CLOPAY (225-6729) for
more information on Clopay, America's Favorite Garage Doors.
Follow us on
MADE IN USA

RSDR-GHSS-06_REV0321

Escutcheon
Plate

PA I N T S Y S T E M

Door Width (All Models) 8'0", 9'0", 15'0"*, 15'6"*, 16'0"

© 2021 Clopay Corporation. All rights reserved.

Spade Strap Hinge

DESIGN YOUR DOOR
OPEN CAMERA
AND POINT!

LP SmartSide Lap, Panel, Trim & Fascia
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Note: All photos are for illustrative purposes only. Please refer regularly to LPCorp.com for correct and up-to-date product installation instructions.

ENGINEERED TO IMPRESS

ENGINEERED
TO IMPRESS.
With over 20 years of successful performance, it’s
easy to see why the LP® SmartSide® brand is one of
the fastest-growing brands of siding materials in
the United States.

A PIONEER OF CHANGE
LP has redefined traditional building materials with treated engineered
wood products that are designed to offer game-changing durability,
beauty and workability. LP is a building industry leader in a category
that is shaping the way homes, outdoor building structures, and light
commercial properties are being built.
See the innovation that goes into making LP SmartSide products at
YouTube.com/LPSmartSide.

1

Featured: LP SmartSide Lap, Panel & Trim (Board & Batten), Trim & Fascia

2

ENGINEERED TO IMPRESS

BECAUSE STRENGTH
IS MAKE OR BREAK
LP SmartSide

LP SmartSide product testing in Hilo, Hawaii
Fiber Cement

Vinyl

A NATURAL DEFENSE AGAINST NATURE
All LP® SmartSide® products are treated to the core through our proprietary SmartGuard® process. With four
components of protection, the SmartGuard process adds strength and helps LP SmartSide products withstand
impacts, freeze/thaw cycles, high humidity, fungal decay and more.
See more about how LP SmartSide products are made at YouTube.com/LPSmartSide.

FOUR COMPONENTS OF PROTECTION
LP’s proprietary SmartGuard® manufacturing process ensures that every
LP SmartSide Trim & Siding product is treated with an advanced formula of
adhesive resins, water-resistant waxes and zinc borate, after which a waterresistant, resin-saturated overlay is bonded to the product. The result: four
components of protection against water damage, termites and fungal decay.

RESINS

3

WAXES

ZINC

OVERLAY

Untreated wood (left), LP SmartSide (right)

OUTSTANDING IMPACT
RESISTANCE

HAIL AND WIND
RESISTANCE

Testing shows that LP SmartSide
strand products resist impact
better than vinyl and fiber cement
siding, which means they can stand
up better against everything from
everyday bumps to airborne storm
debris. And because it doesn't
break as easily as fiber cement
siding, LP SmartSide strand siding
is also easier to handle and install,
and results in less waste.

Third-party test results
demonstrate that LP SmartSide
lap siding resisted hail damage
better than fiber cement and
vinyl. In fact, the LP SmartSide
warranty covers impacts from
hail up to 1.75˝in diameter. LP
SmartSide lap siding is also
designed to withstand tough
storms with wind gusts of up to
200 miles per hour. Refer to
ESR-1301, Table 2B, Lap Siding.

RESISTANCE TO
FUNGAL DECAY
AND TERMITES
Since 1996, LP SmartSide strand
substrate siding has undergone
brutal testing in Hilo, Hawaii. An
average temperature of more than
70 degrees, high levels of humidity,
and almost 170 inches of annual
rainfall make Hilo’s climate the
perfect breeding ground for termites,
moisture and fungal decay. Yet our
Exterior Exposure Program continues
to validate that LP SmartSide siding
performs over time.

BACKED BY STRONG WARRANTIES
LP has your back with an industry-leading, transferrable limited warranty for
LP® SmartSide® products: a 5-year 100% labor and material replacement warranty
with a 50-year prorated limited warranty. LP® SmartSide® ExpertFinish® Trim &
Siding products include an additional 15-year finish warranty.
For complete warranty details visit LPCorp.com/Literature

4

ENGINEERED TO IMPRESS

WORKS THE WAY WOOD
IS SUPPOSED TO
LP® SmartSide® treated engineered wood siding cuts out
the time you spend dealing with warped and split pieces
when properly stored and applied. Virtually every piece
leaves the mill straight and ready to use. Plus, you’ll get
lengths up to 16´, which may mean fewer seams and less
waste to haul off the site.

MAKES BUILDING EASIER, FASTER,
MORE EFFICIENT
LP SmartSide Trim & Siding cuts with standard woodworking tools, unlike fiber
cement cladding that recommends expensive diamond blades. LP SmartSide
products weigh less, resist breakage during handling, and make installation
more efficient. Plus, LP SmartSide products come pre-primed and ready to paint
to help you save time.

LP HAS WORKABILITY NAILED
 Works and cuts like traditional wood
 Requires fewer tools
 Weighs less, easier to carry, less breakage than fiber cement
 Longer lengths may mean fewer seams and less waste


Watch our How It’s Made videos to see how LP makes treated engineered
wood products last longer at YouTube.com/LPSmartSide.

5
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ENGINEERED TO IMPRESS

GROW WITH US
A SMART CHOICE FOR OUR PLANET
LP® SmartSide® Trim & Siding products are must-have materials
to help builders qualify for green building programs. Plus, many
homeowners and building owners are demanding sustainable
products that have minimal impact on our environment.

We’re not just building for the future; we’re helping to protect it by using
Sustainable Forestry Initiative® (SFI) certified forest management and fiber
sourcing systems to help ensure that our wood comes from well-managed forests.

7

NATURALLY SUSTAINABLE

RESPONSIBLY MADE WITH WOOD

The LP SmartSide manufacturing process begins
with wood, a renewable resource, grown and
gathered under strict SFI standards. We target
fast-growing trees and use 99% of the log for either
the product or the fuel to make it. Plus, all binding
agents and resins are low-emitting.

 Responsibly made with a renewable
resource—wood
 99% of the log is used
 Qualifies for green building programs
Learn more about LP’s environmental programs
at LPCorp.com.
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ENGINEERED TO IMPRESS

ADVANCED DURABILITY FOR
LONGER LASTING BEAUTY
®

Siding plays a big role in a home’s curb appeal. That’s why LP® SmartSide®
Trim & Siding is built to last and designed to make any home’s design
vision come to life. Because of its engineered wood strand technology and
variety of textures, styles and colors, LP SmartSide products elevate any
structure, from traditional homes to modern masterpieces. LP SmartSide
products are also available in ExpertFinish® color to add another element
of versatile design to your projects.

CEDAR
CEDAR TEXTURE LAP

SMOOTH FINISH LAP

SMOOTH

9

10

PRODUCTS

BRING YOUR
DESIGN VISION
TO LIFE.
Choose your style. Choose your ExpertFinish® prefinished color.
Get the look you want. That’s the beauty of working with LP®
SmartSide® products—engineered wood offers you versatility in
color, texture and style to achieve stunning results with ease.

PICTURE IT BEAUTIFUL
LP SmartSide products help homeowners bring their design visions to life. From the bold
look of cedar texture and the classic look of smooth finish to versatile ExpertFinish®
prefinished color options, LP SmartSide Trim & Siding is always in style. It’s been the
siding of choice for over 20 years for homeowners who want uncompromising quality and
distinctive beauty.
See how LP SmartSide products can look on your home with the Home Visualizer tool,
available at LPCorp.com/Home-Visualizer.

11

Featured: LP SmartSide Lap, Trim, Fascia and Soffit
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The advanced durability you expect from LP® SmartSide® Trim &
Siding now comes in color. With 16 versatile prefinished colors there’s
a color that’ll complement your project, no matter your style. Start
visualizing how you could bring color to your design today!

•
•

PRODUCTS: EXPERTFINISH

DURABLE SIDING.
NOW IN COLOR.

BRING COLOR TO YOUR DESIGN
LP® SmartSide® ExpertFinish® Trim & Siding offers more design options than
ever. This factory finished siding with uniform color provides durability without
sacrificing beauty.
•
•

Installs easier with ExpertFinish Lap, which helps limit the need for most
seam caulking, joint moulds, or pan flashing
Backed by an industry-leading 5/15/50-year limited warranty: 5-year labor
and materials, 15-year finish, and 50-year substrate
May allow for time and labor savings for the installer and builder
Provides a polished look

Visualize your next project and discover color at LPCorp.com/ExpertFinish.
Which color is best for your build? Explore our collection of 16 versatile
prefinished colors.

Snowscape White

Shoreline Cream

Sand Dunes

Desert Stone

Quarry Gray

Prairie Clay

Marshland Moss

Terra Brown

Timberland Suede

Canyon Brown

Redwood Red

Tundra Gray

Summit Blue

Cavern Steel

Rapids Blue

Abyss Black

All colors shown are representative and may not be an exact match.

13
Featured: LP SmartSide ExpertFinish Smooth Lap in Summit Blue

Please contact your local LP SmartSide sales representative for product availability.
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PRODUCTS: EXPERTFINISH

PREFINISHED COLOR FOR A
CLEAN, POLISHED LOOK
LP® SmartSide® ExpertFinish® Trim & Siding can take your vision to
the next level with several exclusive products designed to add style
and a clean finish to your home. Siding and trim in colors that pop
can make your home stand out, while additional details create a
polished look that’ll last.

15
Featured:
Featured: LPLP
SmartSide
SmartSide
Lap, Trim
ExpertFinish
& Fascia Cedar Texture Lap in Summit Blue, Trim & Fascia in Snowscape White

EXPERTFINISH LAP

J-BLOCK

MINI-SPLIT

OUTSIDE CORNER

Please contact your local LP SmartSide sales representative for product availability.
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PRODUCTS: LAP SIDING

PRODUCTS: SHAKES

Featured: LP SmartSide Lap, Panel, Trim & Fascia

Featured: LP SmartSide Cedar Texture Shakes (straight), Trim & Fascia

DURABLE SIDING TO
COMPLEMENT ANY HOME

CRAFTED TO STAND
THE TEST OF TIME

Create the look you want with a versatile selection of LP® SmartSide®
products. Engineered to stand up to extreme weather, LP SmartSide
Lap Siding is a natural, durable choice for structures in any region.
Plus, it’s the perfect companion cladding for structures partially
finished in stucco, stone and brick.

When you use LP® SmartSide® Shakes on your projects, people will notice
your attention to every detail. The beautiful aesthetic can be used for
accents, gables or siding walls and will take curb appeal to the next level.
It’s a must-have product for when you want your craftsmanship to stand out
on any home or shed.

CEDAR TEXTURE SHAKES
CEDAR TEXTURE LAP

17

SMOOTH FINISH LAP

Please contact your local LP SmartSide sales representative for product availability.
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PRODUCTS: PANEL & VERTICAL SIDING

PANELS THAT BOAST
CONSISTENCY AND TOUGHNESS
Tough to the core, LP® SmartSide® Panel Siding is a treated engineered
wood product that’s more durable, stable and consistent than traditional
wood panels. It’s easy to recommend for multifamily, shed and residential
applications that require a premium look and the toughness to combat
extreme weather.

CEDAR TEXTURE PANEL

NEW SMOOTH FINISH PANEL

A CHARMING LOOK WITH
THE DURABILITY TO LAST
LP SmartSide Vertical Siding lets you re-create the charming
appearance of board and batten while providing the added protection
of the SmartGuard® process.

CEDAR TEXTURE
VERTICAL SIDING

19
Featured: LP SmartSide Panel & Trim (Board & Batten), Fascia and Soffit

SMOOTH FINISH
VERTICAL SIDING

Please contact your local LP SmartSide sales representative for product availability.
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PRODUCTS: TRIM & FASCIA

PRODUCTS: SOFFIT

Featured: LP SmartSide Lap Siding, Panel & Trim (Board and Batten), Trim & Fascia

CREATE A LASTING IMPRESSION
WITH A FINISHING TOUCH

AN INNOVATIVE WAY TO
COVER EVERY DETAIL

LP® SmartSide® Trim & Fascia are the finishing touch that’s the first to
get noticed. With its smooth finish or deep cedar-grain texture and variety
of widths and thicknesses, you can add custom design accents that take
curb appeal to the next level. LP SmartSide Trim is a must-have product
for when you want your craftsmanship to stand out on any home or shed.

When you use LP® SmartSide® Soffit on your projects, people will
notice your attention to every detail. You’ll get the same woodgrain
or smooth look that matches other LP SmartSide products in a soffit
that’s pre-cut to the width you need. Vented soffits are also available
with precisely cut, bug-resistant vents.

CEDAR TEXTURE TRIM

SMOOTH FINISH TRIM

NEW OUTSIDE CORNER (PRIMED)
21

Featured: LP SmartSide Soffit & Trim

CEDAR TEXTURE SOFFIT

SMOOTH FINISH SOFFIT

VENTED SOFFIT
Please contact your local LP SmartSide sales representative for product availability.
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MAKE A
BOLD FIRST
IMPRESSION.
LP® SmartSide® Trim & Siding products come in a variety of
styles for homes and other applications, including smooth
finish and cedar texture to help create the exact look you
want. They also come in 16 prefinished ExpertFinish® colors
designed to enhance any project. Use LP SmartSide products
on their own or to complement other claddings, such as
brick or stone. With products and colors this versatile, the
possibilities are virtually endless.

23
Featured:
LP SmartSide Lap, Trim & Soffit
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APPLICATIONS

NEW HOME
Every homeowner wants a custom look that they can
take pride in. They want a style that helps differentiate
their new home from the one next door. LP® SmartSide®
products give builders and architects the ability to
design a signature look with a wow-factor that leaves
a lasting impression.

REMODEL
POPULAR CHOICES FOR NEW HOMES:







LP® SmartSide® Lap Siding
LP® SmartSide® Cedar Texture Shakes
LP® SmartSide® Trim & Fascia
LP® SmartSide® Soffit
LP® SmartSide® Vertical Siding
LP® SmartSide® ExpertFinish® Trim & Siding

LPCorp.com/NewHome
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Featured: LP SmartSide ExpertFinish Lap, Panel & Trim (Board & Batten) in Abyss Black and Trim & Fascia in Quarry Gray

LP® SmartSide® products can help give any home new life
with their beautiful selection of styles and profiles. They easily
transform homes from boring to bold with their rich cedar
grain texture. When you start using LP SmartSide products,
it’s easy to see why homeowners love them and professional
remodelers love to work with them.

POPULAR CHOICES FOR REMODELING:






LP® SmartSide® Lap Siding
LP® SmartSide® Cedar Texture Shakes
LP® SmartSide® Trim & Fascia
LP® SmartSide® Soffit
LP® SmartSide® ExpertFinish® Trim & Siding

LPCorp.com/Remodel

Featured: LP SmartSide Smooth Lap, Trim & Fascia
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APPLICATIONS

OUTDOOR BUILDING SOLUTIONS®

MULTIFAMILY

LP® Outdoor Building Solutions® engineered wood
products feature innovations that help offer more value
to customers. With innovations like SilverTech® panel
for a brighter and cooler interior and SmartFinish®
overlay for a tough, attractive appearance, LP Outdoor
Building Solutions products give you quality you can see
inside and out.

Designed to combine style and durability, LP® SmartSide®
Trim & Siding products are a great fit for multifamily
developments. They are compatible with a wide range
of styles, claddings and colors, offering flexibility
and versatility in both function and design. Because
engineered wood is built to last, multifamily structures
using LP SmartSide products stand the test of time.

LPCorp.com/Shed
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Featured: LP SmartSide Panel, Trim & Fascia

POPULAR CHOICES FOR OUTDOOR BUILDINGS:









LP® SmartSide® Panel Siding
LP® SmartSide® Panel Siding with SilverTech
LP® SmartSide® Panel Siding with SmartFinish
LP® SmartSide® Lap Siding
LP® ProStruct® Flooring with SmartFinish
LP® ProStruct® Roof with SilverTech
LP® SmartSide® Trim & Fascia
LP® SmartSide® ExpertFinish® Trim & Siding

POPULAR CHOICES FOR MULTIFAMILY:







LP® SmartSide® Panel Siding
LP® SmartSide® Lap Siding
LP® SmartSide® Vertical Siding
LP® SmartSide® Trim & Fascia
LP® SmartSide® Soffit
LP® SmartSide® ExpertFinish® Trim & Siding

LPCorp.com/Multifamily

Featured: LP SmartSide Trim, Panel, Trim & Fascia
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Specifications: LP® SmartSide® Lap Siding

CEDAR TEXTURE LAP

SMOOTH FINISH LAP

THE BOLD LOOK OF CEDAR WITHOUT MANY OF THE WORRIES

SMOOTH APPEARANCE, ADVANCED DURABILITY







OF ENGINEERED WOOD

One of the most durable lap siding options on the market today
16´length can result in faster installation
May create fewer seams than traditional 12´siding
Pre-primed for exceptional paint adhesion
Self-aligning SmartLock™ option eliminates the need to
measure and set lap reveal; eliminating this step in the
process is likely to speed up the installation process
 APA-certified lap siding
 Treated engineered wood strand substrate

38 SERIES CEDAR TEXTURE LAP

5.84 in., 6.84 in., 7.84 in. or 11.84 in.
(148 mm, 174 mm, 199 mm or 301 mm)

Cedar Texture

76 SERIES CEDAR TEXTURE LAP

38 SERIES SMOOTH FINISH LAP

76 SERIES SMARTLOCK CEDAR
TEXTURE LAP
0.418 in.
(10.6 mm)

0.354 in.
(8.9 mm)
5.84 in., 7.84 in. or 11.84 in. (148 mm, 199 mm or 301 mm)

Smooth Finish

0.418 in.
(10.6 mm)

0.354 in.
(8.9 mm)
5.84 in., 7.84 in. or 11.84 in.
(148 mm, 199 mm or 301 mm)

7.84 in. (199 mm)

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

WEIGHT

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

WEIGHT

38 Series Cedar Texture Lap

12 ft. (144 in.)(3.7 m)

7.84 in. (199 mm)

0.354 in. (8.9 mm)

28869

1.5 PSF

38 Series Smooth Finish Lap

16 ft. (192 in.)(4.9 m)

5.84 in. (148 mm)

0.354 in. (8.9 mm)

41338

1.5 PSF

16 ft. (192 in.)(4.9 m)

5.84 in. (148 mm)

0.354 in. (8.9 mm)

2 5796

1.5 PSF

16 ft. (192 in.)(4.9 m)

7.84 in. (199 mm)

0.354 in. (8.9 mm)

41339

1.5 PSF

16 ft. (192 in.)(4.9 m)

6.84 in. (174 mm)

0.354 in. (8.9 mm)

40610

1.5 PSF

16 ft. (192 in.)(4.9 m)

11.84 in. (301 mm)

0.354 in. (8.9 mm)

41340

1.5 PSF

16 ft. (192 in.)(4.9 m)

7.84 in. (199 mm)

0.354 in. (8.9 mm)

2 5797

1.5 PSF

16 ft. (192 in.)(4.9 m)

11.84 in. (301 mm)

0.354 in. (8.9 mm)

2 5799

1.5 PSF
1.5 PSF

76 Series Cedar Texture Lap

76 Series SmartLock Cedar Texture Lap
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 Holds up in extreme weather, including moisture, hail, freeze/thaw
cycles, and up to 200 mph wind gusts
 Treated with the SmartGuard® process for superior protection against
the weather, fungal decay and termites
 16´length can result in faster installation and fewer seams
 Pre-primed for exceptional paint adhesion
 Backed by an industry-leading 5/50-year limited warranty
 APA-certified lap siding
 Treated engineered wood strand substrate

SPECIFICATIONS: LAP SIDING

Specifications: LP® SmartSide® Lap Siding

16 ft. (192 in.)(4.9 m)

5.84 in. (148 mm)

0.418 in. (10.6 mm)

2 5785
(Discontinued)

16 ft. (192 in.)(4.9 m)

7.84 in. (199 mm)

0.418 in. (10.6 mm)

2 5786

1.5 PSF

16 ft. (192 in.)(4.9 m)

11.84 in. (301 mm)

0.418 in. (10.6 mm)

2 5787

1.5 PSF

16 ft. (192 in.)(4.9 m)

7.84 in. (199 mm)

0.418 in. (10.6 mm)

30317

1.5 PSF

See LPSmartSide.com for product details.
Please contact your local LP SmartSide sales representative for product availability. | Metric units are rounded. | PSF = Pounds Per Square Foot

See LPSmartSide.com for product details.
Please contact your local LP SmartSide sales representative for product availability. | Metric units are rounded. | PSF = Pounds Per Square Foot
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Specifications: LP® SmartSide® Shakes

Lap Siding 12´Length

Reveal (size)

Lap Siding 16´Length

Area (sq. ft.)

6-7/8˝(8˝)

Area (sq. ft.)

4-7/8˝(6˝)

5-7/8˝(7˝)

Reveal (size)
6-7/8˝(8˝)

10-7/8˝(12˝)

100

15 pcs.

100

16 pcs.

13 pcs.

11 pcs.

7 pcs.
14 pcs.

200

30 pcs.

200

31 pcs.

26 pcs.

22 pcs.

300

44 pcs.

300

47 pcs.

39 pcs.

33 pcs.

21 pcs.

400

59 pcs.

400

62 pcs.

52 pcs.

44 pcs.

28 pcs.

500

73 pcs.

500

77 pcs.

64 pcs.

55 pcs.

35 pcs.

600

88 pcs.

600

93 pcs.

77 pcs.

66 pcs.

42 pcs.
49 pcs.

700

102 pcs.

700

108 pcs.

90 pcs.

77 pcs.

800

117 pcs.

800

124 pcs.

103 pcs.

88 pcs.

56 pcs.

900

131 pcs.

900

139 pcs.

115 pcs.

99 pcs.

63 pcs.

1000

146 pcs.

1000

154 pcs.

128 pcs.

110 pcs.

69 pcs.

1500

219 pcs.

1500

231 pcs.

192 pcs.

164 pcs.

104 pcs.

2000

291 pcs.

2000

308 pcs.

256 pcs.

219 pcs.

138 pcs.

2500

364 pcs.

2500

385 pcs.

320 pcs.

273 pcs.

173 pcs.

3000

437 pcs.

3000

462 pcs.

383 pcs.

328 pcs.

207 pcs.

539 pcs.

510 pcs.

3500

447 pcs.

382 pcs.

242 pcs.

4000

582 pcs.

4000

616 pcs.

511 pcs.

437 pcs.

276 pcs.

4500

3500

655 pcs.

4500

693 pcs.

575 pcs.

491 pcs.

311 pcs.

5000

728 pcs.

5000

770 pcs.

639 pcs.

546 pcs.

345 pcs.

CEDAR TEXTURE SHAKES
THE LUXURIOUS APPEAL OF CEDAR







The look of traditional cedar with easier maintenance over time
Staggered edges offer a lively, textured effect
Can be used on all exterior walls or as a decorative accent
Shiplap ends for seamless appearance
Reversible staggered or straight edge offers exceptional design versatility
Treated engineered wood strand substrate
Staggered

38 SERIES CEDAR TEXTURE SHAKES
Full View

10.875 in.
(27.6 cm)

Straight

48.625 in. (123.5 cm)

®

SPECIFICATIONS: LAP SIDING & SHAKES

Specifications: LP® SmartSide® Lap Siding Coverage

®

Specifications: LP SmartSide Cedar Texture Shakes Coverage
Cedar Texture
Shakes 4´Length

Top/Bottom Profile
0.750 in.
(17 mm)

Reveal (size)

0.625 in.
(16 mm)

Alignment Groove

0.315 in.
(8 mm)

Area (sq. ft.)

6-7/8˝(12˝)

100

44 pcs.

9-7/8˝(12˝)
31 pcs.

200

88 pcs.

61 pcs.

48.625 in. (123.5 cm)

300

131 pcs.

92 pcs.

400

175 pcs.

122 pcs.

500

219 pcs.

152 pcs.

600

262 pcs.

183 pcs.

700

306 pcs.

213 pcs.

800

350 pcs.

244 pcs.

900

393 pcs.

274 pcs.

1000

437 pcs.

304 pcs.

1500

655 pcs.

456 pcs.

2000

873 pcs.

608 pcs.
760 pcs.

2500

1091 pcs.

3000

1310 pcs.

912 pcs.

3500

1528 pcs.

1064 pcs.

4000

1746 pcs.

1216 pcs.

4500

1964 pcs.

1368 pcs.

5000

2182 pcs.

1519 pcs.

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

WEIGHT

36 Series Cedar Texture Shakes

4ft. (48.63 in.)(1.2 m)

11.625 in. (295 mm)

0.354 in. (8.9 mm)

42092

2 PS F

Disclaimer: The above Tables do not account for waste factors. Remember to include your expected jobsite waste. It is up to the purchaser to determine the appropriate
waste factor to add to the material estimate. LP takes no responsibility for estimates, including overages or underage of material based on the above Coverage Chart.
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Cedar texture shakes offer more options for the designer and craftsman.
We’ve included coverage for the minimum shake reveal of 6-7/8˝and the maximum shake reveal of 9-7/8˝.

See LPSmartSide.com for product details.
Please contact your local LP SmartSide sales representative for product availability. | Metric units are rounded. | PSF = Pounds Per Square Foot

50

Specifications: LP® SmartSide® Trim

CEDAR TEXTURE TRIM

SMOOTH FINISH TRIM

THE CLASSIC APPEARANCE OF CEDAR

SMOOTH APPEARANCE, ADVANCED DURABILITY







OF ENGINEERED WOOD

Interior or exterior use, including corner boards, windows and doors
Narrow widths save cutting time
Pre-primed for exceptional paint adhesion
16´length can result in faster installation and fewer seams
Treated engineered wood strand substrate

190 SERIES CEDAR TEXTURE TRIM

 Treated with the SmartGuard® process for superior protection against
the weather, fungal decay and termites

Cedar Texture

 16´length can result in faster installation and fewer seams
 Pre-primed for exceptional paint adhesion
0.675 in.
(17.1 mm)

2.5 in., 3.5 in. or 5.5 in.
(64 mm, 89 mm or 140 mm)

 Backed by an industry-leading 5/50-year limited warranty

440 SERIES CEDAR TEXTURE PLOUGHED FASCIA
0.750 in

0.970 in.
(24.6 mm)

5.5 in., 7.21 in.
(140 mm, 183 mm)

440 SERIES SMOOTH FINISH TRIM
0.675 in
(17.1 mm)

0.675 in.
(17.1 mm)

0.300 in.

1.5 in., 2.5 in., 3.5 in., 4.5 in.,
5.5 in., 7.21 in., 9.21 in. or 11.21 in.
(38 mm, 64 mm, 89 mm, 114 mm, 140 mm,
183 mm, 234 mm or 285 mm)

1.50 in., 2.50 in., 3.50 in., 5.50 in., 7.21 in., 9.21 in. or 11.21 in.
(38 mm, 64 mm, 89 mm, 140 mm, 183 mm, 234 mm or 285 mm)

0.500 in.

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

190 Series Cedar Texture Trim

16 ft. (192 in.)(4.9 m)

2.50 in. (64 mm)

0.578 in. (14.6 mm)

28448

2 PSF

16 ft. (192 in.)(4.9 m)

3.50 in. (89 mm)

0.578 in. (14.6 mm)

28450

2 PSF

16 ft. (192 in.)(4.9 m)

5.50 in. (140 mm)

0.578 in. (14.6 mm)

28452

2 PSF

16 ft. (192 in.)(4.9 m)

1.50 in. (38 mm)

0.675 in. (17.1 mm)

25877

2 PSF

16 ft. (192 in.)(4.9 m)

2.50 in. (64 mm)

0.675 in. (17.1 mm)

25878

2 PSF

540 Series Cedar Texture Trim

440 Series Cedar Texture Ploughed Fascia

Smooth Finish

 Treated engineered wood strand substrate

1.5 in., 2.5 in., 3.5 in., 5.5 in., 7.21 in., 9.21 in. or 11.21 in.
(38 mm, 64 mm, 89 mm, 140 cmm, 183 mm, 234 mm or 285 mm)

540 SERIES CEDAR TEXTURE TRIM
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 Holds up in extreme weather, including moisture, hail, freeze/thaw
cycles, and up to 200 mph wind gusts

440 SERIES CEDAR TEXTURE TRIM
0.578 in.
(14.6 mm)

440 Series Cedar Texture Trim

SPECIFICATIONS: TRIM

Specifications: LP® SmartSide® Trim

WEIGHT

540 SERIES SMOOTH FINISH TRIM
0.970 in
(24.6 mm)
1.50 in., 2.50 in., 3.50 in., 5.50 in., 7.21 in., 9.21 in. or 11.21 in.
(38 mm, 64 mm, 8 9 mm, 140 mm, 183 mm, 234 mm or 285 mm)

16 ft. (192 in.)(4.9 m)

3.50 in. (89 mm)

0.675 in. (17.1 mm)

25880

2 PSF

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

WEIGHT

16 ft. (192 in.)(4.9 m)

5.50 in. (140 mm)

0.675 in. (17.1 mm)

25882

2 PSF

440 Series Smooth Finish Trim

16 ft. (192 in.)(4.9 m)

1.50 in. (38 mm)

0.675 in. (17.1 mm)

41640

2 PSF

16 ft. (192 in.)(4.9 m)

7.21 in. (183 mm)

0.675 in. (17.1 mm)

25883

2 PSF

16 ft (192 in.) (4.9 m)

2.50 in. (64 mm)

0.675 in. (17.1 mm)

41627

2 PSF

16 ft. (192 in.)(4.9 m)

9.21 in. (234 mm)

0.675 in. (17.1 mm)

25884

2 PSF

16 ft. (192 in.)(4.9 m)

3.50 in. (89 mm)

0.675 in. (17.1 mm)

41420

2 PSF

16 ft. (192 in.)(4.9 m)

11.21 in. (285 mm)

0.675 in. (17.1 mm)

25885

2 PSF

16 ft. (192 in.)(4.9 m)

5.50 in. (140 mm)

0.675 in. (17.1 mm)

41422

2 PSF

16 ft. (192 in.)(4.9 m)

1.50 in. (38 mm)

0.970 in. (24.6 mm)

25886 *

3 PSF

16 ft. (192 in.)(4.9 m)

7.21 in. (183 mm)

0.675 in. (17.1 mm)

41423

2 PSF

16 ft. (192 in.)(4.9 m)

2.50 in. (64 mm)

0.970 in. (24.6 mm)

25887 *

3 PSF

16 ft. (192 in.)(4.9 m)

9.21 in. (234 mm)

0.675 in. (17.1 mm)

41492

2 PSF

16 ft. (192 in.)(4.9 m)

3.50 in. (89 mm)

0.970 in. (24.6 mm)

25888

3 PSF

16 ft. (192 in.)(4.9 m)

11.21 in. (285 mm)

0.675 in. (17.1 mm)

41490

2 PSF

16 ft. (192 in.)(4.9 m)

4.50 in. (114 mm)

0.970 in. (24.6 mm)

25889 *

3 PSF

16 ft. (192 in.)(4.9 m)

1.50 in. (38 mm)

0.970 in. (24.6 mm)

41629

3 PSF

16 ft. (192 in.)(4.9 m)

5.50 in. (140 mm)

0.970 in. (24.6 mm)

25890

3 PSF

16 ft. (192 in.)(4.9 m)

2.50 in. (64 mm)

0.970 in. (24.6 mm)

41628

3 PSF

16 ft. (192 in.)(4.9 m)

7.21 in. (183 mm)

0.970 in. (24.6 mm)

25891

3 PSF

16 ft. (192 in.)(4.9 m)

3.50 in. (89 mm)

0.970 in. (24.6 mm)

41342

3 PSF

16 ft. (192 in.)(4.9 m)

9.21 in. (234 mm)

0.970 in. (24.6 mm)

25892

3 PSF

16 ft. (192 in.)(4.9 m)

5.50 in. (140 mm)

0.970 in. (24.6 mm)

41343

3 PSF

16 ft. (192 in.)(4.9 m)

11.21 in. (285 mm)

0.970 in. (24.6 mm)

25893

3 PSF

16 ft. (192 in.)(4.9 m)

7.21 in. (183 mm)

0.970 in. (24.6 mm)

41344

3 PSF

16 ft. (192 in.)(4.9 m)

5.50 in. (140 mm)

0.675 in. (17.1 mm)

27240 *

2 PSF

16 ft. (192 in.)(4.9 m)

9.21 in. (234 mm)

0.970 in. (24.6 mm)

41345

3 PSF

16 ft. (192 in.)(4.9 m)

7.21 in. (183 mm)

0.675 in. (17.1 mm)

27819 *

2 PSF

16 ft. (192 in.)(4.9 m)

11.21 in. (285 mm)

0.970 in. (24.6 mm)

41494

3 PSF

See LPSmartSide.com for product details.
Please contact your local LP SmartSide sales representative for product availability. | Metric units are rounded. | PSF = Pounds Per Square Foot

540 Series Smooth Finish Trim

*Special order item. Requires minimum quantity and extended lead times. | Metric units are rounded. | PSF = Pounds Per Square Foot
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Specifications: LP® SmartSide® Soffit

SMOOTH AND CEDAR TEXTURE
SOFFIT

VENTED SOFFIT

SPECIFICATIONS: SOFFIT

Specifications: LP® SmartSide® Soffit

ENGINEERED TO CUT OUT PROBLEMS
Smooth Finish

 The perfect alternative to MDO, plywood or hand-installed metal vents
 Precisely cut vents offer 10 square inches of ventilation per linear foot, making
it easier to meet code requirements while adding architectural beauty
 Designed to minimize paint buildup and promote continuous airflow
 1/8˝vents to help keep hornets and bees out
 Eliminates time spent ripping full sheets
 Treated engineered wood strand substrate

THE FINISHING TOUCH





The perfect alternative to MDO and plywood soffits
Cut-to-width eliminates time spent ripping full sheets
38 Series engineered for closed soffit applications
76 Series and 190 Series are ideal for use as the starter
course for roofs with exposed eaves
 Treated engineered wood strand substrate
 Pre-primed for exceptional paint adhesion
 Comes in Cedar Texture and Smooth Finish

Cedar Texture

16ft. (192 in.)
(4.9 m)
11.94 in.
(303 mm),
15.94 in.
(405 mm) or
23.94 in.
(608 mm)

38 SERIES SMOOTH FINISH SOFFIT - CUT-TO-WIDTH

38 SERIES 4´x 8´CEDAR TEXTURE SOFFIT
0.354 in.
(8.9 mm)

0.354 in.
(8.9 mm)

15.94 in. (405 mm)

47.88 in. (1 216 mm)

0.418 in.
(10.6 mm)
47.88 in. (1 216 mm)

3.5 in.
(89 mm)

11.94 in., 15.94 in. or 23.94 in.
(303 mm, 405 mm or 608 mm)
0.354 in.
(8.9 mm)
Vent Dimension
0.125 in.
(3 mm)

8 in.
(203 mm)

38 SERIES CEDAR TEXTURE SOFFIT –
CUT-TO-WIDTH

76 SERIES 4´x 8´CEDAR TEXTURE SOFFIT

0.354 in.
(8.9 mm)
11.94 in., 15.94 in. or 23.94 in.
(303 mm, 405 mm or 608 mm)

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

38 Series Vented Cedar Texture Sofﬁt – Cut-to-Width

16 ft. (192 in.)(4.9 m)

11.94 in. (303 mm)

0.354 in. (8.9 mm)

25822

WEIGHT
-

16 ft. (192 in.)(4.9 m)

15.94 in. (405 mm)

0.354 in. (8.9 mm)

25823

-

16 ft. (192 in.)(4.9 m)

23.94 in. (608 mm)

0.354 in. (8.9 mm)

25824

-

76 SERIES CEDAR TEXTURE SOFFIT –
CUT-TO-WIDTH

190 SERIES 4´x 8´CEDAR TEXTURE SOFFIT

0.418 in.
(10.6 mm)

0.578 in.
(14.6 mm)
11.94 in. (303 mm)

47.88 in. (1 216 mm)
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Cedar Texture

38 SERIES VENTED CEDAR TEXTURE SOFFIT – CUT-TO-WIDTH

DESCRIPTION

LENGTH

ACTUAL WIDTH

THICKNESS

PID NUMBER

38 Series 4´x 8´Cedar Texture Sofﬁt

8 ft. (96 in.)(2.4 m)

47.88 in. (1 216 mm)

0.354 in. (8.9 mm)

25813

WEIGHT
-

38 Series 4´x 8´ Cedar Texture Siding
and Sofﬁt Panel No Groove

8 ft. (96 in.)(2.4 m)

47.88 in. (1 216 mm)

0.354 in. (8.9 mm)

41044

1.5 PSF

76 Series 4´x 8´Cedar Texture Sofﬁt

8 ft. (96 in.)(2.4 m)

47.88 in. (1 216 mm)

0.418 in. (10.6 mm)

25814

-

190 Series 4´x 8´Cedar Texture Sofﬁt

8 ft. (96 in.)(2.4 m)

47.88 in. (1 216 mm)

0.578 in. (14.6 mm)

25816 *

-

38 Series Cedar Texture Sofﬁt – Cut-to-Width

16 ft. (192 in.)(4.9 m)

11.94 in. (303 mm)

0.354 in. (8.9 mm)

25805

-

16 ft. (192 in.)(4.9 m)

15.94 in. (405 mm)

0.354 in. (8.9 mm)

25806

-

16 ft. (192 in.)(4.9 m)

23.94 in. (608 mm)

0.354 in. (8.9 mm)

25807

-

76 Series Cedar Texture Sofﬁt – Cut-to-Width

16 ft. (192 in.)(4.9 m)

11.94 in. (303 mm)

0.418 in. (10.6 mm)

25808
(Discontinued)

38 Series Smooth Finish Sofﬁt - Cut-to-Width

16 ft. (192 in.) (4.96 m)

15.94 in. (405 mm)

0.354 in. (8.9 mm)

42127

See LPSmartSide.com for product details.
Please contact your local LP SmartSide sales representative for product availability. | Metric units are rounded. | PSF = Pounds Per Square Foot

*Special order item. Requires minimum quantity and extended lead times. See LPSmartSide.com for product details.
Please contact your local LP SmartSide sales representative for product availability. | Metric units are rounded. | PSF = Pounds Per Square Foot
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Historic Narrative
The English Tudor home at 1125 S. Delaware was built for J.O. Fairbanks, son of Professor Jonathan
Fairbanks who was a pioneer educator in Springfield. The home was completed in 1930 by T.J. Tolliver
and designed by architect Wilmer N. Thompson. The hand-chiseled stone for the home and the porches
and walls were collected from several other notable residences including that of Missouri Governor
John Phelps and Josiah Keet and the Old Clark homestead. Stone also came from the Cumberland
Presbyterian Church on Olive and Jefferson. The carved mahogany fireplace originated from what
was the Benjamin Massey home on Walnut Street.
The oak floors, mahogany stair railing, oak doors and hardware, 8 foot masonry living room
fireplace and beams, are all original to the home. With the exception of 3 replacement windows,
all the 40+ windows are original to the home. There are several trees on the property that are
100+ years old including 3 large magnolias.
There are many structural components that originated from older Springfield which make the home
an important part of the city’s history. Of added interest is that it was recently discovered that the
Fairbanks family in Springfield, Missouri are direct descendants of Puritan settler Jonathan Fairbanks
who constructed a house in Dedham, Massachusetts circa 1641, making it the oldest surviving
timber-frame house in North America that has been verified by dendrochronology testing. It is on the
National Register of Historic Places (https://fairbankshouse.org/.)

“Each stone has had a part

in the history of Springfield”
The Springfield Press, 1930

The Historical Significance
of 1125 S. Delaware

https://fairbankshouse.org/

Grandfather and
great grandfather
of Jonathan &
James Otis
(J.O.) Fairbanks

J.O. Fairbanks

Sources for the Exterior
• Part of the stone foundation and exterior framing
came from the “old Clark home” purchased by
Mrs. Montgomery in the Civil War (later demolished
to build Campbell Elementary School)
• Other sources of exterior stone included Governor
John Phelps home on S. Dollison which was then
owned by Ivan Link. The stone front and rear steps
are from the Old Cumberland Church (Jefferson
and Olive)
• The backyard courtyard is paved with stone
from the old Josiah Keet home on St. Louis Street.
The stone wall around the back and sides was
from the John Garrett home on Kimbrough

Part of the exterior
of 1125 S. Delaware
came from the Ivan Link
home (later demolished
to become First and Calvary
Presbyterian Church)

605 S. Dollison

Wilmer H.
Thompson

Springfield
News-Leader
May 16, 1971

John T. Woodruff

Before…

1125 S. Delaware

After

1125 S. Delaware

Copper
From
Roof
Flashing

Trees & Native Yard

Windows, Light Fixtures, Pillars

Historical Artifacts

Historical Significance
• The Fairbanks family and their
descendants have contributed to
American and Springfield’s histories
• Sourcing of materials from various
Springfield landmarks for which
none remain
• 125+ year old trees and artifacts
• Preserved all materials possible

