Landmarks Board
City of Springfield
Meeting will be held by teleconference
Historic City Hall, Council Chambers, 3rd Floor
830 Boonville Avenue
August 26, 2020
5:30 p.m.
I

Roll Call

Paden Chambers (Chair)
Commercial Street
Representative

II

Minutes
July 29, 2020

Vacant
Real Estate Representative

III

Unfinished Business
A. Certificate of Appropriateness (none)
B. Certified Local Government Review (none)
C. Pre-Application Review (none)

IV

New Business
A. Certificates of Appropriateness
a. 321 E. Commercial – construct storage building
b. 425 W. Commercial – Rehab building
B. Certified Local Government Review (none)
C. Pre-Application Review (none)
D. Local Historic Site Nomination Review (none)

V

Communications

VI

Reports
A. Report on committees (none)
B. Application (none)
C. Demolition
a. Investigate demolition review for private structures of 50+ years
D. Historic Sites and Districts
a. Jefferson Avenue Footbridge
b. Potential Local Nominations
E. Communications (none)
F. Awards and Recognition
G. Design Guidelines

Layne Hunton
Architect Representative
Paul Lewis
Historian Representative
Kent Brown
Mid-Town Representative
Vacant
Walnut Street Representative
Kaitlyn McConnell (ViceChair)
At-Large Representative
Randall Allen
At-Large Representative
Adam Letterman
At-Large Representative

H. Administrative approval of C of A’s
VII

Any other matters that fall under the jurisdiction of the Board

VIII

Adjournment

Note: In accordance with ADA guidelines, if you need special accommodations when attending any City
meeting, please notify the City Clerk’s office at 864-1443 at least 3 days prior to the scheduled meeting.

MINUTES OF THE LANDMARKS BOARD
DATE: July 29, 2020
TIME: 5:30pm
The regular meeting and public hearing of the Landmarks Board was held on the above date and time via Zoom.
Staff members: Michael Sparlin, Senior Planner and Tom Rykowski, Assistant Attorney
ROLL CALL:
Landmarks Board members: Paden Chambers (Chair), Kent Brown, Layne Hunton, Randall Allen, Adam Letterman, Kent
Brown and Kaitlyn McConnell. Absent: Paul Lewis
APPROVAL OF MINUTES: March 11 and June 3, 2020 minutes approved
NEW BUSINESS:
Certificate of Appropriateness:
1424 N. Washington Avenue – Joe Harpine, owner proposing to replace porch steps in front and on side of home with
small simple handrails (no designs) and to be in the same appearance of current porch steps.
Board Action
Randall Allen motioned to approve Certificate of Appropriateness (1424 N. Washington). Kent Brown seconded the
motion. The motion carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair), Kent Brown,
Layne Hunton, Adam Letterman, and Randall Allen. Nays: None. Abstain: None. Absent: Paul Lewis.
Certificate of Appropriateness:
209 W. Commercial Street - Ron Barber, Payne Sign Company representing the owner. Moving the existing sign to 209
W. Commercial (currently at 600 W. College) and install on the existing black metal façade on the building front.
Paden Chamber asked if the sign was lighted.
Mr. Ron Barber noted that the letters are only lighted up and this will not change the esthetics to the building.
Board Action
Randall Allen motioned to approve Certificate of Appropriateness (209 W. Commercial Street). Kaitlyn McConnell
seconded the motion. The motion carried as follows: Ayes: Paden Chambers (Chair), Kaitlyn McConnell (Vice-Chair),
Kent Brown, Layne Hunton, Adam Letterman, and Randall Allen. Nays: None. Abstain: None. Absent: Paul Lewis.
Certified Local Government Review: None
Pre-Application Review: None
Local Historic Site Nomination Review: None
COMMUNICATIONS: Michael Sparlin will send over with approved minutes for the Board’s motion at last meeting to
recommend a structural engineer from Building Development Services (BDS) inspect the building at 320-322 West
Walnut and
Michael Sparlin also noted that he is working on letters/brochures per the request from the Board members to the
different areas of historic sites/areas and will inform the Board of the cost.
Paden Chambers stated that Mitch Jenkins, owner of the site of PD 374 asked for information on the buildings on the site
(one building was nominated for historic site) and was looking for guidance on going forward. Michael Sparlin gave out a
short overview/history as well as possible future site activity and noted that he has not heard from Mitch Jenkins.
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REPORTS:
Report on Committees: None
Application: None
Demolition:
Fire Station No. 4 (2424 N. Delaware) – Thom Lundberg, Esterly Schneider & Associates stated that this Fire Station is
approximately 52 years old and Springfield’s Fire Department has to meet the need of it citizens and this requires
demolition of the current building and replacing it with a Fire Station that would be similar in looks, but with modern and
updated equipment.
Adam Letterman asked what the current Fire Station is doing to meet the needs of the citizens.
Thom Lundberg noted that other Fire Stations make up the equipment needed at the moment.
No action taken from the Landmarks Board members.
Historic Site and Districts
Jefferson Avenue Footbridge: Michael Sparlin said it the bid for the work is being reviewed by MoDOT and
Federal Highways and will keep the Board informed of the progress.
Potential Local Nomination: None
Communications
Awards and Recognition: None
Design Guidelines: None
Administrative approval of C of A’s: None
Any other matters that fall under the jurisdiction of the Board: None
ADJOURNMENT:
There being no further business, the meeting was adjourned.
_________________________________________________
Michael Sparlin, Senior Planner
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LANDMARKS board
Staff Report
AUGUST 26, 2020

LANDMARKS BOARD PUBLIC HEARING:

CASE: Certificate of Appropriateness
DESIGNATION: Commercial Street Historic
District
LOCATION: 321 East Commercial Street
APPLICANT: Commercial Club of Springfield
STAFF: Michael Sparlin, 417-864-1091

STAFF RECOMMENDATION: Approve

SUMMARY OF PROPOSAL:
1. Place portable storage building for C-Street City Market.
FINDINGS FOR STAFF RECOMMENDATION:
1. The Landmarks Board must determine if the proposed structure will compromise the integrity of the Historic District.
2. The Commercial Street Design Guidelines do not specifically address temporary storage buildings.
3. The portable building is proposed to be located behind the existing pavilion and appears to respect the scale, massing
and arrangement of other non-historic elements of the property.
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APPLICANT’S DESCRIPTION OF PROPOSAL:
1. We are simply purchasing and placing a small storage building from Cedarridge Portable Buildings in the C-Street
City Market area as shown on attached location drawing.
STAFF COMMENTS:
1. The Commercial Street Design Guidelines do not specifically address temporary storage buildings. More broadly,
the guidelines recommend respecting existing scale, massing and arrangements of elements of the property. The
portable building is proposed to be located behind the existing pavilion and appears to respect the scale, massing
and arrangement of other non-historic elements of the property.
2. The existing pavilion was approved by the Landmarks Board on April 13, 2005.
3. All proposed work is required to receive a building permit to be issued by Building Development Services. All other
requirements of the COM-1 District, Zoning Ordinance and Building Code shall apply.
DESIGN GUIDELINES AND STANDARDS
COMMERCIAL STREET DESIGN GUIDELINES:
The guidelines do not specifically address temporary buildings.
SECRETARY OF THE INTERIOR’S STANDARDS FOR REHABILITATION:
The following standards would apply to this proposed alteration:
9.
New additions, exterior alterations, or related new construction will not destroy
historic materials, features, and
spatial relationships that characterize the property. The new work will be differentiated from the old and will be compatible
with the historic materials, features, size, scale and proportion, and massing to protect the integrity of the property and its
environment.
10. New additions and adjacent or related new construction will be undertaken in such a manner that, if removed in the
future, the essential form and integrity of the historic property and its environment would be unimpaired.
ZONING ORDINANCE:
In addition, the Springfield Zoning Ordinance states:
In the event the Landmarks Board concludes that the request, if granted, will have a detrimental effect upon the Historic
Landmarks or Historic District or any adverse effect on an historical or architectural resource, then the Landmarks Board
shall Deny the request for a certificate.

ARCHITECTURAL SIGNIFICANCE OF PROPERTY:
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The property is located within the Historic District, however the property was a parking lot when the architecture
survey was conducted.

Application for Certificate of Appropriateness
**E

INSTRUCTIONS**

**PLEASE FOLLOW STEPS 1 & 2 BEFORE SUBMITTING THIS APPLICATION**
Pre-apply and, if needed, pay your processing fees online at thi
Wait for a "pre-screen complete" e-mail from the City of Springfield with
instructions for e-plans review process.
Complete this application and upload a digital (pdf) copy through e-plans.

Office Use Only
Date Filed:
Received By:
Review:
Administrative
Landmarks Board

The applicant seeks to show the following:
1. That the proposed work will be done in conformance with the Secretary of Interior Standards for Rehabilitation.
2. That the proposed work will be done in conformance with any applicable design guidelines or standards that the
Landmarks Board has established and adopted. (Commercial Street and Walnut Street Districts and Mid-Town
Neighborhood historic sites only)
3. That the proposed work will be done in conformance with all other relevant requirements of the Springfield
Zoning Ordinance.
THEREFORE, applicant requests that the Certificate of Appropriateness be approved for the property as proposed in this
submittal.
We, the signers of this application, do attest to the truth and correctness of all facts and information presented with
this application and understand that, if approved, all work must be done under a building permit issued by the
Department of Building Development Services. Approval of this application does not constitute approval of a building
permit, nor does it certify that the zoning is appropriate for the proposed uses. These are separate processes that
must be initiated by the applicants. We further understand that approval of this application does not constitute
approval for tax certification under the Tax Reform Act of 1986 or amendments thereto.

Signature(s):

Date:
July 29, 2020

Please type or print name(s) clearly:

Mary Collette, President
Commercial Club of Springfield

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit A: REQUEST FOR CERTIFICATE OF APPROPRIATENESS

Please use this form only. Form may be photocopied. Please type or print.
For instructions, see pages 5-8
1. Property address:

321 East Commercial, C-Street City Market

APPLICANT INFORMATION:
2. Name of current property owner:
If corporation: Corporate Official:

City of Springfield, leased by
Commercial Club of Springfield

299 East Commercial, Springfield, MO
Mailing Address:
Zip Code: 65803
Telephone: 417.864,7015
Fax: N/A
E-mail: admin@historicCstreet.com or historicfirehouse@gmail.com
3. AUTHORIZED REPRESENTATIVE:
(The representative should have the authority to commit the applicant to changes
that may be suggested by the Board):
Name: Mary Collette, President
Signature:
Mailing Address: 101East Commercial, Springfield, MO
Zip Code: 65803
Telephone: 417.839.0119
E-mail: historicfirehouse@gmail.com

(Corporate Seal)

Fax: N/A

4. BUILDING DEVELOPMENT SERVICES DISCUSSION: (Before submitting this application, the applicant should discuss
the project with BDS. Their phone number is 417-864-1059.)
Date of discussion: July 27, 2020

NOTE: The property owner must either sign this application or give City staff a power of attorney showing that another
person is authorized to sign.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit B: DESCRIPTION OF PROPOSED WORK & SUPPORTING INFORMATION
Please use this form only. Form may be photocopied. Please type or print.
1. TYPE OF WORK PROPOSED: (Check all that apply. All work items require a written description of the proposed
work. Additional required supporting information is denoted after each item and must be attached. See
Instructions, page 5. Maximum size for drawings: 11 x 17 inches. NOTE: Even though you check the “Other” or
the “New Construction” box, you must still give information on individual features such as windows, doors, etc.,
included in a large project.)

✔

✔

Addition (1,2, 3, 7)

Handicapped Ramp (1, 2, 3)

Sidewalk (1, 3)

Awnings (2, 3, 4 or 5, 6)

New Construction (1, 2, 3, 7)

Siding (3, 4 or 5)

Building Relocation (1, 2, 3, 7)

Parking (1, 3)

Sign (1, 2, 3, 6)

Demolition (1, 2, 3, 7)

Porch (1, 2, 3)

Window (2, 3, 4 or 5, 6)

Door (2, 3, 4 or 5, 6)

Retaining Wall (1, 2, 3)

Archeological Site (1, 3, 8)

Fence (1, 2, 3, 5)

Roof-New (3, 4 or 5, 7)

Guttering (2, 3, 4 or 5, 6)

Re-roof (3, 4)

Placement of Portable Storage Building at C-Street City Market

Other (specify):

1 – Site Plans
2 – Elevations
3 – Photographs
4 – Sample of materials to be used

5 – Product literature
6 – Drawings
7 – Exhibit C – Why proposed work should be approved
8 – State historic Preservation Officer Comments

2. DESCRIPTION OF PROPOSED WORK: (attach additional pages if necessary)
We are simply purchasing and placing a small storage building
from Cedarridge Portable Buildings in the C-Street City Market area
as shown on attached location drawing.

NOTE: An application is considered incomplete until all supporting materials, as specified in Item 1 above, are attached.

Incomplete applications will not be processed or scheduled for a public hearing.
City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit C: WHY PROPOSED WORK SHOULD BE APPROVED
Please use this form only. Form may be photocopied. Please type or print.
When proposing a major project, please use this page to give information in support of your request. (See Exhibit B, item
1, above: “Type of Work Proposed,” key # 7. Suggested items of discussion are included in the Instructions, page 7.)

The Cedarridge Portable Building will be a completely free standing addition
to be used to store Market furniture and materials to be used by the C-Street
City Market manager. It will be next to the contemporary pavilion built by Hammons
School of Architecture students and as such, will not be anywhere near any
other historic buildings. Also, it will be anchored to the ground as required by
Building Development Services. We feel that as a “barn type” structure, it
relates nicely to the farm-oriented products that are sold at our bi-weekly
market. No historic material will be disturbed in the placement of the structure.
There is precedent for this type of structure on this parking lot as the last group who
ran the City Market in the 1990’s had about a half dozen of these small, portable
buildings that they rented out to vendors. They were removed when that group
ceased operation and Commercial Club took over market operations.
The portable barn is temporary and would be removed should the Club or City
terminate our lease agreement.
Specifications:
1. 10’ x 16’ Footprint
2. Constructed with 2” x 4” studs on 16” centers
3. Pressure Treated Runners Under Structure
4. 40-Year Metal Roof
5. 3/4” Avantic Flooring
6. 50-Year Siding (“Smart Side”)
7. Painted with Benjamin Moore Paint
There is no plan to add electrical or plumbing to the structure at this time.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Market Barn
10’ x 16’

Commercial Club of Springfield
Site Plan at 321 East Commercial
Birdseye View Showing Site Location For C-Street City Market Portable Barn Structure

Commercial Club of Springfield
Site Elevation Rendering at 321 East Commercial
View Showing Proposed Location For C-Street City Market Portable Barn Structure
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LANDMARKS BOARD PUBLIC HEARING:

AUGUST 26, 2020
CASE: Certificate of Appropriateness
DESIGNATION: Commercial Street Historic
District
LOCATION: 425 West Commercial Street
APPLICANT: Andrew Baird
STAFF: Michael Sparlin, 417-864-1091

SUMMARY OF PROPOSAL:
1. Rehabilitate building with the following alterations:
a. Re-clad existing awning with aluminum metal panel
b. Demolish existing pole barn on east side of property
c. Replace doors with new doors
d. Replace storefront system with new storefront
e. Install ramp for handicamp accessibility
f. Repaint existing brick, aluminum metal siding for awning, wood for soffits at awning and horizontal siding
g. Install signage.
STAFF RECOMMENDATION:
The Landmarks Board must determine whether the request, if granted, will have a detrimental effect upon the Historic
Landmarks or Historic District or any adverse effect on an historical or architectural resource. Staff believes that there are
some elements of this project that are not recommended by the Commercial Street Design Guidelines.
FINDINGS FOR STAFF RECOMMENDATION:
1. The property is located within the Local Commercial Street Historic District and listed as a non-contributing structure. The
property is not located within the National District.
2. The Commercial Street Design Guidelines classify the structure as being part of the “Mid-Century Modern” period of
Historical Significance that is deemed to be contributing assets to the District.
3. The applicant’s proposal appears to obscure original façade with paint and cladding and appears to alter the original
openings along the south and west elevations which is not recommended by the Commercial Street Design Guidelines.
However, the applicant’s proposal, although contemporary, appears to remain faithful to the materials and details of the
Mid-Century Modern Period of Historical Significance.
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APPLICANT’S DESCRIPTION OF PROPOSAL:
The goal of this project is to take the former Springfield Engine Supply building and make it suitable for use as an
office/showroom/workshop for the Phenix Marble Company, and Mason Made (a subsidiary that will sell other varieties of
natural stone for high end residential construction). We are excited to contribute to and benefit from the renewed vitality of
the Commercial Street district, and we recognize what the preservation of the district's historic character has added to this
renewal. The owners of the Phenix business have personal experience in historical rehabilitation, and Phenix is itself
involved in various historic rehabilitation and renovation projects statewide and across the country.
As described above, the plan itself has multiple components; this is partly due to the fact that the Springfield Engine Supply
property is comprised of multiple structures that have different histories. Our assumption is that the aspect of the property
that "contributes" most to the district is the mid century storefront on Commercial. We intend to restore that facade. To
incorporate handicapped accessibility and to set the tone needed for our customer base, we are redesigning the entrance to
the middle section of the building where the showroom will be. The northernmost structure with the loading dock and garage
door will be a workshop area for light artisanal fabrication; the majority of Phenix's work requires heavy equipment and will
take place at the quarry itself (near Walnut Grove).
Obscured by the Engine Supply buildings and the polebarn structure to the east is the oldest part of the property: a small
brick building dating from the early twentieth and maybe the 19th century. We intend to leave that building standing and
incorporate it into future plans for the site. The polebarn structure that we intend to demolish dates from the early 1980s and
was erected by Springfield Engine Supply.
We are certainly open to the comments and suggestions of the Landmarks board. Beyond the distinctive storefront facade
on Commercial street, the rest of the project is either clearly contemporary (the ramp and entrance from the parking lot) or a
functional repairing and upgrading of the structures that are already there. Overall, the use that we are intending for the
property is consistent with the historic character of the district and the property itself -- it is wholly "commercial". We think it
will honor the past of the district and contribute to its future vitality. Thanks for your consideration.
STAFF COMMENTS:
1. The Commercial Street Design Guidelines recommend that rehabilitations incorporate elements of the original
façade into the rehabilitation scheme and do not remove historic elements of the façade. The guidelines recommend
that rehabilitation work does not obscure the original façade or portions thereof with new materials, does not
obscure original materials, does not obscure façade details with signs, paint, cladding, or other elements, does not
alter the shape of original openings; and repairs and/or replaces original building elements with faithful recreations.
The applicant’s proposal appears to obscure original façade with paint and cladding and appears to alter the original
openings along the south and west elevations.
2. The guidelines recommend that rehabilitations and renovations must remain faithful to the materials, methods, and
details of the building’s Period of Historic Significance. Understanding the period(s) of historic significance during
which a building was built and/or modified is critical to the renovation of buildings within the District. The guidelines
discourages adding historically-styled elements to a building that are not supported by historic documentation or
forensic evidence to create a false sense of history. The applicant’s proposal appears to remain faithful to the
materials and details of the Mid-Century Modern Period of Historical Significance.
3. The applicant’s proposal includes installing signage. The applicant has not provided written signage details,
however, signage is depicted in the elevations and renderings.
4. All proposed work is required to receive a building permit to be issued by Building Development Services. All other
requirements of the COM-1 District, Zoning Ordinance and Building Code shall apply.

LANDMARKS board
Staff Report
DESIGN GUIDELINES AND STANDARDS
COMMERCIAL STREET DESIGN GUIDELINES:
4.1. Rehabilitations
Rehabilitation and renovation work sometimes leave elements
of the original façade out of the finished building. In order to
preserve the fidelity of the original building and maintain the
historic character of the District, it is important that a holistic
plan for rehabilitation be established at the outset of the
project. This includes understanding the building’s period of
significance; performing historical and forensic investigation;
and using construction techniques that are appropriate to
historic materials and techniques.
4.1.1. GUIDELINE:
Incorporate elements of the original façade into the rehabilitation scheme
and do not remove historic elements of the façade. Ensure that rehabilitation
work:
i. Does not obscure the original façade or portions thereof with new
materials;
ii. Does not obscure original materials;
iii. Does not obscure façade details with signs, paint, cladding, or other
elements;
iv. Does not alter the shape of original openings; and
v. Repairs and/or replaces original building elements with faithful recreations.
4.1.2. GUIDELINE:
Respect the original character and period of the façade; do not try to make
the building look historic with non-original features because this creates
a false sense of history. When restoration is called for, follow applicable
standards and treatments.
4.1.3. GUIDELINE:
Preserve the original finish of masonry facades; by covering original finishes,
the overall value of the building’s nature is denied. However, caution
is urged because removal of finishes applied long ago may have severe
detrimental effects on the remaining life of facade materials.
4.1.4. GUIDELINE:
When cleaning masonry, use only approved methods as outlined in the National
Parks Service Preservation Brief #1: Assessing, Cleaning, and Water
Repellant Treatments for Historic Masonry Buildings. Never sandblast or
surface-grind masonry, because it removes the protective outer face of the
brick; usually, let painted masonry stay painted and do not paint unpainted
masonry.
Refer to Section 1.9. for a reference to Preservation Brief #1: Assessing,
Cleaning, and Water Repellant Treatments for Historic Masonry Buildings.
4.1.5. GUIDELINE:
When repointing historic brickwork, use only Type K mortar or hydrated
lime-sand mortar to match the physical qualities of historic mortar.
When repointing historic brickwork, it is important that the mortar is softer
than the surrounding brick; if not, expansion and contraction of the brick
and mortar will cause chipping, cracking, and spalling of the brick. Historic
brick is softer than modern brick, and most grades of Portland cement
mortars are too hard for historic brickwork.
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Refer to Section 1.9. for a reference to Preservation Brief #2, Repointing
Mortar Joints in Historic Buildings.
4.4. Storefronts
The storefront, the assembly of doors, windows, and materials
of both the ground and upper floors tends to provide the
District’s most prominent opportunity to develop visual and
historic consistency. Ground floors have absorbed most of the
radical transformations away from original character.
Proposed design changes to the storefronts, especially the first floors,
should evolve out of careful examination of the elements of the building,
and research into the original treatment of its exterior. The storefront
should not dominate the facade, but respect it. Many of the buildings have
been photographed, and if not, buildings of similar period and character
can provide a model. Consult the Landmarks Board for guidance, and refer
to Section 1.9. for a reference to Preservation Brief #11, Rehabilitating
Historic Storefronts.
4.4.1. GUIDELINE:
Storefront configuration and construction should match the original; if
wood, storefronts shall be reconstructed in wood; if metal, in metal. Storefronts
using a historically-correct hybrid system (i.e. wood bulkhead and
transom windows with metal display window framing) should match the
existing system.
i) Some storefronts were significantly-altered early in their existence,
resulting in a mix of historic styles on the same building that—as a
whole—are contributing. An example would be a Victorian building
(1880 – 1910) that was altered in the 1930s with a pigmented structural glass (i.e. Vitrolite) ground-floor cladding and
metal storefront system.
In these cases, the later modifications should be preserved and modifications
to the storefront should conform to the 1930s alterations.
ii) Some storefronts were significantly altered more recently, resulting in
a mix of historic and non-historic styles on the same buildings that—as
a whole—are NOT contributing. An example would be a Victorian
building that was altered in the 1980s by having the storefront infilled
with brick and two small windows. In these cases, the non-contributing
modifications should be removed and the storefront should be restored
to the building’s primary period of historic significance.
4.4.2. GUIDELINE:
Maintain the storefront within its original opening.
4.4.3. GUIDELINE:
Maintain the traditional recessed entry. This keeps the display windows
close to the pedestrian, and it draws attention in an inviting way to the
entrance itself.
4.4.4. GUIDELINE:
Maintain the traditional degree of glass in the storefront.
Reducing the need for artificial light, the open feeling created by the glass
wall sells the products displayed within. This arrangement encourages
face-to-face contact and reinforces the “small town” atmosphere of the
commercial district.
Storefront displays primarily relied on their simplicity and lack of clutter to
attract the pedestrian’s eye to the goods offered. With the increase in auto
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bound passersby, a shift occurred to attracting attention by loud colors,
signage, and mixture of materials. The proliferation and competition of
these images diminishes the original character of the storefronts.
4.4.5. GUIDELINE:
Minimize the amount of and type of decoration on the facade. Let the
building lines, storefront windows displays, and merchandise speak for
themselves.
4.6. Primary Doors
4.6.1. GUIDELINE:
The front door should be compatible with the storefront.
4.6.2. GUIDELINE:
A traditional wood door with a glass panel will reinforce original character.
If the door must be metal and glass, call for a dark anodized finish rather
than standard mill finish. Avoid over-decorating the door, and void fake
historic doors.
4.6.3. GUIDELINE:
Consider use of decorations on the door to enhance the sense of its
special character. Consider doorknobs, kick plates, painted signs as design
elements.
4.9. Awnings and Marquees
Awnings are a traditional element of commercial structures
from the late-1880s through the 1920s. Operable or fixed, they
add color and shape to the facade, while providing pedestrians
and buildings weather protection.
4.9.1. GUIDELINE:
Consider adding or replacing awnings. Maintain dimensions dictated by
window height and size, bay width, degree of glass exposure to the south.
4.12. Building Materials
Original use of late 1880s’ materials was aimed at achieving
durability and simplicity. The attention of passersby was to
be drawn to the entry door and window displays – not the
materials themselves.
4.12.1. GUIDELINE:
In addition or renovations, select materials which are compatible with
existing.
Example: If old brick is painted, then paint new brick.
If wood of a given dimension is used, match this if visually exposed.
4.12.2. GUIDELINE:
If new and old materials must be brought together, try to link them.
4.12.3. GUIDELINE:
Where linking is not feasible, achieve a controlled appearance at junction
of materials.
4.12.4. GUIDELINE
Chain-link fences on primary façades of open lots are not permitted.
4.14. Periods of Significance
Understanding the period(s) of historic significance during
which a building was built and/or modified is critical to the
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renovation of buildings within the District. While it is best to
try and locate historic photographs of a building to understand
its original features and design, or identify forensic evidence
on the building itself, such evidence does not always exist. In
the absence of historic photographs and forensic evidence,
precedents from the period of historic significance must serve
as the guidelines by which renovation decisions are made.
4.14.1. GUIDELINE:
Rehabilitations and renovations must remain faithful to the materials,
methods, and details of the building’s Period of Historic Significance.
4.14.2. GUIDELINE
Contributing modifications to buildings that are of a different Primary Period
of Historic Significance than the underlying building should be treated as
part of the building’s historic condition and preserved in situ.
4.14.3. GUIDELINE
Should the building owner wish to remove a later contributing modification,
the owner must demonstrate that restoration of the building to an earlier
condition will improve the building’s overall character and quality.
Furthermore, the owner must provide documentation of historical evidence
of the original condition of the building.
4.14.4. GUIDELINE
Owners of buildings with non-contributing modifications and features
undertaking a significant renovation are required to remediate these
non-contributing modifications—with the exception of building additions—
and restore the building to a condition of historic significance.
4.14.5. GUIDELINE
Owners of buildings with non-contributing modifications and features
undertaking a minor renovation are encouraged to remediate these
non-contributing modifications and restore the building to a condition of
historic significance.
4.14.6. GUIDELINE
Do not remove later contributing additions, features, or modifications to
create a “false sense of history”.
4.14.7. GUIDELINE
Do not add historically-styled elements to a building that are not supported
by historic documentation or forensic evidence to create a false sense of
history.

SECRETARY OF THE INTERIOR’S STANDARDS FOR REHABILITATION:
The following standards would apply to this proposed alteration:
1.

A property will be used as it was historically or be given a new use that requires minimal change to its distinctive
materials, features, spaces, and spatial relationships.

2.

The historic character of a property will be retained and preserved. The removal of distinctive materials or
alteration of features, spaces and spatial relationships that characterize a property will be avoided.

4.

Changes to a property that have acquired historic significance in their own right will be retained and preserved.
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5.

Distinctive materials, features, finishes and construction techniques or examples of craftsmanship that characterize
a property will be preserved.

6.

Deteriorated historic features will be repaired rather than replaced. Where the severity of deterioration requires
replacement of a distinctive feature, the new feature will match the old in design, color, texture and, where possible,
materials.
9.
New additions, exterior alterations, or related new construction will not destroy historic materials, features, and
spatial relationships that characterize the property. The new work will be differentiated from the old and will be compatible
with the historic materials, features, size, scale and proportion, and massing to protect the integrity of the property and its
environment.
ZONING ORDINANCE:
In addition, the Springfield Zoning Ordinance states:
In the event the Landmarks Board concludes that the request, if granted, will have a detrimental effect upon the Historic
Landmarks or Historic District or any adverse effect on an historical or architectural resource, then the Landmarks Board
shall Deny the request for a certificate.

ARCHITECTURAL SURVEY FORM:
October 1982, Architectural Survey:
The original structure appears to be wood frame over load bearing masonry walls. Subsequent additions were
done with steel bar joists over load bearing masonry. Existing windows are single pane glass with steel frames.
The mechanical and electrical systems appear to be in fair condition, at best. We would presume that due to the
nature of the business, capital improvements are not a high priority.
Extensive remodeling would require extensive rewiring of the electrical system

Application for Certificate of Appropriateness
**ELECTRONIC SUBMITTAL INSTRUCTIONS**
**PLEASE FOLLOW STEPS 1 & 2 BEFORE SUBMITTING THIS APPLICATION**
1. Pre-apply and, if needed, pay your processing fees online at this LINK
2. Wait for a "pre-screen complete" e-mail from the City of Springfield with
instructions for e-plans review process.
3. Complete this application and upload a digital (pdf) copy through e-plans.

Office Use Only
Date Filed:
Received By:
Review:




Administrative
Landmarks Board

The applicant seeks to show the following:
1. That the proposed work will be done in conformance with the Secretary of Interior Standards for Rehabilitation.
2. That the proposed work will be done in conformance with any applicable design guidelines or standards that the
Landmarks Board has established and adopted. (Commercial Street and Walnut Street Districts and Mid-Town
Neighborhood historic sites only)
3. That the proposed work will be done in conformance with all other relevant requirements of the Springfield
Zoning Ordinance.
THEREFORE, applicant requests that the Certificate of Appropriateness be approved for the property as proposed in this
submittal.
We, the signers of this application, do attest to the truth and correctness of all facts and information presented with
this application and understand that, if approved, all work must be done under a building permit issued by the
Department of Building Development Services. Approval of this application does not constitute approval of a building
permit, nor does it certify that the zoning is appropriate for the proposed uses. These are separate processes that
must be initiated by the applicants. We further understand that approval of this application does not constitute
approval for tax certification under the Tax Reform Act of 1986 or amendments thereto.

Signature(s):

Date:
7/27/2020

Please type or print name(s) clearly:
Michael Hampton

Andrew Baird

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit A: REQUEST FOR CERTIFICATE OF APPROPRIATENESS
Please use this form only. Form may be photocopied. Please type or print.
For instructions, see pages 5-8
1. Property address: 425 West Commercial ST
APPLICANT INFORMATION:
2. Name of current property owner: Andrew Baird
If corporation: Corporate Official:
Mailing Address: 431 S. Jefferson Ave
Zip Code: 65806
Telephone: 4178402281
E-mail: andrew@phenixmarble.com

Fax:

3. AUTHORIZED REPRESENTATIVE:
(The representative should have the authority to commit the applicant to changes
that may be suggested by the Board):
Name: Michael Hampton
Signature:
Mailing Address: 221 South Ave
Zip Code: 65806
Telephone: 4177731605
E-mail: michael@arkifexstudios.com

(Corporate Seal)

Fax:

4. BUILDING DEVELOPMENT SERVICES DISCUSSION: (Before submitting this application, the applicant should discuss
the project with BDS. Their phone number is 417-864-1059.)
Date of discussion: 7/20/2020

NOTE: The property owner must either sign this application or give City staff a power of attorney showing that another
person is authorized to sign.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit B: DESCRIPTION OF PROPOSED WORK & SUPPORTING INFORMATION
Please use this form only. Form may be photocopied. Please type or print.
1. TYPE OF WORK PROPOSED: (Check all that apply. All work items require a written description of the proposed
work. Additional required supporting information is denoted after each item and must be attached. See
Instructions, page 5. Maximum size for drawings: 11 x 17 inches. NOTE: Even though you check the “Other” or
the “New Construction” box, you must still give information on individual features such as windows, doors, etc.,
included in a large project.)



✔

✔

✔





Addition (1,2, 3, 7)
Awnings (2, 3, 4 or 5, 6)
Building Relocation (1, 2, 3, 7)
Demolition (1, 2, 3, 7)
Door (2, 3, 4 or 5, 6)
Fence (1, 2, 3, 5)
Guttering (2, 3, 4 or 5, 6)

✔








Handicapped Ramp (1, 2, 3)
New Construction (1, 2, 3, 7)
Parking (1, 3)
Porch (1, 2, 3)
Retaining Wall (1, 2, 3)

✔

✔


✔



Sidewalk (1, 3)
Siding (3, 4 or 5)
Sign (1, 2, 3, 6)
Window (2, 3, 4 or 5, 6)
Archeological Site (1, 3, 8)

Roof-New (3, 4 or 5, 7)
Re-roof (3, 4)

Other (specify):

1 – Site Plans
2 – Elevations
3 – Photographs
4 – Sample of materials to be used

5 – Product literature
6 – Drawings
7 – Exhibit C – Why proposed work should be approved
8 – State historic Preservation Officer Comments

2. DESCRIPTION OF PROPOSED WORK: (attach additional pages if necessary)
Awnings - Re-cladding existing awning w/ aluminum metal panel (see attached A3.1)
Demolition - Demo existing pole barn on east side of property (see attached A1.1)
Door - Replacing doors with new door and storefront (see attached A3.1)
Handicap Ramp - New ramp will run along west facade (see attached A3.1)
Siding - Repaint existing brick, aluminum metal siding for awning, wood for soffits at awning, horizontal siding
(see attached A3.1)

NOTE: An application is considered incomplete until all supporting materials, as specified in Item 1 above, are attached.

Incomplete applications will not be processed or scheduled for a public hearing.
City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Exhibit C: WHY PROPOSED WORK SHOULD BE APPROVED
Please use this form only. Form may be photocopied. Please type or print.
When proposing a major project, please use this page to give information in support of your request. (See Exhibit B, item
1, above: “Type of Work Proposed,” key # 7. Suggested items of discussion are included in the Instructions, page 7.)

The goal of this project is to take the former Springfield Engine Supply building and make it suitable for
use as an office/showroom/workshop for the Phenix Marble Company, and Mason Made (a subsidiary
that will sell other varieties of natural stone for high end residential construction). We are excited to
contribute to and benefit from the renewed vitality of the Commercial Street district, and we recognize
what the preservation of the district's historic character has added to this renewal. The owners of the
Phenix business have personal experience in historical rehabilitation, and Phenix is itself involved in
various historic rehabilitation and renovation projects statewide and across the country.
As described above, the plan itself has multiple components; this is partly due to the fact that the
Springfield Engine Supply property is comprised of multiple structures that have different histories.
Our assumption is that the aspect of the property that "contributes" most to the district is the mid
century storefront on Commercial. We intend to restore that facade. To incorporate handicapped
accessibility and to set the tone needed for our customer base, we are redesigning the entrance to the
middle section of the building where the showroom will be. The northernmost structure with the loading
dock and garage door will be a workshop area for light artisanal fabrication; the majority of Phenix's
work requires heavy equipment and will take place at the quarry itself (near Walnut Grove).
Obscured by the Engine Supply buildings and the polebarn structure to the east is the oldest part of the
property: a small brick building dating from the early twentieth and maybe the 19th century. We intend
to leave that building standing and incorporate it into future plans for the site. The polebarn structure
that we intend to demolish dates from the early 1980s and was erected by Springfield Engine Supply.
We are certainly open to the comments and suggestions of the Landmarks board. Beyond the
distinctive storefront facade on Commercial street, the rest of the project is either clearly contemporary
(the ramp and entrance from the parking lot) or a functional repairing and upgrading of the structures
that are already there. Overall, the use that we are intending for the property is consistent with the
historic character of the district and the property itself -- it is wholly "commercial". We think it will honor
the past of the district and contribute to its future vitality. Thanks for your consideration.

City of Springfield, Missouri - Development Review Office - 840 Boonville, Springfield, MO 65802 - 417.864.1611 Phone / 417.864.1882 Fax
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Application for Certificate of Appropriateness for:
MASON MADE & PHENIX
425 WEST COMMERCIAL ST.
SPRINGFIELD, MO 65803

EXISTING SITE PHOTOS:

West Elevation

South Elevation – of Pole Barn

EXISTING SITE PHOTOS:

South Elevation

Southwest Elevation

NEW SOUTH ELEVATION:

NEW SOUTHWEST ELEVATION:

NEW ENTRY ELEVATION:

NEW ENTRY ELEVATION:

INTERIOR VIEWS:
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C Copyright 2020 Arkifex Studios LLC
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STOCK COLOR CHART

Choose the Highest Standard of
Quality, Durability and Beauty

2 Coat Solid/Mica
Color/Mica

HIGH-PERFORMANCE FLUOROPOLYMER RESINS –
Our Lumiflon® FEVE and Kynar® PVDF resins are the
most advanced architectural coatings available, meeting or
exceeding AAMA 2605 specifications to deliver superior
durability, weatherability and chemical resistance. Choose
Lumiflon® FEVE for the broadest
color palette with a gloss range from matte to high luster.
SHORT RUN CAPABILITIES – With our advanced
die coating process and controlled curing, we can
coil coat as little as 1,000 square feet of material in
a broad choice of custom colors. You can count on the same
color consistency, quality and lengthy warranty
we offer for the largest orders. Gain practically unlimited
design flexibility, thanks to our ability to deliver short
runs of custom colors in your choice of 40-, 50- or
62-inch widths.

Primer
Substrate
Core
Substrate
Primer

3 Coat Metallic/Prismatic

Clear/Prismatic
Metallic/Color
Primer
Substrate
Core
Substrate

GLOSS RANGE – Different gloss levels can significantly
change the eye’s perception of color.
If you would like a different gloss level than the sample you
submit for color matching, let us know. We
will work with you directly to ensure the gloss level
you want is achieved.
FINISH DIRECTIONALITY – For best color consistency,
maintain the same directionality throughout design,
estimation, fabrication and construction.
We recommend ordering finishes for your entire job
at one time, from one lot of material.

ROLL COATER

DIE COATER

Die

Aluminum

DIE COATING VS. ROLL COATING
Although widely used roll coaters can achieve adequate
quality and efficiency, our advanced die coaters
permit direct coating on the aluminum surface to
ensure smoother, finer finishes without roping marks.

Primer

LIGHT REFLECTANCE VALUE – LRV numbers indicate
the percentage of visible light reflected by the surface.
This value is defined in ASTM C609 as the Y value in an XYZ/
Yxy color space. While the LRV values shown on this chart are
typical, there can be slight variations between individual lots.
SOLAR REFLECTANCE INDEX – SRI numbers, as defined by
ASTM E1980 using 12 W/m2K values, indicate the material’s
reflectivity (how well it reflects back instead
of absorbing radiant energy) and emissivity (how well
it radiates absorbed heat back into the environment).
The Cool Roof Rating Council (CRRC) requires an SRI
value of 29 or greater for steep-slope roofs to earn a
“Cool” rating. Most of our Architectural stock colors
meet this requirement, and we have added “Cool” after
the SRI value for easy reference.
For expert assistance with product availability, material selection,
sizing and colors, please contact your local ALPOLIC® sales
manager.

Exceptional projects demand exceptional
products. For more than 40 years, ALPOLIC
has delivered premium metal composite materials
that are durable, sustainable and
truly remarkable.
®

We offer an extensive selection of rich, vibrant colors and styles for both painted
and natural metal surfaces, working with you to bring your design intent to reality.
Rigid, lightweight panels that fulfill your vision with a finish of enduring quality –
that’s the beauty of ALPOLIC® materials.
Choose ALPOLIC® and bring your vision to life!

Architectural Stock Finishes and Colors

Specialty Stock Colors and Finishes

STOCK painted colors are available on 4mm-thick panels, with
many of the most popular choices stocked in a selection of widths
and lengths. Specify a polyethylene (PE) or fire-resistant (fr) core
– required by fire codes when building over 40 feet. Then choose
a fluoropolymer paint finish offered in a variety of solid colors,
metallics and micas. These panels are manufactured to architectural
standards and stocked for immediate shipment.

TIMBER SERIES finishes are produced using our proprietary
image-transfer process in concert with Lumiflon® FEVE fluoropolymer
coatings, providing exceptional protection with the classic beauty of
stone or timber. We stock standard 62-inch panels for your immediate
needs.

ANODIZED panels are manufactured with 1100 alloy aluminum.
They are available in both 50- and 62-inch widths with a stock
clear anodized Class 1 finish or a choice of five custom Class 1
colors.
NATURAL METALS offer a traditional look in a
state-of-the-art panel system. These 4mm panels offer
your choice of metal surface while retaining the
flatness and workability of aluminum composite.

Corporate Identity - Stock Program Colors
PROGRAM or 10 year finish warranty colors are stocked
in the standard options shown, or can be custom-created for
your unique project. We use the advanced Lumiflon® FEVE
fluoropolymer resin in two or three coats, or the Kynar® PVDF
coating system to create a vivid, extremely durable finish in
an astoundingrange of colors and glosses, including metallic
and mica options. Panels are stocked in either 3mm or 4mm
thickness.

PRISMATIC finishes combine Lumiflon® FEVE fluoropolymer
technology with specialized pigments to create unique colors and
effects. The resulting finishes can make the surface glisten or even
change colors with different lighting or the movement of the sun.
Consult our Prismatic brochure to find the perfect color, gloss and
effect for your design.
DECORATIVE panels use specially treated aluminum surfaces with
crystal-clear coats of Lumiflon® FEVE resin
to protect the panels and maintain a pristine look, even
in harsh exterior applications. HPA offers a polished shine, while HLZ
has the look of brushed stainless steel.
MULTI-COLOR panels incorporate an advanced coating process
engineered by ALPOLIC® to accommodate almost any color scheme.
From bright and glossy to muted and subtle, these rich and versatile
color systems can only be accomplished by combining Lumiflon® FEVE
technology with our advanced die coil coating system. We can work
with you to help you choose the perfect look to convey your message.
CUSTOM COLORS – Bright, clean high-gloss colors, rich
metallics, low-gloss earth tones, prismatic special effects and more:
If you can imagine a color, we can make it real. Contact customer
service to connect with our color experts.

30 Year Finish Warranty Architectural Stock Colors

Stocked in 4mm unless otherwise stated

SOLID

BNT Bone White

CRT Oyster

MST Mist White

AGT Aluminum Grey

BGY Grey

4-BNT-30
LRV 78.50/SRI 82-Cool

4-CRT-30
LRV 72.46/SRI 82-Cool

4-MST-30
LRV 69.96/SRI 75-Cool

4-AGT-30
LRV 31.60/SRI 26

4-BGY-50
LRV 10.41/SRI 7

Order samples at
www.alpolic-americas.com/samples

CNC Charcoal

JBR Bronze

TOB Black

3-CNC-30
LRV 4.20
3&4mm

4-JBR-30
LRV 3.34/SRI 2

4-TOB-15
LRV 1.01/SRI 0

MICA

OPT Mica Platinum

MNC Mica Anodic Clear

MCU Mica Champagne

MZG Mica Grey

MFS Mica Grey

4-OPT-50
LRV 30.88/SRI 53-Cool

4-MNC-30
LRV 34.43/SRI 56-Cool

4-MCU-30
LRV 22.61/SRI 38-Cool

4-MZG-50
LRV 7.95/SRI 14

4-MFS-30
LRV 13.41

CMX Metallic
Champagne

MBX Metallic Bronze

DCX Metallic Copper

4-MBX-30
LRV 31.20/SRI 40-Cool

4-DCX-30
LRV 15.09/SRI 47-Cool

M E TA L L I C

BSX Metallic Silver

SMX Metallic Silver

4-BSX-30
LRV 30.94/SRI 71-Cool

4-SMX-30
LRV 36.59/SRI 63-Cool

4-CMX-30
LRV 31.19/SRI 59-Cool

Premium Architectural Stock Finishes

Call ALPOLIC Customer Service for Warranty Details 800.422.7270

N AT U R A L M E TA L S

®

ANODIZED

Stainless

Quartz Zinc

Copper

Clear

4-4HL
LRV 21.84/SRI 34-Cool

4-AZZ
LRV 21.51/SRI 0

4-C12
LRV 5.03/SRI 55-Cool

4-CLR
LRV 34.31/SRI 84-Cool

*Colors shown are as close to actual colors as allowed by the printing process. Mitsubishi Chemical Composites America, Inc. reserves the right to change or delete information herein without prior
notice. Please refer to warranty details for exclusions and limitations. Additional warranty coverage may be given to some projects/products. Please call 800.422.7270 for more information.

20 Year Finish Warranty Stock Colors

Stocked in 4mm unless otherwise stated

SOLID

BBR Red

BTR Red

TOR Red

JLR Red

JXR Red

TRC Red

4-BBR-30
LRV 8.06
3&4mm

4-BTR-50
LRV 11.57
3&4mm

4-TOR-70
LRV 9.06

4-JLR-50
LRV 5.44

4-JXR-30
LRV 10.50

4-TRC-30
LRV 8.52

AUB Blue

CVB Blue

HNB Blue

RTB Blue

MBU Blue

HYB Blue

4-AUB-50
LRV 3.25

4-CVB-70
LRV 13.79

4-HNB-50
LRV 16.78

4-RTB-60
LRV 9.06

4-MBU-30
LRV 10.59

4-HYB-30
LRV 4.20

ABE Blue

AYW Yellow

TDR Green

RVW White

HWH White

COW White

4-ABE-70
LRV 23.73

4-AYW-70
LRV 61.77

4-TDR-70
LRV 24.40

4-RVW-50
LRV 86.34

4-HWH-50
LRV 80.8

4-COW-30
LRV 68.67

M AT T E

CVG Grey

BLX Black

TBL Black

RRM River Rock Grey

TRM Terra Cotta

BSM Slate Black

4-CVG-50
LRV 14.38
3&4mm

4-BLX-30
LRV 0.89
3&4mm

4-TBL-70
LRV 0.75
3&4mm

4-RMM-6
LRV 23
SRI 17

4-TRM-6
LRV 17
SRI 16.9

4-BSM-6
LRV 5
SRI 1

MICA

M E TA L L I C

MRO Anthracite Grey

PEX Pewter Metallic

TSZ Silver Metallic

TBX Silver Metallic

4-MRO-70
LRV 3.33

4-PEX-30
LRV 20.63

4-TSZ-70
LRV 32.00

4-TBX-30
LRV 38.75
3&4mm

*Colors shown are as close to actual colors as allowed by the printing process. Mitsubishi Chemical Composites America, Inc. reserves the right to change or delete information herein without prior
notice. Please refer to warranty details for exclusions and limitations. Additional warranty coverage may be given to some projects/products. Please call 800.422.7270 for more information.

10 Year Finish Warranty Stock Colors

Stocked in 3mm unless otherwise stated

SOLID

STR Red

TRD Red

FEF Red

BPS Pearl

ETT Tan

3-STR-70
LRV 12.55

3-TRD-70
LRV 10.26

3-FEF-70
LRV 11.64

3-BPS-30
LRV 68.79

3-ETT-30
LRV 47.87

CRY Oyster

MCV White

SAW White

EWH White

DYB Blue

3-CRY-50
LRV 72.30

3-MCV-70
LRV 68.21

3-SAW-70
LRV 80.62/3&4mm

3-EWH-70
LRV 90.01

3-DYB-50
LRV 10.06

CFB Blue

SHB Blue

BGN Green

GRV Green

BYL Yellow

3-CFB-70
LRV 7.24

3-SHB-70
LRV 4.12/3&4mm

3-BGN-50
LRV 14.39

4-GRV-30
LRV 11.25

3-BYL-50
LRV 65.93

EYL Yellow

YLW Yellow

SOG Grey

TXG Grey

SBR Bronze

3-EYL-30
LRV 48.05

3-YLW-50
LRV 49.88

3-SOG-70
LRV 49.50

3-TXG-70
LRV 40.69

3-SBR-30
LRV 6.32

Order samples at www.alpolic-americas.com/samples

*Colors shown are as close to actual colors as allowed by the printing process. Mitsubishi Chemical Composites America, Inc. reserves the right to change or delete information herein without prior
notice. Please refer to warranty details for exclusions and limitations. Additional warranty coverage may be given to some projects/products. Please call 800.422.7270 for more information.

Specialty Stock Colors/Finishes

T I M B E R S E R I E S | 20 Year Finish Warranty | Call ALPOLIC Customer Service for Warranty Details
®

QBB Teak

QCP HT Bamboo

4-QBB-30
LRV N/A

4-QCP-30
LRV N/A

QBV Oriental Cane

QBT Zebrawood

4-QBV-30
LRV N/A

4-QBT-30
LRV N/A

MPL Maple

WLN Walnut

QAE Mahogany

4-MPL-30
LRV N/A

4-WLN-30
LRV N/A

4-QAE-30
LRV N/A

QAW Rio Aleon
4-QAW-30
LRV N/A

E F F E C T S S E R I E S | Call ALPOLIC Customer Service for Warranty Details
®

MRT Magma
Prismatic
3-MRT-70
LRV 11.33

DQO Orange
Pearlescent
3-DQO-70
LRV 22.21

DQS Maroon Gold
Shimmer
4-DQS-70
LRV 5.09
4mm only

MULTI-COLOR

PAT T E R N | 20 Year Finish Warranty

QCO Rusted Steel
4-QCO-20
LRV 16.17

D E C O R AT I V E

Red/White

Blue/White

Yellow/White

10 Year Finish Warranty
3-209-70
LRV 11.64
SRI 80.90

10 Year Finish Warranty
3-207-70
LRV 8.00
SRI 81.04

10 Year Finish Warranty
3-234/238-35
LRV 48.05
SRI 90.01

HPA High Polished
Aluminum
5 Year Finish Warranty
3-HPA-70
LRV 0.88

CLZ Aluminum
20 Year Finish Warranty
4-CLZ-70
LRV 35.2

Order samples at www.alpolic-americas.com/samples

*Colors shown are as close to actual colors as allowed by the printing process. Mitsubishi Chemical Composites America, Inc. reserves the right to change or delete information herein without prior
notice. Please refer to warranty details for exclusions and limitations. Additional warranty coverage may be given to some projects/products. Please call 800.422.7270 for more information.

®

coating, meets the weatherability and chemical-resistance standards
design and performance advantages – a rich palette of vivid
colors, a full gloss range, excellent adhesion, recoatability and
even ambient cure capabilities.

®

PVDF/Kynar

®

Durability

Meets AAMA 2605

Meets AAMA 2605

Color Range

Bright to Muted

Muted Only

Color Retention

Excellent

Excellent

Gloss Range

10–70

10–40

Gloss Retention

Excellent

Excellent

Chalking Resistance

Excellent

Excellent

Field Touch-Up

Excellent

Poor

Marring Resistance

Excellent

Good

For additional information, samples or a list of ALPOLIC fabricators, please call 1-800-422-7270 or visit www.alpolic-americas.com.
®

401 Volvo Parkway, Chesapeake, VA 23320
Telephone: 800-422-7270 | Fax: 757-436-1896
www.alpolic-americas.com | e-mail: info@alpolic.com
Mitsubishi Chemical Composites America, Inc. reserves the right to change
or delete information herein without prior notice.
©2019 Mitsubishi Chemical Composites America, Inc. All rights reserved. ALPOLIC is a registered trademark of Mitsubishi Chemical Corporation.
is a registered trademark of Asahi Glass Company. Kynar is a registered trademark of Arkema, Inc.
®

®

®

LITAP3000 Rev.19 A
OCT 2019

®

ARCHITECTURAL BROCHURE

WE UNDERSTAND

ARCHITECTURAL

INSPIRATIONAL
Inspiration is born of possibilities. With an unlimited palette of
colors and glosses, and the ability to craft practically any form, your
imagination is free to roam. Nothing could be more liberating for
an architect than knowing this: Just about anything you conceive is
possible to build.
That’s why we create ALPOLIC® materials. It’s why we partner with
architects around the world to deliver the finishes they envision
in architectural panels that are easy to fabricate into remarkable
forms. It’s why we’re passionate about supplying materials far more
versatile, stable and affordable than ordinary sheet metal, with
durability to keep your vision fresh for generations.
We love great architecture. Your inspiration is ours. Let’s build.

Port Canaveral Exploration Tower, Port Canaveral, FL, United States
ALPOLIC®/fr in Custom BNX White with Clear Coat Finish

Ryerson University Student Learning Centre, Toronto, Ontario, Canada
ALPOLIC®/fr in Custom Prismatic SEP Blue Finish

Altara Shopping and Lifestyle Center, San Pedro Sula, Honduras
ALPOLIC®/fr in Custom AGP Prismatic Purple

National Center for the Performing Arts, Beijing, China
ALPOLIC®/fr in Titanium Natural Metal Finish

GLOBAL

ARCHITECTS AROUND THE WORLD ARE USING ALPOLIC® MATERIALS TO CREATE
ENTRANCING NEW PERSPECTIVES AND POSSIBILITIES. AS A LEADING GLOBAL
PROVIDER OF FINISHED ALUMINUM COMPOSITE MATERIALS (ACM) AND NATURAL
METAL COMPOSITE MATERIALS (MCM), WE’RE PROUD TO OFFER THESE VISIONARY
DESIGNERS THE BEAUTY, VERSATILITY AND PERFORMANCE THEY’RE LOOKING FOR
TO TRANSFORM SKYLINES AND COMMUNITIES.
Ryerson University Student Learning Centre
It’s been described as a gemstone that’s fractured to expose its crystalline lattice. Glass walls give way to
soffits revealing this faceted structure in iridescent blue. Through the main entryway, the crystalline forms
continue in a domed ceiling above the lobby that serves as an amphitheater and gateway to the rest of
the Ryerson campus.
Folded in an origami-like fashion, ALPOLIC®/fr materials finished in a custom Prismatic SEP blue finish
made this three-dimensional, color-shifting effect possible when other materials proved too difficult and
expensive to fabricate.
National Center for the Performing Arts, Beijing, China
“The giant egg,” as it’s often called, appears to float on the surface of the reflecting pool that completely
surrounds it. Situated near the Great Hall of the People and the Forbidden City, this futuristic building
offers an elegant counterpoint to these traditional icons of Chinese architecture.
Three theaters are enclosed by the world’s largest dome, a steel structure supporting a glass curtain that
modulates into the soft sheen of ALPOLIC®/fr MCM with a natural titanium skin.
Altara Shopping and Lifestyle Center, San Pedro Sula, Honduras
ALPOLIC®/fr ACM in a custom AGP Prismatic purple finish exhibits a chameleon-like effect as hues
constantly shift from sky blue through violet with changes in time, weather and viewing angle. The
captivating experience extends into the night as patterned perforations emanate light from multicolored LEDs.
Anchoring the first “smart city” in Honduras, the Altara Center invites imaginative exploration and shows
a new way forward in a country with a rich architectural history stretching back to the Maya civilization.

INFLUENTIAL

YOUR CHOICES IN BUILDING MATERIALS HAVE A DIRECT INFLUENCE ON THE
BOLDNESS AND BREADTH OF YOUR DESIGN VISION. THE BUILDINGS YOU DESIGN,
IN TURN, INFLUENCE THE COMMUNITIES THEY GRACE AND THE LIVES OF THE
PEOPLE WHO ENJOY THEM. ALPOLIC® MATERIALS OFFER ENDLESS FABRICATION
AND FINISH POSSIBILITIES, FREEING YOU TO DESIGN ARCHITECTURE THAT TRULY
MATTERS – FROM THE STATEMENT IT MAKES TO THE PURPOSE IT SERVES.

HEALTHCARE

MILITARY

COMMERCIAL

Bring state-of-the-art quality and a vibrant,

Create the right environment for every

Show a flair for business with designs and

affirming look to places where people

facet of soldier life – places to train, work,

colors that convey authority, yet welcome

bring their hopes of sustaining healthier,

plan, eat, recreate, socialize, live and

employees and customers to engage

happier lives.

raise families.

creatively with the enterprise.

• Hospitals

• Offices

• Corporate Offices

• Clinics

• Housing

• Laboratories

• Medical Offices

• Commissaries

• Production Facilities

• Assisted Living & Nursing Homes

• Hospitals

• Car Parks

• Rehabilitation Facilities

COMMUNITY

• Broadcast Studios
• Rental Warehouses

EDUCATION

Bring people together in spaces that excite

• Parking Garages

Challenge the mind with designs that inspire

the senses and invite participation through

• Shopping Centers

learning by creating the ideal ambience for

the use of engaging forms and finishes.

everything from focused study, to shared

• Libraries

discovery, to team celebration.

• Auditoriums

• University Buildings

• Museums

that represent the fruits of industry in all its

• Schools

• Community Centers

dynamic and colorful variety.

• Cafeterias

• Churches

• Manufacturing

• Dorms

• Sports Arenas

• Research Centers

• Athletic Facilities

• Golf Courses/Country Clubs

• Power Plants

• Convention Centers

• Warehousing & Distribution

RESIDENTIAL

TRANSPORTATION

Create more than living spaces – create

Bring joy to people in transit, enliving the

places to truly live, where clean lines and

journey and creating new destinations to

colorful details invite residents home

look forward to.

• Government Offices

each day.

• Airports

• Prisons

• Luxury Apartments

• Bus Stations

• Park Facilities

• Condominiums

• Train Terminals

• Courthouses

• Townhomes

• Parking Structures

• Fire & Police Stations

• Single Family Dwellings

• Subway Stations

• Post Offices

• Affordable Housing

GOVERNMENT
Service, justice, security, community:
Engage the people with architecture that
inspires civic pride, from legislative halls to
park plazas.

INDUSTRIAL
Reveal function in extraordinary forms

Clockwise from top left: Pickering Town Center, Ontario, Canada, ALPOLIC®/PE in RVW White and TOB Black Solid Color Finish;
Winnie Palmer Hospital, Orlando, FL, United States, ALPOLIC®/fr in Custom MBX Bronze Metallic, Mica OPT Platinum Finish;
Brigham Young University, Provo, UT, United States, ALPOLIC®/fr in Custom Silver Mica Finish

IDEAL
ALPOLIC® materials are ideal for architectural projects because they’re lighter in weight, easier
to fabricate into complex forms, and easier to install than traditional materials. Yet they offer
superior flatness, durability, stability, vibration damping and ease of maintenance.
With a huge selection of finish types, colors and glosses – plus the ability to specify virtually
any custom color – there’s no limit to the architectural effects you can create. To achieve the
widest possible color and gloss range, with unmatched durability, we coil-coat our ACM
panels with the incredibly tough and stable Lumiflon® FEVE fluoropolymer resin, so your
concept stays fresh through decades of exposure to the elements. ALPOLIC® products and
finishes are backed by up to a 30-year warranty.
Product Properties
ALPOLIC® aluminum composite materials (ACM) are produced by continuously bonding two
thin sheets of aluminum on either side of an extruded thermoplastic or mineral-filled, fireretardant thermoplastic core. The aluminum surfaces have been pre-finished and coil-coated in
a variety of paint finishes before bonding.
We also offer metal composite materials (MCM) featuring skins of copper, zinc, stainless steel
or titanium bonded to the same cores and left unfinished. ALPOLIC® ACM and MCM both
offer the rigidity of heavy-gauge sheet metal in a lightweight composite material.
Ease of Fabrication
ALPOLIC® ACM can be fabricated with ordinary woodworking or metalworking tools, with
no special tools required. Cutting, grooving, punching, drilling, bending, rolling and many
other fabrication techniques can be easily performed to create a virtually unlimited variety of
complex forms and shapes.

MANUFACTURING FLEXIBILITY
ALPOLIC® materials are offered in a variety of thicknesses: 2mm, 3mm, 4mm and 6mm
STANDARD WIDTHS
40"
48"	50"

62"

SEMI-STANDARD WIDTHS
Consult Customer Service
CUSTOM WIDTHS
Consult Customer Service
RANGE OF SIZES
Width: 40"– 62" (826mm – 1,575mm)		

Length: 6'– 24' (1,829mm – 7,315mm)

PRODUCT TOLERANCE
ALPOLIC® materials are trimmed and squared with cut edges to offer the best panel edge conditions in the industry.
Width: ± 0.08" (2mm)
Length: ± 0.16" (4mm)
PRODUCT TOLERANCE
3mm ± 0.008" (0.2mm)
BOW MAXIMUM
0.5% of length and/or width
SQUARENESS MAXIMUM
0.2" (5mm)

Park Place Motors Porsche, TX, United States
ALPOLIC®/PE in BSX Silver Metallic Finish

4mm ± 0.008" (0.2mm)

6mm ± 0.012" (0.3mm)

FUNCTIONAL
ALPOLIC® MATERIALS ARE UNSURPASSED IN THEIR FUNCTIONAL ADAPTABILITY,
FREEING ARCHITECTS AND FABRICATORS TO COLLABORATE ON INNOVATIVE DESIGN
FORMS AND CLADDING SYSTEMS. IN CITIES AROUND THE WORLD, YOU’LL FIND
BUILDINGS THAT REVEAL STRIKING NEW POSSIBILITIES, ACHIEVED THROUGH THE
TEAMWORK OF VISIONARY ARCHITECTS AND SKILLED FABRICATORS WORKING WITH
VERSATILE ALPOLIC® MATERIALS.

RO U T A N D RE T U RN W E T S E A L

RA I N S C RE E N

RO UT & R E T UR N DRY GA SKE T S E A L

I NT E R I OR ROL L E D PI N E D GE

© 2017 Mitsubishi Chemical Composites America, Inc. All rights reserved.
ALPOLIC® is a registered trademark of Mitsubishi Chemical Corporation.
Lumiflon™ is a registered trademark of Asahi Glass Company.

EFFECTUAL
Let us know how we can help you make your
design idea a reality. Get more information,
order finish samples and find a fabricator by
calling 1-800-422-7270 or visiting

LITAP 1000 | REV. 3 | March 2017

Caja Vital Kutxa, Vitoria, Spain
ALPOLIC®/fr in Natural Metal Finish

alpolic-americas.com.

Siding:
Repainted Brick / Horizontal Siding / Wood
Soffit

Elastomeric Masonry, Stucco & Brick Paint
• Exterior Waterproofing Finish
• 100% Acrylic Latex
• Limited Lifetime Guarantee*
•	Withstands 98 mph
Wind-Driven Rain

2 Coats Required
for Optimal Durability
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• Low Sheen Finish
• Bridges Hairline Cracks
• Mildew Resistant Finish
•	Stretches Up To 600% to
Resist Cracking

Dry Time:
4-6 Hr. Dry to Touch
24 Hr. Recoat

Spread Rate:
75-125 Sq. Ft.

READY TO USE OR ADD TINTING COLORANT

WHERE TO USE
Properly prepared exterior vertical surfaces such as: Stucco, Masonry,
Concrete, Concrete Block or Brick as well as adjacent Wood and Metal
surfaces. Not for use on horizontal surfaces subject to foot traffic.

PREPARATION
(Proper surface preparation is required.) Allow new stucco and
masonry to cure for 30 days before painting. Remove all loose, peeling
paint. Powerwash to remove chalk. Remove dirt and grease with
a product such as BEHR PREMIUM® NO. 990 Concrete & Masonry
Degreaser & Cleaner; remove mildew stains with a mildew stain
removing product. On galvanized metal, use a diluted solution of
a product such as BEHR PREMIUM® NO. 991 Concrete & Masonry
Cleaner & Etcher to prepare the surface. Follow all label instructions.
Rinse thoroughly and allow a minimum of 24 hours to dry. Cracks and
gaps wider than 1/16” (1.5 mm) should be routed open, dusted and
patched with an elastomeric patching compound. Use an acrylic caulk
around windows, doors and trim. Scuff sand glossy surfaces. Prime all
uncoated, patched, chalky, wood and/or metal surfaces with a product
such as BEHR PREMIUM PLUS® NO. 436 Exterior Multi-Surface Primer
& Sealer.

APPLICATION
DO NOT THIN. Intermix all cans of same product to ensure color
uniformity. Stir paint before and occasionally during application. Use
product when air and surface temperature are 50-90˚F (10-32˚C).
Do not use if rain or heavy dew is expected within 24 hours. Apply

*LIMITED LIFETIME GUARANTEE
Behr Process Corporation guarantees that this product will provide a waterproof finish and hide
hairline cracks existing at time of application when applied and cared for according to label directions.
This guarantee shall be effective for so long as you reside in your home and is made to the original
residential consumer paint purchaser. This guarantee is not transferable. This guarantee does not
cover water intrusion due to structural defects or caulk failure. Color fading and chalking will occur
naturally over time. If this product fails to perform as specified, Behr Process Corporation will, at
its option and upon proof-of-purchase, either furnish an equivalent amount of new paint to you, or
refund the purchase price of this product. This guarantee excludes (1) labor and costs of labor
for the application or removal of any paint and (2) any incidental or consequential damages,
whether based upon breach of express or implied warranty, negligence, strict liability
or any other legal theory. Some states do not allow the exclusion or limitation of incidental or
consequential damages, so the above limitation or exclusion may not apply to you. This guarantee
gives you specific legal rights, and you may also have other rights, which vary from state to state.
To consult with a Behr Certified Coatings Professional, call 1-800-854-0133 Ext. 2 (U.S.A. only).
©2012 Behr Process Corporation
Santa Ana, CA 92704 U.S.A. • behr.com
V.O.C. <50 g/L • REV. 8/11

No. 67 Deep Base
No. 68 White

Soap & Water
Clean-Up

using a high quality 1 1/4” nap roller, nylon/polyester brush or airless
sprayer (.025-.029” spray tip). A second coat must be applied at the
same spread rate as the first. A third coat may be required to achieve
a final dry mil thickness of about 10-15 mils. If airless spraying, use
equipment with a minimum of 2500 PSI at the tip. Maintain a wet edge
to avoid lap marks. Do not re-spread or re-work paint.

DRY TIME
Longer dry time required in cooler temperatures and higher humidity.
After two weeks, cured paint film may be cleaned with a mild,
non-abrasive liquid detergent.

DISPOSAL
Properly dispose of all soiled rags and protect unused product from
freezing. For disposal of empty containers and unused product contact
your household refuse collection service.
WARNING! If you scrape, sand or remove old paint, you may release
lead dust. LEAD IS TOXIC. EXPOSURE TO LEAD DUST CAN CAUSE
SERIOUS ILLNESS, SUCH AS BRAIN DAMAGE, ESPECIALLY IN CHILDREN.
PREGNANT WOMEN SHOULD ALSO AVOID EXPOSURE. Wear a NIOSHapproved respirator to control lead exposure. Clean up carefully with a
HEPA vacuum and a wet mop. Before you start, find out how to protect
yourself and your family by contacting the National Lead Information
Hotline at 1-800-424-LEAD or log on to www.epa.gov/lead.
WARNING! Sanding or scraping pressure treated lumber may be
hazardous; wear appropriate protection

WARNING! This product contains chemicals known to the state of California to cause cancer
and birth defects or other reproductive harm.
WARNING! IRRITANT! HARMFUL IF SWALLOWED. CONTAINS: ETHYLENE GLYCOL.
MAY CAUSE EYE, NOSE AND THROAT IRRITATION. AVOID CONTACT WITH SKIN AND EYES
AND AVOID BREATHING OF VAPORS AND SPRAY MIST. WEAR EYE PROTECTION AND
PROTECTIVE CLOTHING. USE ONLY WITH ADEQUATE VENTILATION. To avoid breathing
vapors and spray mist, open windows and doors or use other means to ensure fresh air
entry during application and drying. If you experience eye watering, headaches or dizziness,
increase fresh air. If properly used, a respirator (NIOSH approved for organic vapor with P series
particulate pre-filter) may offer additional protection; obtain professional advice before using.
A dust mask does not provide protection against vapors. Avoid contact with eyes and skin.
Wash thoroughly after handling. Close container after each use. FIRST AID: If you experience
difficulty in breathing, leave the area to obtain fresh air. If continued difficulty is experienced,
get medical assistance immediately. In case of eye contact, flush immediately with plenty of
water for at least 15 minutes and get medical attention; for skin, wash thoroughly with soap
and water. If swallowed, get medical attention immediately.
CAUTION: KEEP OUT OF REACH OF CHILDREN - DO NOT TAKE INTERNALLY.

KANSAS CITY
& ST. LOUIS
Product Catalog

Discover a whole new

		SIDE OF HOME.

Build confidently
BY DESIGN.
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Installed on over 8 million homes* from coast to coast, James Hardie®
fiber cement siding products are designed to resist the most extreme
conditions while delivering long term beauty and lower maintenance.
Enjoy the warm, natural look of wood with unprecedented peace of
mind. It’s easy to see what makes James Hardie the market leader.

UNIQUE
FORMULATION

FINISHING
TECHNOLOGY

COMPLETE
EXTERIOR

We use the highest quality raw materials
and proprietary additives for enhanced
strength and moisture protection.

Baked-on color delivers a beautiful
finish that resists fading and makes
a lasting impression.

Offers homeowners an unrivaled collection
of design options with exceptional warranties
through a single, trusted manufacturer.

*Estimate based on total James Hardie siding sales through 2016 and average housing unit size.
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HardieShingle®
Straight Edge
Timber Bark

HardieZone® System
Only James Hardie® fiber cement products are Engineered for Climate®.
In the northern U.S. and Canada, HZ5® products resist shrinking, swelling
and cracking even after years of wet or freezing conditions. HZ10 ®
products help protect homes from hot, humid conditions, blistering
sun and more.
With James Hardie® siding and trim, homeowners have an exterior that’s
tougher than the elements and easy on the eyes.

NO MATTER WHAT NATURE BRINGS

Topographical
factors
Extreme
temperature
change

Snow

Rain

Hail

Hurricane
winds

High
humidity
Ultraviolet
exposure
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TOUGHER THAN
THE ELEMENTS
Stands up to storms
and harsh weather

Water resistant
to protect against
swelling, warping
and cracking

HardieTrim®
Boards
Timber Bark

Won’t be eaten by
animals or insects

HardiePlank®
Lap Siding
Khaki Brown

Fire resistant

Helps reduce time
and money spent on
maintenance

Resist the elements
WITH IRRESISTIBLE BEAUTY.
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Unique Formulation
HZ5® Substrate
Not all fiber cement is the same. The James Hardie HZ5 product
formulation contains the highest quality raw materials. Proprietary
additives, combined with an innovative manufacturing process and
product design, create a substrate specifically engineered to reduce
moisture and resist damage from wet or freezing conditions.

PROPRIETARY ENHANCEMENTS CREATE
DURABLE JAMES HARDIE® SIDING

Perfect balance of strength
and workability
Our balance of high-quality Portland
cement, sand and cellulose fiber delivers
the best combination of strength
and workability.

Enhanced moisture resistance
for unmatched durability
Patented and proprietary additives
are chemically bonded within the
HZ5® substrate matrix to provide
durable moisture resistance.

Increased dimensional stability
Our siding is engineered at the microscopic
level to create a fiber cement composite
with superior dimensional stability that
helps protect against shrinking
and splitting.
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HardieTrim®
Boards
Arctic White

Integrity is ingrained
IN EVERYTHING WE DO.

HardiePlank®
Lap Siding
Evening Blue

The advanced design of HZ5® lap siding
improves drainage from top to bottom.
In addition to the enhanced moisture resistance
of our product formulation, HardiePlank® HZ5®
lap siding features a modified profile with a
sloped top and bullnose drip edge for improved
drainage over the entire outer face of the board.

Sloped Top

Profiled Drip Edge

Positive slope at top drains moisture

Bottom bullnose drip edge allows

to outer face of lap

moisture to drain away from lap
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Finishing Technology
Primer
A quality primer is the first step to ensuring that the paint color you select beautifully
expresses a home’s true character now – and for years to come. Our distinctive
primer is climate-tested and engineered to enhance the performance of paint on
James Hardie® fiber cement siding products. It helps to provide consistent, longlasting paint adhesion, even in the most demanding conditions.

ColorPlus Technology
®

Our advanced ColorPlus ® Technology finishes deliver the ultimate in aesthetics
and performance. Our products aren’t simply painted at the factory. Our
proprietary coatings are baked onto the board, creating a vibrant, consistent
finish that performs better, lasts longer and looks brighter on your homes.

Exceptional finish adhesion
Our proprietary coating is engineered for
exceptional adhesion to our substrate and
applied to the surface, edges and features
for durable performance.

Superior color retention
Finish is cured onto boards for a
stronger bond, which allows for
exceptional resistance to cracking,
peeling and chipping.

Superior UV resistance
ColorPlus® Technology finishes retain
vibrancy longer when compared to
vinyl siding and typical field paints
on other siding products.
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HardieShingle®
Straight Edge
Cobble Stone

HardiePlank®
Lap Siding
Cobble Stone
HardieTrim®
Boards
Arctic White

Lasting beauty
BEGINS WITH THE FINISH.
Our finishes help eliminate stress and reduce costly weather delays when
it’s too cold or damp to paint for extended periods. Now there’s no reason to question
whether or not sub-optimal painting conditions will negatively affect your paint job.
In fact, there’s no longer any need to paint on-site during installation.
ColorPlus® Technology finishes are fully cured in a controlled environment and arrive on
your job site ready for year-round installation.
9

ColorPlus®
Technology
Pearl Gray

ColorPlus®
Technology
Iron Gray
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For complete confidence wrap your
ENTIRE EXTERIOR WITH JAMES HARDIE.

James Hardie
Complete Exterior™

Top to bottom, our exterior product line
is defined by excellent performance,
aesthetics and design options.
Provide protection from the elements,
showcase a homeowner’s individual
style and install peace of mind with
exceptional warranties through a single,
trusted manufacturer.

HardieShingle®
Siding

HardiePanel® Vertical
Siding & HardieTrim®
Batten Boards

HardiePlank®
Lap Siding

HardieTrim®
Boards

HardieSoffit®
Panels

11

Sleek and strong, HardiePlank® lap
siding is not just our best-selling
product – it’s the most popular brand
of siding in America.
With a full spectrum of colors and
textures, homeowners can enjoy
protection from the elements and the
versatility to make their dream home
a reality. From Victorians to Colonials,
HardiePlank lap siding sets the
standard in exterior cladding.

HardieTrim®
Boards
Arctic White

HardiePlank®
Lap Siding
Select Cedarmill©
Khaki Brown

A classic look for
THE HOME OF THEIR DREAMS.
12

SELECT CEDARMILL© & SMOOTH

Thickness 5/16 in
Length 12 ft planks

Width
Exposure
Prime Pcs/Pallet
ColorPlus Pcs/Pallet
Pcs/Sq

5.25 in
4 in
360
324
25.0

6.25 in
5 in
308
280
20.0

7.25 in
6 in
252
252
16.7

8.25 in
7 in
230
210
14.3

9.25 in*
8 in
190
–
12.5

12 in*
10.75 in
152
–
9.3

Width

5.25 in

6.25 in

7.25 in

8.25 in

9.25 in*

12 in*

SELECT CEDARMILL©

STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

P

P

P

PRIME

P

P

P

P

P

P

Width

5.25 in

6.25 in

7.25 in

8.25 in

9.25 in*

12 in*

DREAM
COLLECTION™

P

P

P

P

PRIME

P

P

P

P

P

P

SMOOTH

STATEMENT
COLLECTION™

BEADED CEDARMILL©

BEADED CEDARMILL© & BEADED SMOOTH
Width

8.25 in

Exposure 7 in
Prime
240
Pcs/Pallet
ColorPlus
210
Pcs/Pallet
Pcs/Sq

BEADED SMOOTH

14.3

STATEMENT
COLLECTION™
DREAM
COLLECTION™

P

PRIME

P

*9.25 in and 12 in widths do not feature the drip edge
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HardiePanel® vertical siding delivers
style and substance. When combined
with HardieTrim® boards, it achieves the
rustic board-and-batten look that defines
cottage charm. The covered seams
contribute to a well-insulated home.
Its crisp, clean lines make HardiePanel
vertical siding a smart choice for
strong, contemporary designs.
HardiePanel®
Vertical Siding
Evening Blue

HardieTrim®
Batten Boards
Evening Blue
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Thickness 5/16 in

SELECT CEDARMILL© , SMOOTH, STUCCO & SIERRA 8
Size
Prime Pcs/Pallet
ColorPlus Pcs/Pallet
Pcs/Sq

4 ft x 8 ft
50
50
3.2

4 ft x 9 ft
50
–
2.8

4 ft x 10 ft
50
50
2.5

Size 4 ft x 8 ft

4 ft x 9 ft

4 ft x 10 ft

SELECT CEDARMILL©

STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

PRIME

P

P
P

P

4 ft x 9 ft

4 ft x 10 ft

SMOOTH

Size 4 ft x 8 ft
STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

PRIME

P

P
P

P

4 ft x 9 ft

4 ft x 10 ft

P

P
P

4 ft x 9 ft

4 ft x 10 ft

P

P

STUCCO

Size 4 ft x 8 ft
STATEMENT
COLLECTION™
DREAM
COLLECTION™
PRIME

P
P

SIERRA 8

Size 4 ft x 8 ft
STATEMENT
COLLECTION™
DREAM
COLLECTION™
PRIME

P
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Restore the look of a grand Cape
Cod or add distinction to a handsome
bungalow. HardieShingle® siding
embodies the enchanting look of cedar
shingles with lower maintenance.

HardieTrim®
Boards
Arctic White

Better than the real thing,
HardieShingle siding resists rotting,
curling, warping and splitting.
HardieShingle®
Straight
Edge Panel
Pearl Gray

Achieve the handcrafted
LOOK OF CEDAR.
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Thickness 1/4 in
STAGGERED EDGE PANEL
Length
Height
Exposure
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

48 in
15.25 in
6 in
100
100

Sq/Pallet 2
Pcs/Sq

50.0

STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

PRIME

P

STRAIGHT EDGE PANEL
Length
Height
Exposure
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

48 in
15.25 in
7 in
86
86

Sq/Pallet 2
Pcs/Sq

43.0

STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

PRIME

P

HALF ROUNDS*
Length
Height
Exposure
Prime
Pcs/Pallet

48 in
15.25 in
7 in
86

Sq/Pallet 2
Pcs/Sq

43.0

STATEMENT
COLLECTION™
DREAM
COLLECTION™
PRIME

P

*Available in St. Louis District only
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Form meets function at every
angle with HardieTrim® boards.
With an authentic look, HardieTrim
boards provide design flexibility
for columns, friezes, doors,
windows and other accent areas.

HardieTrim®
Boards
Khaki Brown

Better than wood, it will
complement your long-lasting,
lower maintenance James Hardie®
siding – adding punctuation to
your design statement.

HardiePlank®
Lap Siding
Navajo Beige

The performance you require.
THE DISTINCTIVENESS YOU DESIRE.
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Length 12 ft boards
ROUGHSAWN

SMOOTH

4/4 ROUGHSAWN

4/4 SMOOTH

Thickness
Width
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

.75 in
3.5 in
312
312

STATEMENT
AW
COLLECTION™
DREAM
COLLECTION™
PRIME

5.5 in 7.25 in 9.25 in
208 156
104
208 156
104

P

AW

AW

P P P
P P P

P
P

P
P

AW

STATEMENT
COLLECTION™
DREAM
COLLECTION™
PRIME

5/4 ROUGHSAWN
Thickness
Width
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

.75 in
3.5 in
312
312

5.5 in 7.25 in 9.25 in
208 156
104
208 156
104

AW

AW

11.25 in
104
104

P

AW

AW

P P P
P P P

P
P

P
P

5/4 SMOOTH
1 in
3.5 in 4.5 in 5.5 in 7.25 in 9.25 in 11.25 in
240 200 160 120
80
80
240 200 160 120
80
80

STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P P P P
P P P P

PRIME

Thickness
Width
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

11.25 in
104
104

P P

AW

AW

P P
P P

Thickness
Width
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

1 in
3.5 in
240
240

4.5 in
200
200

5.5 in 7.25 in 9.25 in 11.25 in
160
120
80
80
160
120
80
80

STATEMENT
COLLECTION™

P

P P

DREAM
COLLECTION™

P
P

P P P
P P P

PRIME

AW

P

P P
P P

AW - Arctic White only. Not available in the standard trim product Statement Collection™ color offering.

BATTEN BOARDS
SMOOTH

RUSTIC GRAIN©

SMOOTH & RUSTIC GRAIN©
Thickness .75 in
Width 2.5 in
Prime 437
Pcs/Pallet
ColorPlus 190
Pcs/Pallet

STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

PRIME

P
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A home is only as strong as its
weakest point. HardieSoffit® panels
reinforce your work by protecting the
vulnerable gap between eaves and
exterior walls.
Available in vented, non-vented
and a range of pre-cut sizes, these
panels complete your design and help
protect it from moisture and pests.

VENTILATION BENEFITS
Using vented soffit improves
ventilation in the attic space and
reduces the chance of water vapor
condensation that can lead to issues
such as mold and mildew growth,
stained ceilings and damage to the
framing of the house.
In warm climates, HardieSoffit panels
allow hot, humid air to escape, which
not only helps prevent condensation
in the attic, but can also help reduce
air conditioning costs.
In cool climates, HardieSoffit panels
help prevent condensation from
forming on the interior side of the
roof sheathing and reduce the
chances of roof-damaging ice dams.

HardieSoffit®
Panels
Dream Collection™
product

For complete confidence
EVERY DETAIL MATTERS.
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VENTED SMOOTH & SELECT CEDARMILL©
Length
Width
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

Thickness 1/4 in

12 ft
12 in
200
216

12 ft
16 in
150
156

8 ft
24 in
100
108

12 ft x 16 in

8 ft x 24 in

P
P

P
P

12 ft x 16 in

8 ft x 24 in

P
P

P
P

VENTED SMOOTH
Size 12 ft x 12 in
STATEMENT
COLLECTION™
DREAM
COLLECTION™
PRIME

P
P

VENTED SELECT CEDARMILL

©

Size 12 ft x 12 in
STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P
P

PRIME

NON-VENTED SMOOTH & SELECT CEDARMILL©
Length
Width
Prime Pcs/Pallet
ColorPlus Pcs/Pallet

12 ft
12 in
200
216

12 ft
16 in
150
156

8 ft
24 in
100
108

8 ft
48 in
50
–

12 ft x 16 in

8 ft x 24 in 8 ft x 48 in

NON-VENTED SMOOTH
Size 12 ft x 12 in
STATEMENT
COLLECTION™
DREAM
COLLECTION™

P

P

P

PRIME

P

P

P

12 ft x 16 in

8 ft x 24 in 8 ft x 48 in

P

NON-VENTED SELECT CEDARMILL©
Size 12 ft x 12 in
STATEMENT
COLLECTION™

P

DREAM
COLLECTION™

P

P

P

PRIME

P

P

P

BEADED PORCH PANEL

P

BEADED PORCH PANEL
Thickness

1/4 in

Length 8 ft
Width

48 in

Prime 50
Pcs/Pallet

STATEMENT
COLLECTION™
DREAM
COLLECTION™

P

PRIME

P
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S TAT E M E N T

ColorPlus® Technology

COLLECTION™
Plank, Panel, Shingle and Batten Color Offering
Make your next home stand out
with our Statement Collection™
products. Carefully curated by our
design experts specifically for your
market, the collection brings together
the most popular James Hardie
ColorPlus® siding and trim styles,
textures, and colors. This stunning
selection is locally stocked and
designed for simplicity - making it
easier than ever to get a beautiful,
long-lasting home exterior.

ARCTIC WHITE

COBBLE STONE

NAVAJO BEIGE

KHAKI BROWN

MONTEREY TAUPE

WOODSTOCK BROWN

TIMBER BARK

RICH ESPRESSO

HEATHERED MOSS

MOUNTAIN SAGE

LIGHT MIST

PEARL GRAY

GRAY SLATE

BOOTHBAY BLUE

EVENING BLUE

DEEP OCEAN

AGED PEWTER

NIGHT GRAY

IRON GRAY

COUNTRYLANE RED

Trim Color Offering

ARCTIC
WHITE

COBBLE
STONE

KHAKI
BROWN

MONTEREY
TAUPE

TIMBER
BARK

IRON
GRAY

Soffit Color Offering
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ARCTIC
WHITE

COBBLE
STONE

TIMBER
BARK

Colors shown are as accurate as printing
methods will permit. Please see actual
product sample for true color.

Thickness
Length

Thickness

5/16 in
12 ft planks

5/16 in

SELECT CEDARMILL©

SELECT CEDARMILL© & SMOOTH

Width

8.25 in

Size

Exposure

7 in

ColorPlus 50
Pcs./Pallet

ColorPlus
210
Pcs./Pallet

Thickness 1/4 in
Length
48 in

Thickness
Length

4 ft x 10 ft

1/4 in
12 ft

STRAIGHT EDGE PANEL

VENTED CEDARMILL©

Height
15.25 in
Exposure 7 in
ColorPlus
86
Pcs./Pallet

Width

STAGGERED EDGE PANEL

NON-VENTED CEDARMILL©

Height

15.25 in

Width

Exposure

6 in

ColorPlus
216
Pcs./Pallet

12 in

ColorPlus
216
Pcs./Pallet

ColorPlus
100
Pcs./Pallet

12 in

BATTEN BOARDS
4/4 SMOOTH & RUSTIC GRAIN©
4/4 SMOOTH
Thickness .75 in
Length
12 ft boards
Width
3.5 in* 5.5 in* 7.25 in 9.25 in* 11.25 in*

4/4 ROUGHSAWN
.75 in
12 ft boards
3.5 in* 5.5 in* 7.25 in 9.25 in* 11.25 in*

ColorPlus 312
Pcs./Pallet

312

208

156

104

104

208

156

104

104

5/4 SMOOTH
Thickness 1 in
Length
12 ft boards
Width
3.5 in 5.5 in 7.25 in 9.25 in* 11.25 in

5/4 ROUGHSAWN
1 in
12 ft boards
3.5 in 5.5 in 7.25 in 9.25 in* 11.25 in*

ColorPlus 240
Pcs./Pallet

240

160

120

80

80

160

120

80

80

Thickness .75 in
Length
12 ft boards
Width

2.5 in
ColorPlus
Pcs./Pallet 190

*Only available in Arctic White

Selecting a color? Request a product sample
at jameshardiepros.com/samples
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Get Inspired

CRISP & CLEAN
LIGHT COLORS

Whites and soft pastels are pure, clean, new and bright. Combine with
other hues to add interest, personality and contrast. Works well on
houses with Colonial Inspiration. A pastel A-frame cottage can look
sweet and charming.

Arctic White

Navajo Beige

SUBTLE & SOPHISTICATED
Cobble Stone

NEUTRAL COLORS

Neutral rules the suburbs. These shades are safe, but
also sophisticated. When accessorized with black or a
darker color, a neutral can look fashionably stylish. Play
24

with textures and use different tones for trim.

Iron Gray

Evening Blue

DREAM
COLLECTION™

Looking to further express your sense of style?
Look to our Dream Collection™ products.

Night Gray

•

Featuring a color palette of over 700
ColorPlus® Technology finishes

A BOLD CHOICE
DARK COLORS

•

Made to order in a wide array of
James Hardie® siding and trim styles

•

Matches elevated design flexibility
with the uncompromising performance
of our fiber cement products

Dark grays, blues and greens can feel both intellectual and modern.
When used with white trim, they create drama. Works well in old
neighborhoods, or urban environments, where there is a mix of old
and new.

Khaki Brown

To see what’s possible and order
Dream Collection product samples
visit jameshardiepros.com/dream

Monterey Taupe

Timber Bark
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No exterior cladding can prevent 100%
of water intrusion. Your homes should
have an additional line of defense.
HardieWrap® weather barrier provides
a superior balance of water resistance
and breathability, keeping the area
within the wall drier. This helps prevent
moisture accumulation that may lead
to mold and mildew growth.

INSTALLATION ADVANTAGES
• Thicker, more durable material
for easier, quicker installation
• Superior tear resistance helps
prevent water infiltration
• Can be installed with staples
in place of cap nails
for cost savings

We’ve got performance covered
FROM THE INSIDE OUT.

• Provides a higher level of
performance, no matter what
type of cladding you specify

HardieWrap ®
Flex Flashing

HardieWrap ®
Weather Barrier
HardieWrap ®
Pro-Flashing

WEATHER BARRIER

FLEX FLASHING

Thickness

11 mil

Thickness

60 mil

Length

100 ft

100 ft

150 ft

150 ft

Length

75 ft

75 ft

Width

3 ft

9 ft

9 ft

10 ft

Width

6 in

9 in

SEAM TAPE

PRO-FLASHING
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HardieWrap ®
Seam Tape

Thickness

20 mil

Thickness

3.2 mil

Length

75 ft

75 ft

75 ft

Length

164 ft

Width

4 in

6 in

9 in

Width

1-7/8 in

To learn more about our weather barrier’s advantages,
visit jameshardiepros.com

Install Done Right
Installation Accessories
HARDIEBLADE® SAW BLADES
Manufactured by Diablo, the HardieBlade® saw blade is designed specifically
to cut fiber cement products, and is the only saw blade James Hardie
recommends. The blade creates clean, precise cuts while helping to reduce
the amount of airborne dust produced. Specially designed to outlast other
fiber cement saw blades by 3X, outlasting carbide blades by 60X.

PACTOOL® GECKO GAUGE
The PacTool® Gecko Gauge is designed to improve the installation experience,
allowing one person to hang HardiePlank® lap siding during installation. Studies
suggest the Gecko Gauge can improve the speed of solo installation by 30%.

Finishing Touches
ColorPlus® Technology Accessories
TOUCH-UP KITS
Specially formulated to match ColorPlus Technology finishes, our touch-up kits offer
resistance to aging, color change and chalking. Estimated one kit per 4000 sq ft of
siding or 1600 sq ft of trim.

COLOR MATCHED CAULK
OSI® QUAD® MAX sealant offers a high performance sealant solution to color match Statement Collection™ products.*
About 18-20 linear feet per tube. Refer to packaging for manufacturer’s recommendations.
*For matching Dream Collection products, contact your local James Hardie representative.

Trim Accessories
FLAT TABS

CORNER TABS

Eliminate face nails and improve the aesthetic of trim applications
around windows, doors and band boards.

Use corner tabs to eliminate face nail holes that would detract from
the finished look of corner trim installations.

Find useful job-site tips in our industry-leading Best Practices Guide.
For the latest installation instructions, visit jameshardiepros.com
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HardieTrim®
Boards
Arctic White

HardiePlank®
Select Cedarmill®
Timber Bark

As unforgettable
AS IT IS UNCOMPROMISING.
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See the
James Hardie
Difference

James Hardie invented fiber cement.
Over 8 million homes* later, we continue
to set the standard in premium,
high-performance exterior cladding.
Our products deliver uncompromising
durability and finish quality for a
beautiful, lower maintenance exterior.
Our unrivaled investment in R&D
and constant innovations in product
design, manufacturing and distribution
allow us to remain steps ahead of the
competition. With the support of our
employees, partners and exceptional
warranties, we’re committed to
protecting your customers’ homes while
helping your business grow.

*Estimate based on total James Hardie siding sales
through 2016 and average housing unit size.
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Warranty – for peace of mind
Protect your homes with North
America’s #1 brand of siding
backed by exceptional warranties.
Unlike other brands, James Hardie
doesn’t prorate our siding and trim
warranty coverage. We stand behind
our siding 100% for 30 years and
trim for 15 years.
ColorPlus® Technology finishes come
with a 15-year limited warranty.

James Hardie Non-Prorated Siding Substrate Warranty Coverage

100%

100%

100%

Year

Year

Year

10

20

30

Endorsements – a reputation built on trust
For decades, our fiber cement products have been used to create better places to live. Each new home stands as a testament to our
uncompromising quality. That proven track record has earned the loyalty of millions of homeowners and the endorsements of trusted
authorities across the building industry.

Listed as top building
materials & products by
Professional Builder 2018
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Chosen by builders as a
Brand Leader in Builder magazine
for over 20 years

James Hardie® siding & trim
products have earned the
Good Housekeeping Seal

HardieTrim®
Boards
Arctic White

HardieShingle®
Straight Edge
Pearl Gray

Make every home

STAND UP AND STAND OUT.
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HardieTrim®
Batten Boards
Iron Gray

HardiePanel®
Vertical Siding
Iron Gray

1.888.542.7343

|

jameshardiepros.com
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